
LANmark-OF Plug&Play-MPO-Adapterplatten

STANDARDS
ISO/IEC 11801

MPO-Adapterplatte
Fasertyp: Singlemode und Multimode
Adaptertyp: Key-up/Key-up und Key-up/Key-down
Geeignet für Plug-&-Play-Patchfelder

Anwendung
Das Aginode MPO-Adapterpanel wird hauptsächlich in Plug-and-Play-
Patchpanels verwendet, um sowohl MPO-Stecker als auch MPO-Buchsen
anzuschließen.
Das Adapterpanel ist mit Stecknieten ausgestattet, die während des
Gebrauchs durch Drücken und Ziehen eingesetzt und entfernt werden
können. Dies ist besonders praktisch für den Einsatz vor Ort
Eigenschaften

Steckertyp nach Verriegelung: „Key Up“ und „Key Down“
Steckertyp nach Fasertyp: Singlemode und Multimode
Enthält 6 MPO-Adapter
4 MPO-Platten in einem 1U-Patchfeld N439.3MPP
12 MPO-Platten im 4U-Patchfeld N439.9MPP

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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Product list
Aginode ref. Country ref. Name
N205.AMPO6SMUD - LANmark-OF MPO Adaptor Plate Single mode Key up-Key down
N205.AMPO6MMUD - LANmark-OF MPO Adaptor Plate Multimode Key up-Key down
N205.AMPO6MMUU - LANmark-OF MPO Adaptor Plate Multimode Key up-Key up

 = Make to order,   = In Stock

Page 2 / 2

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.

Generated 17/09/2026  www.aginode.net  


