FTTD-Steckdosen mit Frontblende

e Geeignet flr den Anschluss von Single- und Multimode-Fasern

e Der Adapter mit Verschlussklappen

Inklusive Etikettenhalter

Geeignet fiir 86 X 86 mm Einbau

Bis zu 4 Fasern in einer Frontplatte

Enthalt 1 oder 2 Duplex-LC-Adapter oder 1 oder 2 Simplex-SC-Adapter

Die Glasfaser-Anschlussdosen von Aginode sind fiir ,Fibre-to-the-Desk*-
Anwendungen konzipiert.

Sie eignen sich fiir 86 x 86 mm Einbaurahmen sowie fiir Single- und
Multimode-Duplex-LC- und Simplex-SC-Adapter sowie Stecker mit
integrierten Schutzklappen, die Staub abhalten und Laserschutz bieten.

Dank des transparenten Etikettenhalters kénnen Etiketten oder Bilder
eingesteckt werden, was die Verwaltung und Wartung erleichtert. Bis zu 4 STANDARDS

Fasern in einem Set.
Technische Daten ISO/IEC 11801

. Material: ABS

. Abmessungen: 80 X 100 X 23 mm

. Material des Etikettenhalters: PC; Abmessungen: 13,5 X 39,5 mm
UL-Zulassung: UL94-V0

Alle Komponenten entsprechen der RoHS-Richtlinie
Einfligungsdampfung: < 0,2 dB

Der Adapter entspricht der Norm IEC 61754

NouvswN e

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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FTTD-Steckdosen mit Frontblende
-]

EIGENSCHAFTEN

Anwendungsmerkmale

RoHS compliant Yes

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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Product list

Aginode ref.
wu  N420L.035M2
du  N420L.035M1
¥u  N420L.035S2
uu  N420L.035S1
wu  N420.035MB
uu  N420U.035MA
Wi N420L.035SA
uu  N420L.035SB

Country ref.

Name

Glasfaser-Anschlussplatte mit 2 LC-Duplex-Adaptern, Multimode, Aqua
Glasfaser-Anschlussplatte mit LC-Duplex-Adapter, Multimode Aqua
Glasfaser-Anschlussplatte mit 2 LC-Duplex-Adaptern, Single-Mode, blau
Glasfaser-Anschlussplatte mit LC-Duplex-Adapter, Singlemode, blau
Aginode FO faceplate with 2 LC duplex adaptors Multimode Aqua
Aginode FO faceplate with 1 LC duplex adaptor Multimode Aqua
Aginode FO faceplate with 1 LC duplex adaptor Singlemode Blue
Aginode FO faceplate with 2 LC duplex adaptors Singlemode Blue

RoHS compliant

Yes

Yes
Yes

Yes

& = Make to order, uu=In Stock

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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