
Lot de cassettes d'épissure LANmark-OF
Cassette d'épissure pour la gestion des épissures
Il y a quatre cassettes de raccordement au total
Chaque cassette contient 24 positions de raccordement

Utilisation
La cassette protège les épissures par fusion et les maintient en place.
Les cassettes avec protège-épissures peuvent être utilisées pour les câbles
à tubes lâches, les câbles à micro-faisceaux, les pigtails LANmark Maxistrip
et les pigtails LANmark-OF à gaine serrée.
Les cassettes d'épissure avec protecteurs en aluminium disposent de 24
emplacements d'épissure.
Les panneaux à fibres Aginode peuvent accueillir jusqu'à 4 cassettes
d'épissure et seule la cassette d'épissure supérieure nécessite un
couvercle.
Cette cassette est compatible avec le projecteur N890.021 et le panneau de
brassage N439.3MPP.

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.
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Product list
Aginode ref. Country ref. Name
N890CH.091S - LANmarkOF - Cassette d'épissure 96 avec protection thermorétractable, avec couvercle

 = Make to order,   = In Stock
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