Wall-Mounted 19" cabinets
-

Wall-mounted modular cabinets with 19" rack with removable side panels or with
double-section (double opening), a sober and robust design and cables entries from the
bottom or roof with brush and fixing plate for clamping or fanout systems.

The 19" wall-mounted cabinets COF19 can host all telecom
equipment for 19” size (optical modules, active equipments,
patchpanel with RJ45 jacks, ---) and thus answer to any type of
network installation.

The modular design is suitable for a wide range of
requirements:

e Width 600mm

e Depth 350+150mm with double-section or 400mm with
removable side panels

STANDARDS

e Height between 6U to 18U Aginode specification

Cabinets are equipped with :

e Glass door opening to the left with key lock (right side mounting
possible)

o Double-section or Removable side panels with key lock

e Frontracks 19” with adjustable depth

e Fixing plate for clamping or fanout systems

e Wall-mounting

o Plate for incoming cables with brush mounted on the roof or
base (if cabinet returned)

e Precuts on the opposite side

e Grounding bar

Fixing and side panels opening

All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.

Generated 12/07/2026 www.aginode.net page 1/4

Q aginode




All drawings, designs, specifications, plans and particulars of weights, size and dimensions contained in the technical or commercial documentation of Aginode is indicative only and shall not be binding
on Aginode or be treated as constituting a representation on the part of Aginode.

Generated 12/07/2026 www.aginode.net page 2/4

Q aginode



https://www.aginode.net/sites/default/files/product_migration/30461/Fixing%20and%20panels%20COF19.jpg

Wall-Mounted 19" cabinets
-

CHARACTERISTICS

Construction characteristics
Colour Light grey RAL 7035
Material Steel

Dimensional characteristics

Depth 400 mm
Height 337 mm
Width 600 mm
Usage characteristics
Field of application Indoor
Minimum static operating bending radius 30 mm
Locking system Key
Packaging Box
Watertightness IP20

Selling & delivery Information
Unitin a box
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Product list

Aginode ref.
10261227
10261228
10261229
10261230
10261231
10261232
10261233
10261344
10261345
10261346

cccccccceccecc

Country ref.

Name

W-M 19" cabinet COF19 6U

W-M 19" cabinet COF19 10U

W-M 19" cabinet COF19 12U

W-M 19" cabinet COF19 15U

W-M 19" cabinet COF19 18U

W-M 19" cabinet COF19 6U double-section
W-M 19" cabinet COF19 10U double-section
W-M 19" cabinet COF19 12U double-section
W-M 19" cabinet COF19 15U double-section
W-M 19" cabinet COF19 18U double-section

& = Make to order, Ju=In Stock
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