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Instructions for use of the Aginode modular building tender document

The present modular building Request For Proposal (RFP) master document shall be adapted by the user according to his project.

Every chapters to all tender types are included – The user shall review and tailor it according to his own needs.

All possible versions are contained into this document.

Using the outline mode of MS word the content of the document can be reduced to the main chapter heads or be expanded level by level (see user guide).
Deleting the head of a chapter/subchapter in the outline mode also remove the whole content of this chapter and MS Word automatically update the numbering of the remaining chapters.
The process begins at the main chapters (first) level. The full useless chapters are removed (select and delete).
The list is than expanded to the next level and the sub-chapters of the second level that are not needed are deleted.
The process is going to continue down to the fully expanded document.

Please be aware that a second modular RFP document dedicated to Data Centre projects is also available.


The current page and all instruction texts highlighted in yellow
 are to be deleted before publishing of the RFP doc.
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Standards & Regulations

This Request For Proposal (RFP) provides a description for a generic structured cabling system based on the latest edition of the applicable standards:
· ISO/IEC 11801: 2017 Ed.3 and subsequent addendums and revisions
or
· EN 50173-1 to -3:2018 and subsequent addendums and revisions
· EN50174-1:2018 / EN50174-2:2018 / EN50174-3:2013/A1:2017 and subsequent addendums and revisions

 The object of this RFP is to define the structured cabling independently of the applications, which it is capable of supporting.
Furthermore, to allow for future demands, the cabling system must be easy to expand and maintain.

The successful vendor shall meet or exceed all requirements for the cabling system described in
this document.

The Cabling system installation shall be realized in accordance with the recommendations made in
[bookmark: _Toc476730523]the relevant standards, manufacturer’s recommendations and/or best industry practices.

[bookmark: _Toc221004093]Compliance to European Construction Product Regulation (CPR)

Background information
Started as a Directive in 1989 (“CPD”) and turned into a Regulation in 2011 (“CPR”) which became applicable from 01st July 2013, the CPR was brought to life by the European Commission to enforce that construction works be designed and executed so as not to endanger the safety of persons, domestic animals or property nor damage the environment.
The goals of the CPR were:
· To define harmonised rules for marketing of construction products within the EU.
· To provide a common technical language to assess performance of construction products.
· To ensure availability of reliable information to allow comparison of construction products from different manufacturers in different countries.
EN 50575 is the harmonised European standard, issued in 2014 and published in the Official Journal of the European Union (OJEU) on 10th July 2015, which specifies requirements for cables used in permanent constructions with regard to their reaction to fire.
The fire performance of cables is classified based on a number of criteria:
· Flame spread and heat release
· Smoke production, acidity and flaming droplets
These criteria and test methods are specified in existing standards IEC/EN 60332-1, IEC/EN 61034-2, IEC/EN 60754-2 and in a new harmonised European standard EN 50399.
Cable performance classes
· 7 Euroclasses for flame spread and heat release: Aca, B1ca, B2ca, Cca, Dca, Eca and Fca (Aca being the most severe i.e. non-combustible and Fca having no criteria specified)
· 3 classifications and 2 sub-classes for smoke production: s1, s1a, s1b, s2, s3 (s1a being the most severe and s3 no criteria specified or failing any of the other four classifications)
· 3 classifications for acidity: a1, a2, a3 (a1 being the most severe and a3 no criteria specified or failing any of the other two classifications)
· 3 classifications for flaming droplets: d0, d1, d2 (d0 being the most severe and d2 no criteria specified or failing any of the other two classifications)
Requirements are going to depend on various parameters such as the type of building, the level of occupation, the difficulty of evacuation, etc. As building designs and operational rules will differ, 
these requirements are not harmonised and therefore may vary from country to country.
It is the legal obligation of each EU Member State government to adopt CPR in national regulation, define the cable performance class and to guarantee effective surveillance of its market.
The company who place the product on the market in the EU is responsible to comply with the CPR obligations. This is either the actual manufacturer or the importer.
The product needs to have a Declaration of Performance (DoP)
This is a document drawn up by the manufacturer (or importer) in the language(s) required by the EU country where the product is made available and containing defined information such as product identification, its intended use, its declared performance according to CPR and the identification of the Notified Body. The DoP needs to be made publicly available, either on paper or in electronic format. It does not need to accompany the product itself.
The product packaging needs to have defined labelling including CE marking
labels on cable drums and boxes need to contain the same data as on the DoP, the reference number of the DoP, the CE mark and the year in which the CE marking was first affixed. The language of the label information can be chosen by the manufacturer (or importer). The cable itself does not need to bear the CE marking nor contain any other of the CPR requirements for labelling.
The cable manufacturer is not the solely responsible for CPR compliance. Also Distributors, Specifiers and Building Owners also bear responsibilities.
· Distributors should not resell cables (which they bought after the 1st of July 2017) for which there is no DoP and which do not bear the appropriate labelling.
· Specifiers must reference appropriate Euroclasses and s/a/d criteria according to national CPR regulations.
· Building owners need to ensure that the infrastructure on their building plans is in line with national CPR regulations.
Applicability
The regulation came into force from the 1st of July 2017, date when CE marking for CPR became mandatory.
As a consequence the bidder shall only propose copper and fibre cables that are compliant to the CPR.
Example of mandatory drum labelling:
[image: ]
For the purpose of this tender CPR marking on the cables jacket is mandatory
Example of mandatory print legend:
[image: ]

For each cable listed in this document and to be installed in the customer Data Centre and/or premises the Euroclass selected is clearly defined in the following pages according to the type of building, the level of occupation, the difficulty of evacuation, etc. as defined by the government of the country in which the cabling has to be installed (Requirements may vary from country to country).

All cables installed on this project, Copper, fibre and associated patch cords will be of Low
Smoke Zero Halogen construction complying with IEC 61034-1& 2 (smoke density test)  and IEC 60754-2 (acidity and conductivity test). Plenum rated cables will not be installed.

Notes
Please select the appropriate Euroclass in every chapter when needed (Delete the wrong ones).

[bookmark: _Toc221004094]
Copper sub-system
[bookmark: _Toc533213836]
[bookmark: _Toc476730525][bookmark: _Toc221004095]Cat.6A copper sub-system
This Tender document covers the design, supply, installation, testing and commissioning of a Category 6A cabling system.

Tenderers shall propose and submit a Category 6A universal cabling system which will function for voice, data and LAN communications, for video applications etc. 
The cabling system is also open to new applications which require a Class EA / Cat 6A cabling system as defined in the latest editions of the standards: ISO/IEC 11801:2017 or EN 50173:2018.
The terminology and references in this document as well as the Link/Channel Performance figures for Class EA are based on ISO/IEC 11801:2017 or EN 50173:2018.

[image: ]

The data sheets and warranty modules showing the features and the guaranteed values compliant to the requirements of this RFP will be attached by the vendor to his tender documents.

All proposed components including the patch cords have to be produced by the same manufacturer. This issue will ensure that a « Class EA Channel Warranty » can be obtained from the manufacturer.

[bookmark: _Toc476730526][bookmark: _Toc221004096]Cat.7A copper sub-system
This Tender document covers the design, supply, installation, testing and commissioning of a Category 7A cabling system.

Tenderers shall propose and submit a Category 7A universal cabling system which will function for voice, data and LAN communications, for video applications etc. 
The cabling system is also open to new applications which require a Class FA / Cat 7A cabling system as defined in the latest editions of the standards: ISO/IEC 11801:2017 or EN 50173:2018.
The terminology and references in this document as well as the Link/Channel Performance figures for Class EA are based on ISO/IEC 11801:2017 or EN 50173:2018.
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The data sheets and warranty modules showing the features and the guaranteed values compliant to the requirements of this RFP will be attached by the vendor to his tender documents.

All proposed components including the patch cords have to be produced by the same manufacturer. This issue will ensure that a « Class FA Channel Warranty » can be obtained from the manufacturer.


[bookmark: _Toc221004097]Fibre sub-system
The optical fibre backbone shall be capable of providing the bandwidth required by the use of a the horizontal cabling solution defined in the former chapter 3.

[bookmark: _Toc476730529][bookmark: _Toc221004098]OM3 bend insensitive (BIMMF) fibre sub-system
This Tender document covers the design, supply, installation, testing and commissioning of an OM3 BIMMF (Ben Insensitive Multimode Fibre) cabling sub-system.

The fibre systems shall be warranted to support any current or future application designed to be supported
by OM3 fibres according to IEC 60793-2-10 A1a.2b.
BIMMF fibres are designed to withstand tight bends with substantially less signal loss than traditional multimode fibre.

The cabling system is also open to new applications which require an OM3 cabling sub-system as defined in the latest editions of the standards: ISO/IEC 11801: 2017 or EN 50173:2018.

Effective modal bandwidth (EMB) of OM3 fibres shall be measured according to the templates method of IEC 60793-2-10 section D2 and the calculated effective modal bandwidth of IEC 60793-2-10 ed.4 section D3.

[image: A table with numbers and letters
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The data sheets and warranty modules showing the features and the guaranteed values compliant to the requirements of this RFP will be attached by the vendor to his tender documents.

All proposed components including the connectors, pigtails and patch cords have to be produced by the same manufacturer. This issue will ensure that the applications and the distance support Warranty as described in the Warranty chapter of this RFP can be obtained from the manufacturer.

Guaranteed distances
[image: ]

[bookmark: _Toc476730530][bookmark: _Toc221004099]OM4 bend insensitive (BIMMF) fibre sub-system
This Tender document covers the design, supply, installation, testing and commissioning of an OM4 BIMMF (Ben Insensitive Multimode Fibre) cabling sub-system.

The fibre systems shall be warranted to support any current or future application designed to be supported
by OM4 fibres according to IEC 60793-2-10 A1a.3b.
BIMMF fibres are designed to withstand tight bends with substantially less signal loss than traditional multimode fibre.

The cabling system is also open to new applications which require an OM4 cabling sub-system as defined in the latest editions of the standards: ISO/IEC 11801: 2017 or EN 50173:2018.

Effective modal bandwidth (EMB) of OM4 fibres shall be measured according to the templates method of IEC 60793-2-10 section D4 and the calculated effective modal bandwidth of IEC 60793-2-10 de.4 section D5.
[image: A table with numbers and letters
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The data sheets and warranty modules showing the features and the guaranteed values compliant to the requirements of this RFP will be attached by the vendor to his tender documents.

All proposed components including the connectors, pigtails and patch cords have to be produced by the same manufacturer. This issue will ensure that the applications and the distance support Warranty as described in the Warranty chapter of this RFP can be obtained from the manufacturer.

Guaranteed distances
[image: ]

[bookmark: _Toc476730531][bookmark: _Toc221004100]OM5 bend insensitive (BIMMF) fibre sub-system
This Tender document covers the design, supply, installation, testing and commissioning of an OM5 cabling sub-system.

The fibre systems shall be warranted to support any current or future application designed to be supported
by OM5 fibres according to IEC 60793-2-10 A1a.4b.

The cabling system is also open to new applications which require an OM5 cabling sub-system as defined in the latest editions of the standards: ISO/IEC 11801: 2017 or EN 50173:2018.
BI  fibres are designed to withstand tight bends with substantially less signal loss than traditional fibre.

Effective modal bandwidth (EMB) of OM4 fibres shall be measured according to the templates method of IEC 60793-2-10 section D4 and the calculated effective modal bandwidth of IEC 60793-2-10 section D5.

[image: A table with numbers and numbers
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The data sheets and warranty modules showing the features and the guaranteed values compliant to the requirements of this RFP will be attached by the vendor to his tender documents.

All proposed components including the connectors, pigtails and patch cords have to be produced by the same manufacturer. This issue will ensure that the applications and the distance support Warranty as described in the Warranty chapter of this RFP can be obtained from the manufacturer.

Guaranteed distances
[image: ]
[bookmark: _Toc476730532][bookmark: _Toc221004101]OS2 bend insensitive (BI) fibre sub-system
This Tender document covers the design, supply, installation, testing and commissioning of a BI OS2 cabling sub-system.

The fibre systems shall be warranted to support any current or future application designed to be supported
By Bend Insensitive Singlemode G657.A1 fibres.
The BI OS2 fibre shall be compliant to the IEC 60793-2-50 standard as fibre type B6.a1.
BI  fibres are designed to withstand tight bends with substantially less signal loss than traditional singlemode fibre.

The cabling system is also open to new applications which require an OS2 cabling sub-system as defined in the latest editions of the standards: ISO/IEC 11801: 2017 or EN 50173:2018.

[image: A close-up of a list
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The data sheets and warranty modules showing the features and the guaranteed values compliant to the requirements of this RFP will be attached by the vendor to his tender documents.

All proposed components including the connectors, pigtails and patch cords have to be produced by the same manufacturer. This issue will ensure that the applications and the distance support Warranty as described in the Warranty chapter of this RFP can be obtained from the manufacturer.

Guaranteed distances
[image: ]

[bookmark: _Toc221004102]Horizontal Cabling
[bookmark: _Toc533213837][bookmark: _Toc221004103]Copper Horizontal distribution cable

Extended Channel Application Warranty

The cabling system manufacturer shall provide an application-specific warranty covering channel lengths exceeding the standard 100 m limit. This warranty shall guarantee support for the Ethernet applications listed below over the extended channel distances specified in the following table.

[image: A table with text and numbers
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The warranty shall meet the following minimum requirements:

Scope of Coverage
The warranty shall guarantee the correct operation of the supported Ethernet applications (10BASE-T, 100BASE-TX, 1000BASE-T, 2.5GBASE-T, 5GBASE-T, and/or 10GBASE-T with or without PoE as applicable) over the extended channel distances defined, up to and including the maximum distances published by the manufacturer.
The Distances shall be valid 	for 2-connector channel configurations and for PoE Type 4 (IEEE 802.3bt)
The indicated channel lengths include 5m total cordage (e.g. 2m + 3m patch cord)

Cabling Types
The warranty shall be applicable to the cable categories and constructions offered (Category 6A and 7A with specified conductor gauges).

Compliance with this clause is mandatory for the acceptance of the proposed cabling solution.
Cat.6A F1/UTP cable
The horizontal 4 pair cable shall be Category 6A F1/UTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 500 MHz and to ensure the compliance with the warranty.
The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.
The cable shall be a 4 twisted pair cable with AWG 23 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.
In order to provide alien cross-talk (AXT) immunity for 10 GBASE-T Ethernet transmission, the use of screened cable is mandatory. 
In the construction of the cable NEXT performance shall be maintained using a C³ (Central dielectric Cross-talk Cancellation) member set between the 4 pairs.
All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
The cable shall contain 1 foil screen. The foil shall have the metallic side facing outwards, allowing the cable to be automatically grounded during the termination process without having to fold back the foil. This will provide instant 360° grounding contact to ensure immunity from Alien Crosstalk and other external interference.
[image: ]

A tinned copper drain wire, shall be provided between the aluminium screen and the external sheathing.
The Cat.6A cable shall comply to the following electrical performances.
Max. And Min. Values shall be warranted by the manufacturer.


CPR grade compliance requirement (Dca s2,d2,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca s2,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca s2,d2,a1)

[image: ]
Example of product
LANmark-6A F1/UTP AWG23 Cat 6A LSZH Dca s2 d2 a1 Orange 1000m reel
Aginode reference: N100.622G-OD

CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class CCA s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)

[image: ]
Example of product
LANmark-6A F1/UTP AWG23 Cat 6A LSZH Cca s1a d1 a1 Orange 1000m reel
Aginode reference: N100.622G-OC
Cat.6A F/FTP cable
The horizontal 4 pair cable shall be Category 6A F/FTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 500 MHz and to ensure the compliance with the warranty.
The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.
The cable shall be a 4 twisted pair cable with AWG 23 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.
In order to provide alien cross-talk (AXT) immunity for 10 GBASE-T Ethernet transmission, the use of screened cable is mandatory. 
This high performance cable shall have an individual and a common screen construction to ensure immunity from Alien Crosstalk and other external interference up to 500 MHz.
All four pairs shall be individually screened with an aluminium foil.
The overall cable shall be screened with a complementary aluminium foil.
[image: ]
All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
The Cat.6A cable shall comply to the following electrical performances. 
Maximum and Minimum values shall be warranted by the manufacturer.



CPR grade compliance requirement (Dca s2,d2,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca s2,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca s2,d2,a1)
[image: LANmark-6A F/FTP AWG23 Cat 6A LSZH Orange 1000m reel]
Example of product
LANmark-6A F/FTP AWG23 Cat 6A LSZH Dca s2 d2 a1 Orange 1000m reel
Aginode reference: N100.692G-OD

CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1a,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)
[image: LANmark-6A F/FTP AWG23 Cat 6A LSZH Orange 1000m reel]
Example of product
LANmark-6A F/FTP AWG23 Cat 6A LSZH Cca s1 d1 a1 Orange 1000m reel
Aginode reference: N100.692G-OC

Cat.6A FXTP cable
This cable is not available in France and in Scandinavian countries
The horizontal 4 pair cable shall be Category 6A FXTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 500 MHz and to ensure the compliance with the warranty.

The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.

The cable shall be a 4 twisted pair cable with AWG 23 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.

In order to provide alien cross-talk (AXT) immunity for 10 GBASE-T Ethernet transmission, the use of screened cable is mandatory. 
This high performance cable shall have metal foil construction forming a central cross and shaped around each pair, acting as global screen and individual pair shielding at the same time. Compared to traditional F/FTP and S/FTP cables, this clever design facilitates fast and easy cable preparing whilst offering outstanding electrical performance.to ensure immunity from Alien Crosstalk and other external interference up to 500 MHz.
[image: A close-up of several rolls of wires
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All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
Tested to 650MHz with guaranteed performance to 500MHz, the EXTP cables exceed the requirements of
the International, European and American cable standards.
The Cat.6A cable shall comply to the following electrical performances. 
Maximum and Minimum values shall be warranted by the manufacturer.

[image: A table with numbers and letters
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CPR grade compliance requirement (Dca s2,d2,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca s2,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca s2,d2,a1)
[image: A close-up of a cable
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Example of product
LANmark-6A FXTP AWG23 Cat 6A LSZH Dca s2 d2 a1 Orange 500m reel
Aginode reference: N100.654G-OD

CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)
[image: A close-up of a cable
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Example of product
LANmark-6A FXTP AWG23 Cat 6A LSZH Cca s1a d1 a1 Orange 500m reel
Aginode reference: N100.654G-OC

Cat.6A EXTP cable
The horizontal 4 pair cable shall be Category 6A EXTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 500 MHz and to ensure the compliance with the warranty.

The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.

The cable shall be a 4 twisted pair cable with AWG 22 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.

In order to provide alien cross-talk (AXT) immunity for 10 GBASE-T Ethernet transmission, the use of screened cable is mandatory. 
This high performance cable shall have metal foil construction forming a central cross and shaped around each pair, acting as global screen and individual pair shielding at the same time. Compared to traditional F/FTP and S/FTP cables, this clever design facilitates fast and easy cable preparing whilst offering outstanding electrical performance.to ensure immunity from Alien Crosstalk and other external interference up to 500 MHz.
[image: A close-up of several rolls of wires
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All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
The Cat.6A cable shall comply to the following electrical performances. 
Maximum and Minimum values shall be warranted by the manufacturer.
Tested to 650MHz with guaranteed performance to 500MHz the EXTP cables exceed the requirements of the International, European and American cable standards.

[image: A table with numbers and letters
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CPR grade compliance requirement (Dca s2,d2,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca s2,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca s2,d2,a1)
[image: A close-up of a cable
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Example of product
LANMARK-6A ULTIM EXTP AWG22 CAT 6A 650MHZ LSZH DCA S2 D2 A1 ORANGE 500M REEL
Aginode reference: N100.964G-OD

CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)
[image: A close-up of a cable
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Example of product
LANMARK-6A ULTIM EXTP AWG22 CAT 6A 650MHZ LSZH CCA S1A D1 A1 ORANGE 500M REEL
Aginode reference: N100.964G-OC
Cat.6A S/FTP cable
The horizontal 4 pair cable shall be Category 6A S/FTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 500 MHz and compliance with the warranty.

The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.

The cable shall be a 4 twisted pair cable with AWG 23 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.

This very high performance cable shall have an individual and a common screen construction to ensure immunity from Alien Crosstalk and other external interference up to 500 MHz.
All four pairs shall be individually screened with an aluminium foil.
The cable shall be shielded with a tinned copper braid.
[image: A diagram of a cable
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All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
The Cat.6A cable shall comply to the following electrical performances up to 500 MHz. 
Maximum and Minimum values shall be warranted by the manufacturer.

[image: A table with numbers and letters
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CPR grade compliance requirement (Dca s2,d2,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca s2,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca s2,d2,a1)
[image: An orange cable with wires
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Example of product
LANmark-6A S/FTP AWG23 Cat 6A LSZH Dca s2 d2 a1 Orange 500m reel
Aginode reference: N100.684G-OD
CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)
[image: An orange cable with wires
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Example of product
LANmark-6A S/FTP AWG23 Cat 6A LSZH Cca s1a d1 a1 Orange 500m reel
Aginode reference: N100.684G-OC


Cat.7 S/FTP cable
The horizontal 4 pair cable shall be Category 7 S/FTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 600 MHz and compliance with the warranty.
The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.
The cable shall be a 4 twisted pair cable with AWG 23 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.
 This very high-performance cable shall have an individual and a common screen construction to ensure immunity from Alien Crosstalk and other external interference up to 600 MHz.
All four pairs shall be individually screened with an aluminium foil.
The cable shall be shielded with a tinned copper braid.
[image: ]
All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
The Cat.7 cable shall comply to the following electrical performances up to 600 MHz. 
Maximum and Minimum values shall be warranted by the manufacturer.

[image: ]
CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)
[image: ]
Example of product
LANmark-7 S/FTP 23AWG LSZH C s1a d1 a1 Orange 1000m Reel
Aginode reference: N100.65-OC
CPR grade compliance requirement (B2ca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class B2ca s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade B2ca s1a,d1,a1)
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Example of product
LANmark-7 S/FTP 23AWG LSZH B2 s1a d1 a1 Orange 1000m Reel
Aginode reference: N100.365-OB
Cat.7A S/FTP cable
The horizontal 4 pair cable shall be Category 7A S/FTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 1,250 MHz and compliance with the warranty.
It offers large headroom above the Cat 7A requirement. Due to this excellent electrical performance and positive ACR up to at least 1250MHz the cable supports the applications like 10GBASE-T as well as 25GBASE-T
The installation design and routing of all cables shall take account of the manufacturer limits for the continued performance of the cables and the compliance with the warranty.
The cable shall be a 4 twisted pair cable with AWG 23 plain copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties. The cable shall be compliant to the IEC 60332-1 standard. 
Traceability numbers should accompany the cable supplied from the manufacturers packaging to assist in quality validation of the installed cable.
 This very high performance cable shall have an individual and a common screen construction to ensure immunity from Alien Crosstalk and other external interference up to 1250 MHz.
All four pairs shall be individually screened with an aluminium foil.
The cable shall be shielded with a tinned copper braid.
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All pairs must have a fitted impedance of 100 Ohms, with a tolerance of +/- 5 Ohms.
Conductor pairs shall be identified by insulation utilising standardised colour code (Blue/White, Orange/White, Green/White, Brown/White).
The Cat.7A cable shall comply to the following electrical performances up to 1,250 MHz. 
Maximum and Minimum values shall be warranted by the manufacturer.

[image: ]
CPR grade compliance requirement (Dca s2,d2,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca s2,d2,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca s2,d2,a1)
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Example of product
LANmark-7A S/FTP Cat 7A 1250MHz 23AWG LSZH Dca s2 d2 a1 Orange 1000m Reel
Aginode reference: N100.371-OD
CPR grade compliance requirement (Cca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class CCA s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1a,d1,a1)
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Example of product
LANmark-7A S/FTP Cat 7A 1250MHz 23AWG LSZH C s1a d1 a1 Orange 1000m Reel
Aginode reference: N100.371-OC
CPR grade compliance requirement (B2ca s1a,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class B2ca s1a,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade B2ca s1a,d1,a1)
[image: ]
Example of product
LANmark-7A S/FTP Cat 7A 1250MHz 23AWG LSZH B2 s1a d1 a1 Orange 1000m Reel
Aginode reference: N100.371-OB

[bookmark: _Toc221004104]Fibre horizontal distribution cable
This optional chapter shall only be present if OF outlets (FTTD) are required. If not, please delete this chapter

OF horizontal distribution links (FTTD) are required in some areas of the facility.
The optical fibre cable shall consist of multimode OM3 / OM4 (Please keep only the fibre you want to use) fibre with colour coded fibre for identification. 
The characteristics of the fibre type are described in the backbone chapter.
The Tight Buffer Universal cable is a fibre cable that can be used indoor and outdoor in a duct.
It complies with the indoor fire requirements and can be installed indoor both vertically and horizontally.
The Tight Buffer Universal can also be used for outdoor installation in a duct: the watertight glass yarns make the cables fully waterproof and rodent retardant.
The Tight Buffer Universal cable has 900 um buffered fibres. This second 900 um coating provides additional protection of the fibres and facilitates the handling when terminating the fibres in a patch panel. The easy strip tight buffer design allows stripping the fibre over 10 cm in one action.
The cable is most suitable for direct termination by either anaerobic or hot melt connectors. The tight buffered fibres can also be terminated with splicing of pigtails.

[image: A diagram of fiber optic cable
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Detailed product information (CPR grade Cca s1,d1,a1)

[image: A close-up of a cable
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Example of product
LANmark-OF Tight Buffer Universal 12x Multimode 50/125 OM3 LSZH Cca S1 d1 a1 Aqua
Aginode reference: N165.TBUN12-AC
LANmark-OF Tight Buffer Universal 12x Multimode 50/125 OM4 LSZH Cca S1 d1 a1 Aqua
Aginode reference: N167.TBUN12-VC

[bookmark: _Toc221004105]Modular RJ45 Jack

Cat.6A screened connector
The RJ45 connector shall be fully shielded with a die-cast metal housing to provide excellent immunity against Alien Crosstalk and Electromagnetic Interference. The connector shall also provide termination facilities for the drain wire of some screened cables.
1.27 micron (50 microinch) gold plated front contacts shall offer superior mechanical durability, ensuring at least 2500 plug insertion cycles and supporting Power over Ethernet transmission up to 90 W (IEEE 802.3bt) without degrading effect.
The connector shall be fully compliant to the IEC 60603-7-51 standard that defines the Cat.6A connector to be used to form a Class EA channel as specified in the ISO/IEC 11801:2017 standard. It is certified by an independent lab for connecting hardware, PoE++ compliance and various Link and Channel configurations.
Each connector shall provide both T568A and T568B colour code identification for the IDC contacts at the rear of the connector. Termination is to be in accordance with the T568B colour code. Reassignment of pairs is forbidden.
[image: A close up of wires
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All conductors from the 4 pair cable are to be terminated on the respective contacts.
To avoid installation errors, pair assignment in the wire organiser of the Snap-In jack must be identified using colours which match the cable pairs.
The Snap-In format of the connector shall make it compatible with the whole range of modular structural hardware including patch panels, outlets and CP boxes.
Optional clips shall be available to turn Snap-In into keystone format.

[image: A close-up of a computer connector
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A table of compatibility indicating which clip shall be used to ensure compatibility with a large range of third-party structural hardware shall be available from the manufacturer.
The 100% toolless design features a wire organiser that enables straight forward management of the wires, ensuring that the cable pair twists are maintained. All RJ45 connectors shall be easily re-installable. The connector is a one-piece design, with a wire organiser as sole accessory, guaranteeing infallible management of the twisted pairs.

[image: A close-up of a lan connector

AI-generated content may be incorrect.]

The connector is compatible with a wide range of cables, from AWG26 to AWG22, for both solid & stranded conductors. This flexibility allows using just one connector for all types of configurations, whether in permanent links or in flexible consolidation points.
Sustainability: To reduce environmental impact, the manufacturer shall implement measures to eliminate plastic from packaging. The RJ45 connector is supplied in 100% recyclable, plastic-free materials. 
Detailed product information
[image: ]
Example of product
LANMARK-6A ULTIM SNAP-IN CONNECTOR CATEGORY 6A SCREENED CE
Aginode reference: N420.960

Cat.7A/Cat.8 screened connector
The GG45 connector shall be fully screened to ensure protection against EMI and for Alien cross-talk compliance. Connectors shall also provide termination facilities for the drain wire of some screened cable.
The connector shall support PoE (IEEE 802.3af), PoE + (IEEE 802.3at) and PoE ++ (IEEE 802.3bt) applications and shall pass all the tests for PoE ++ requirements according to IEC 60512-99-002 Ed.1).
The connector shall be fully compliant to the IEC 60603-7-71 and  IEC 60603-7-82 standard that defines the Cat.8.2 connector to be used to form a Class I/II channel as specified in the ISO/IEC 11801: 2017 ed.3 standard.
In particular, the connector shall contain a full Cat.6 (RJ45) interface as well as a full Cat.7A/Cat.8 interface using four additional contacts for 2000MHZ transmission.
It shall offer full backward compatibility with RJ45 plugs.

[image: GG45_Jack]
Each connector shall provide both T568A and T568B colour code identification for the IDC contacts at the rear of the connector. Termination is to be in accordance with the T568B colour code. Reassignment of pairs is forbidden.
All conductors from the 4 pair cable are to be terminated on the respective contacts.
To avoid installation errors, pair assignment in the wire organiser of the Snap-In jack must be identified using colours which match the cable pairs.
The Snap-In format of the connector shall make it compatible with the whole range of modular structural hardware including patch panels, outlets and CP boxes.

In the case of a 3 or 4 connector Channel with Consolidation Point (CP), a specific version of connector having IDC contacts suitable for the termination of stranded cable shall be used at the TO and/or at the presentation panel.

Electrical performances of the GG45 connector
[image: ]
Detailed product information
LANmark GG45 is a screened RJ45-compatible cable jack specified up to 2000MHz. It is designed specifically to support the high frequencies required for applications beyond 10 Gigabit Ethernet.
· Combined with LANmark-7A Cable and Patch Cords, GG45 offers support for 25GBase-T.
· Combined with a LANmark-8 2GHz cable, GG45 offers support for 40GBase-T.
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Example of product
LANmark GG45 12C Snap-In Connector Cat.7A/8 2000MHz Screened
Aginode reference: N420.735
LANmark GG45 12C Snap-In Connector Cat.7A/8 2000MHz Screened for stranded wire
Aginode reference: N420.736

[bookmark: _Toc221004106]RJ45 Field terminable Plug (MPTL)
MPTL are being used for direct data connections between patch panels and network devices, such as Wireless Access Points and IP Cameras, which are usually located in or near the ceiling void and often powered over the network via PoE.

The Cat.6A RJ45 plug shall be fully shielded, offering excellent coupling attenuation and immunity from Alien Crosstalk and other external interferences.
[image: ] [image: ]
The plastic snap-on boot with reinforced strain relief and closing nut features an integrated latch protector.
The wire organiser shall ensure easy mounting of the Cat.6A Field Terminable Plug without the need for a special termination tool, apart from a pair of parallel jaw pliers.
The field Terminable Plug shall meet or exceed the requirements for Category 6A connecting hardware as described in ISO/IEC 11801, IEC 60603-7-51 and TIA 568.2-D. In conjunction with Cat.6A cable, the plug shall support MPTL configurations as specified in TIA 568.2-D and in the ISO/IEC TR 11801-9910 ED1.
Installations with Cat.6A cable and connectivity of the same manufacturer including the Cat.6A Field
Terminable Plug can qualify for a 25 year full system warranty, which includes Parts, Installation, Channel Performance and Application Support, as described in the Certified System Warranty of the manufacturer.

Detailed product information

[image: ]
Example of product
LANmark-6A Field Terminable Plug Category 6A Screened
Aginode reference: N490.001

[bookmark: _Toc392386411][bookmark: _Toc533213838][bookmark: _Toc221004107]Telecom Outlets (TO)
European mounting hardware
All European format (45x45) outlets are fitted with removable shutters, which can be replaced by colour-coded shutters ( 8 colours) available from the manufacturer standard product range.
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The presentation of the outlet shall provide for labelling and identification. A transparent window shall protect the labelling tag.
The choice between single and dual RJ45 outlet modules shall be provided.
[image: ][image: ]
The range shall include cover plates, flat and angled modules for Snap-In connectors and surface mount boxes.
Detailed product information
[image: NDCpictures021106 043.jpg] [image: N423520_600 cropped.jpg]
Example of product
LANmark EU style angled 45 x 45 module 1 Snap-In white
Aginode reference: N423.520
LANmark EU style angled 45 x 45 module 2 Snap-In white
Aginode reference: N423.540N
LANmark EU style 45 x 45 frame white
Aginode reference: N200.050
LANmark EU style 45 x 45 surface mount box white
Aginode reference: N200.116


UK mounting hardware
All UK format outlets shall be either 50x50mm or 50x100mm “Euromod” style. Outlets shall have spring-loaded or removable shutters. The removable shutters can be replaced by coloured shutters ( red, green, blue, yellow) available from the manufacturer’s standard product range. 
[image: ][image: ]

Each outlet is equipped with a labelling window or labelling surface.

Wall outlets shall accommodate one, two, three or four modules as required.
The range shall include cover plates, flat or angled modules for Snap-In connectors and surface mount boxes. 
Outlets mounted in floor boxes or GOP modules shall utilise manufacturer approved mounting hardware appropriate for the performance category and cable type selected.

Outlet style can be country and project dependant. If a third party outlet style is requested for the project, the connector shall also fit in specific structural hardware for Snap-in format of third parties. If not available, the Snap-in connector can be used in combination with a keystone clip and specific structural hardware for keystone connectors.
A compatibility table with third party structural hardware should be available from the cabling manufacturer.

The outlet style is to be defined by the vendor according to the project specification.
Detailed product information
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Example of product
UK Style 50 x 50 Frame Flat White
Aginode reference: N424.013
UK Style Backbox Single Gang White
Aginode reference: N424.532
LANmark UK Style Angled 50 x 50 Module 2 Snap-In White
Aginode reference: N423.540UN

[image: ]
Example of product
UK Style 100 x 50 Frame Flat White
Aginode reference: N424.023
LANmark UK Style Angled 50 x 50 Module 2 Snap-In White
Aginode reference: N423.540UN

Note
The double gang frame can be used horizontal or vertical
If vertical mounting is required, it needs to be noted that the Euromod ring (= adaption ring to go from 45x45 to 50x50 format), with which our UK 50x50 outlets are pre-equipped, needs to be turned 90° otherwise the outlet can’t be fixed in the frame.

[image: ]
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Example of product
LANmark 86 x 86 Wallplate 1 Snap-In White
Aginode reference: N423.861
LANmark 86 x 86 Wallplate 2 Snap-In White
Aginode reference: N423.862
LANmark UK Style 25 x 50 Module 1 Snap-In White
Aginode reference: N424.310

[bookmark: _Toc221004108]OF Telecommunications outlet
This optional chapter shall only be present if OF outlets (FTTD) are required. If not, please delete this chapter

The termination of the OF horizontal links shall be performed either into the standard outlet described in the former chapter using an OF patch cord or into a specific FO splicing outlet.
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The two OF outlet ports fitted with removable shutters shall be compatible with the Snap-In format of the manufacturer. OF couplers (SC or LC) and RJ45 connectors shall have the same Snap-In format in order to ensure compatibility and offer mixed Cu/FO outlets.

[image: ]

Splicing Telecom Outlet shall be designed for robust Fibre To The Desk applications. The outlet combines the benefits of the Snap-In concept with full flexibility of termination methods: direct, splicing with aluminium protections and splicing with heat shrink protections.
The fully loaded Outlet shall support up to 2 fibres when working with SC Snap-In couplers and up to 4 fibres when working with LC Snap-In couplers.
The OF Telecom Outlet shall provide management for 50 cm of fibre per link after breaking the fibres out from the cable.
In the OF Outlet, the fibres have to be wired in such a way that the dual OF channel polarity is maintained. Wiring of the fibres has to be done according to the guidelines provided by the manufacturer.
The presentation of the outlet shall provide for labelling and identification. A transparent window shall protect the labelling tag. 

A fibre optic version of the Zone Distribution box (CP box) shall also be available for FTTD applications.
OF patch panels are described further in the backbone chapter.
Detailed product information

[image: Modular OF Splicing Outlet 45X45 for 2 Snap-in adaptors][image: ]
Example of product
Modular OF Splicing Outlet 45X45 for 2 Snap-in adaptors
Aginode reference: N420.035

[image: ]
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[bookmark: _Toc221004109]Consolidation point 

Zone Distribution box
for the installation of a consolidation point (CP), a Zone Distribution box (ZD box) significantly improves the flexibility of desk location in the offices. It is particularly useful in an open office where the flexibility of relocating outlets in the work area is required.

[image: ] [image: ]

The ZD box shall be compatible with all Snap-In connectors and shall have the following features:
· Two versions: 6 or 12 shuttered pre-numbered ports.
· Earthing and/or mass contact features
· Back entry: two pre-perforated openings at the back side
· Bottom entry on the base allow cable entry from different sides (12 port version only). 
· Foam protection against dust on back side.
· Tie wrap features for cable fixing

ZD boxes shall be easy to install on walls, under raised floors or in ceiling voids, due to their multiple mounting features.
Optional coloured shutters need to be available to easily indicate different services when required.
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A fibre version of this copper ZD box shall be available. 
[image: ]
The fibre version shall be design to be equipped with optional splice trays. 
The cable entry shall be designed to accommodate pre-terminated assemblies equipped with cable glands.

[image: ]

Detailed product information
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Example of product
LANmark ZD box 12 Snap-In White
Aginode reference: N521.600
LANmark ZD box 6 Snap-In White
Aginode reference: N521.606
LANmark ZD box 12 Snap-In White
Aginode reference: N521.600
LANmark-0F ZD box 12 Snap-In White
Aginode reference: N521.630
[image: ]
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Ruggedised and lockable Zone Distribution box
Designed for use as consolidation points, zone distribution boxes significantly increase the flexibility of desk locations in open office environments and provide a perfect solution for cabling to automation islands in an industrial setting. 
The ZD boxes shall be easy to install on walls, under raised floors or in ceiling voids, due to their multiple mounting features.
They are compatible with all Snap-In copper connectors and fibre adaptors, which can be easily inserted with a simple "one-click" movement.
Optional coloured shutters need to be available to easily indicate different services when required.
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This Ruggedised ZD Box shall have a lockable hinged lid for access to the Snap-In ports and a cover fastened with tamper-resistant screws for the "cabling" area.
All apertures are closed with foam strips to minimise the entry of dust into the box.
The cabling area contains all the necessary features to accommodate copper and fibre pre-term, direct terminated fibre, fibre splicing and on-site terminated copper.
The Ruggedised ZD box is also designed to facilitate installations using extractable fibre bundles and allows the breakout of bundles for splicing whilst allowing unobstructed side to side routes for the ongoing fibre.
[image: ]
Fibre management spiders and splice cassettes optional accessories shall be available.
A specially designed steel mounting foot (N521.6121) is available as a separate order item which raises the box 50mm from the floor slab to provide protection against water ingress.
[image: ]
Detailed product information
[image: ][image: ]
Example of product
LANmark Ruggedised Lockable ZD Box White
Aginode reference: N521.612
LANmark Ruggedised Lockable ZD Box Foot White
Aginode reference: N521.6121
[image: ]
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[bookmark: _Toc221004110]Plug/jack pre-terminated assemblies (CP links)

CP links are required to connect the consolidation point (CP) to the Terminal Outlet (TO)
[image: ]

Factory Pre-terminated  Plug/jack assemblies shall be installed to ensure a repeatable and stable level of performance.
Pre-Term Units also help reducing the installation time since connectors termination is simply eliminated.
A numbering shall be present on each leg (on both sides).
The units shall be available on order in any length from 5m up to 90m.
The 4 pair cables of the pre-terminated assemblies shall be Category 6A U/FTP to meet the quality and performance criteria necessary to ensure correct operation of the installation for frequencies up to 500 MHz and to ensure the compliance with the warranty.
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The cable shall be a 4 twisted pair cable with AWG 26 stranded copper conductors and shall have an external sheathing in a material that does not give off toxic fumes (Zero Halogen) in case of fire and offer flame propagation retardant properties the cable shall be compliant to the IEC 60332-1 standard. 
All four pairs shall be individually screened with an aluminium foil.
In order to provide alien cross-talk (AXT) immunity for 10 GBASE-T Ethernet transmission, the use of screened cable is mandatory. 
When used in combination with horizontal cable and patch cords of the same category the full four-connector links and channels shall be guaranteed.
Factory tests in paper or electronic format shall be available on request
Detailed product information

[image: ]
Example of product
LANmark-6A Pre-Term Cat 6A U/FTP Stranded LSZH Orange Screened Jack-Plug Cat 6A unit
Aginode reference: N61A.4F11A6XC6Xnnn (nnn = length in dm)

[bookmark: _Toc221004111]Optical fibre CP links
For the FTTO horizontal links OF CP links are required to connect the consolidation point (CP) to the Terminal Outlet (TO).
The use of a  robust patch cord is required for this application as the cord is going to be exposed to mechanical stress.
In order to ruggedise the patch cord each tight buffered fibre of the patch cord shall be protected by a coiled metal spring wire. 
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Between the spring and the LSZH jacket aramid yarns are introduced to enhance the pulling force.
	Mechanical characteristics

	Crush resistance (IEC 60794-1-E3)
	500N/cm

	Maximum pulling force (IEC 60794-1-2-E1)
	400N

	Usage characteristics

	Minimum static operating bending radius
	30mm



The spring is very flexible and this results in a patch cord with a bend radius of only 30mm.
The patch cord has a duplex cable construction with a diameter of 2 X 2.8 mm.
It is terminated with LC connectors having a short boot of 19mm to facilitate the connection to the TO.
The Ruggedised LC patch cord is designed for indoor use and complies to following fire performance standards: IEC 60332-1 and IEC 60332-3.
Characteristics
· Patch cord cable is according to IEC 60794-2-50
· Maximum insertion loss according to IEC 61300-3-4: 0.25 dB
· Typical insertion loss: 0.15 dB
· Minimum return loss according to IEC 61300-3-6: 30 dB for MM and 50 dB for SM
· Colour of Jacket: Aqua for Multimode (OM3 and OM4) and Yellow for SM (OS2)

OF patch cords shall be designed according to the "Cross-Over" wiring principle to improve field installation (A1-B2, B1-A2). This conforms to the requirements of IEC 11801: Ed.3 and EN 50174-1 Ed.3.
[image: ]
Detailed product information
[image: IMG_5693_600%20aqua]
Example of product
LANmark-OF Ruggedised Patch Cord Duplex LC Duplex LC OM3 LSZH Xm Aqua
Aginode reference: N123R.5LLAX
LANmark-OF Ruggedised Patch Cord Duplex LC Duplex LC OM4 LSZH Xm Aqua
Aginode reference: N123R.7LLAX
LANmark-OF Ruggedised Patch Cord Duplex LC Duplex LC OS2 LSZH Xm Yellow
Aginode reference: N123R.4LLYX

[bookmark: _Toc221004112]24 port modular copper Patch Panels
Flat and fixed (non sliding) patch panel
Patch panels must have 19" equipment practice dimensions to permit mounting in standard cabinets, racks or bays. 
The vendor shall make their proposals for this tender using unloaded black or white 24 port Snap-In format (Modular) patch panels fitted with black or white shutters to protect the RJ45 Ports.
Optional coloured shutters need to be available to easily indicate different services when required.
[image: ]
The fixed Panels features a screen printed numbering systems for labelling.
If baluns, circuit cross over or impedance matchers are used, these shall be external to the Patch Panel. 
The Snap-In panels feature an exclusive Clip-On system to secure the connector in the panel and to provide a simple means of bonding shielded connectors to facilitate installation. Connection of the panel to earth is achieved with a unique Auto-Connect feature removing the need for individual bonding conductors.
The installer must avoid any risk of cable pinching or compression during the installation or termination of the cables. Therefore the use of Velcro cable ties is preferred.
In the rack, the Patch Panels shall be separated by metallic patch-guides that have a closed front to protect the patch cords. The height of these guides will be 1U or 2U depending on the layout of the rack.
The Patch Panel shall also provide an automatic contact with the metal frame of the cabinet in order to ensure correct protective and functional bonding of the cabling system.
The dimensions of the patch panel shall be 19" 1 U high, depth 75 mm.
Detailed product information
This panel features vertical "T" clips for rapid cable retention which allows loading of the panel in around 25% of the time needed to fasten tie wraps which leads to time saving during installation.

[image: Patch Panel 24 Snap-In Fixed White]
Example of product
Patch Panel 24 Snap-In Fixed White
Aginode reference: N521.661

[image: Patch Panel 24 Snap-In Fixed Black]
Example of product
Patch Panel 24 Snap-In Fixed Black
Aginode reference: N521.661BK
Flat and sliding patch panel
Patch panels must have 19" equipment practice dimensions to permit mounting in standard cabinets, racks or bays. 
The vendor shall make their proposals for this tender using unloaded black or white sliding 24 port Snap-In format (Modular) patch panels fitted with black or white shutters to protect the RJ45 Ports. 
Optional coloured shutters need to be available to easily indicate different services when required.
[image: ]
The presentation of the Patch Panel with sliding mechanism shall provide for labelling using a printed numbering system.
If baluns, circuit cross over or impedance matchers are used, these shall be external to the Patch Panel. 
The Snap-In panels feature an exclusive Clip-On system to secure the connector in the panel and to provide a simple means of bonding shielded connectors to facilitate installation. Connection of the panel to earth is achieved with a unique Auto-Connect feature removing the need for individual bonding conductors.
The installer must avoid any risk of cable pinching or compression during the installation or termination of the cables. Therefore the use of Velcro cable ties is preferred.
In the rack, the Patch Panels shall be separated by metallic patch-guides that have a closed front to protect the patch cords. The height of these guides will be 1U or 2U depending on the layout of the rack.
The Patch Panel shall also provide an automatic contact with the metal frame of the cabinet in order to ensure correct protective and functional bonding of the cabling system.
The Patch Panel with sliding mechanism has to be mounted in the cabinet before termination of the cables.
The installer shall locate the cables in the cabinet with enough slack to enable the termination of the connectors to be completed from the front of the cabinet.
The dimensions of the patch panel shall be 19" 1 U high, depth 125mm. 
Detailed product information
This panel features vertical "T" clips for rapid cable retention which allows loading of the panel in around 25% of the time needed to fasten tie wraps which leads to time saving during installation.
[image: Patch Panel 24 Snap-In Sliding White]
Example of product
Patch Panel 24 Snap-In Sliding White
Aginode reference: N521.663

[image: N521 663bk_b.jpg]
Example of product
Patch Panel 24 Snap-In sliding Black
Aginode reference: N521.663BK

Angled copper patch panels
Patch panels must have 19" equipment practice dimensions to permit mounting in standard cabinets, racks or bays. 
The vendor shall make their proposals for this tender using unloaded black or white 24 port angled Snap-In format (Modular) patch panels.
Optional coloured shutters need to be available to easily indicate different services when required.
[image: ]
Manufactured from steel, the panel provides a robust, high density mounting mechanism for Snap-In modular connectors and incorporates an integral cable management tray for the secure strain relief  of terminated cables.
The angled panel is designed for use in high density applications such as in Data Centres where the specially shaped panel encourages enhanced patch cord management with a reduced requirement for horizontal management bars.
The Angled Panel is recommended for use in patching frames which incorporate enhanced vertical (side) management features.
The panel features a screen printed numbering systems for labelling.
The dimensions of the patch panel shall be 19" 1 U high, depth 185 mm.
Detailed product information

[image: ]
Example of product
LANsense Panel 24 Snap-In black
Aginode reference: N521.671

[image: Angled Patch Panel 24 Snap-In White]

LANsense Panel 24 Snap-In white
Aginode reference: N521.675

Flat copper patch panel with Angled connectors
Patch panels must have 19" equipment practice dimensions to permit mounting in standard cabinets, racks or bays. 
The Panel with angled connectors shall be a shielded 19”/1U patch panel with a fixed tray for up to 24 regular Snap-In connectors, which are mounted in an angled position inside the panel.

[image: ]
Six Dual Port Packs are mounted on each side, so that 12 connectors pointing to the left side and 12 connectors pointing to the right side.
Due to the angled design of the Dual Port Packs, it is possible to patch without any cable management panel above or below the panel. 
Snap-In connectors can be easily fitted into the patch panel by using blue Keystone Clips, which are delivered with the panel.  The packaging of the panel does not contain connectors but is including 24 Keystone Clips for Snap-In connectors.
The panel shall be available with and without cable support tray.
The patch panels are designed for standard 19" enclosures, are 1U high, and support the following common features:
· Front colour black, similar to RAL 9005
· Designed for screened and unscreened Snap-In connectors
· Compatible with all performance categories of connector
· 24 Ports available; port numbering from left to right
· Robust steel construction
· UL94V-0
Detailed product information


[image: ]
Example of product
LANmark Patch Panel 24 Angled Snap-In Black Cable Support
Aginode reference: N521.681BK

High density 48-port copper patch panel

Patch panels must have 19" equipment practice dimensions to permit mounting in standard cabinets, racks or bays.

The High-Density Copper Patch Panel shall support 48 Connection Points on only 1 Rack Height Unit and allows to connect full 48 port switches. It helps to reduce the space required for cabling and to free up this space to other services.  
[image: A black rectangular object with numbers
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The Panel is designed to accommodate 48 Category 6A RJ45 Connectors. 
It is a robust, fully metal Patch Panel, which supports the weight load of 48 cables and offers a rear cable management with 48 T-connection points for Tie-Wraps.

Connectors are mounted Latch Up / Latch Down to enable easy patching of RJ45 Cords. Port Numbering is on the opposite side of the latch to keep it visible. Numbering is horizontal from left to right.

To install the connectors in the panel, they must be fitted with a keystone clip. Two bags of 24 clips shall be provided with the panel, for that purpose.

Connection of the panel to earth is achieved with a unique Auto-Connect feature removing the need for individual bonding conductors or earthing screws at the rear of the panel.
Detailed product information



[image: A close-up of a computer component
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Example of product
LANmark Patch Panel 48-port for ULTIM 1U Black
Aginode reference: N521.960BK

[bookmark: _Toc221004113]Copper Patch cords

Here below select the right Class/category (E & 6 / EA & 6A / F & 7 or FA & 7A) and delete other ones.

To achieve a Class E/EA/FA Channel performance all data Patch Cords shall be Category 6/6A/7A rated. 
The patch cord cable shall be made from LSZH material with a print legend indicating type of cable, brand name, production code and metre mark.
All patch cords shall be compliant to the IEC 60332-1 standard to offer flame propagation retardant properties.

Cat.6 unscreened patch cords
All Data patch cords shall be unscreened. 
The standard colours offered for the LSZH flame retardant jacket shall be orange and dark grey.
Red, Blue, Green and Yellow colours shall also be available on demand.

The default lengths available from stock shall be 1, 2, 3, 5, 10 and 20m. in order to ensure quick delivery of the cords on site. Other lengths shall be available on demand.

The patch cords feature a slim over-moulded boot which is kept inside the RJ45 boundaries to enable High Density Patching with 48 cords in 1 height unit.
[image: ]
They also come with a ‘Replaceable’ black Latch Protector, which can be used for colour coding of different services.
The coloured retrofit latch protectors shall be available as accessory in 8 colours for colour coding of different services.
[image: ]

The cords shall be fitted with Category 6 RJ45 plugs, with a Self-latching connector. All pairs must have an impedance of 100 Ohms. The characteristic impedance of the pairs must be identical to that of the horizontal cables. The Patch Cords shall have a guaranteed performance level of greater than 750 insertions without degradation to the performance level of the solution.

The cable used for the Patch Cords shall be Category 6 LSZH unscreened patch cable. The cable shall be a 4 twisted pair cable with stranded conductors. Traceability numbers should accompany the cables supplied from the manufacturers packaging to assist in quality validation of the installed cable. 

When used with the LANmark-6 system, Cat 6/Class E channel performance complies with the channel limits of TIA/EIA-568-C2 and ISO/IEC 11801: 2017 and it exceeds the requirements of the ISO/IEC 4-connector model.
Detailed product information

[image: Cat6A%20screened%20LSZH_200]

Example of products
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Cat.6 unscreened small diameter patch cords
Cat.6 Slimflex UniBoot cords are designed to offer a reduced sized patching solution, whilst fully supporting Gigabit Ethernet or any other Category 6 / Class E application.


[image: A close up of a device
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The cable is built with AWG28 stranded copper conductors and has an overall diameter of only 4 mm, as opposed to traditional Category 6 cords which have a typical width of around 6 mm.

As a result, Slimflex cords can reduce bundle sizes with 53% compared with traditional cordage. This is particularly useful in high density patching areas in telecommunications rooms, where space-saving and ease of cord management are crucial.

The patch cords feature a slim over-moulded boot which is kept inside the RJ45 boundaries to enable High Density Patching with 48 cords in 1 height unit.
[image: ]
They also come with a ‘Replaceable’ black Latch Protector, which can be used for colour coding of different services.
The coloured retrofit latch protectors shall be available as accessory in 8 colours for colour coding of different services.
[image: ]

The cords shall be fitted with Category 6 RJ45 plugs, with a Self-latching connector. All pairs must have an impedance of 100 Ohms. The characteristic impedance of the pairs must be identical to that of the horizontal cables. The Patch Cords shall have a guaranteed performance level of greater than 750 insertions without degradation to the performance level of the solution.

The cable used for the Patch Cords shall be Category 6 LSZH unscreened patch cable. The cable shall be a 4 twisted pair cable with stranded conductors. Traceability numbers should accompany the cables supplied from the manufacturers packaging to assist in quality validation of the installed cable. 

When used with the LANmark-6 system, Cat 6/Class E channel performance complies with the channel limits of TIA/EIA-568-C2 and ISO/IEC 11801: 2017 and it exceeds the requirements of the ISO/IEC 4-connector model.
Detailed product information
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Example of products
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Cat.6 screened patch cords
All Data patch cords shall be fully screened. 
The standard colours offered for the LSZH flame retardant jacket shall be orange and dark grey.
Red, Blue, Green and Yellow colours shall also be available on demand.

The default lengths available from stock shall be 1, 2, 3, 5, 10 and 20m. in order to ensure quick delivery of the cords on site. Other lengths shall be available on demand.

The patch cords feature a slim over-moulded boot which is kept inside the RJ45 boundaries to enable High Density Patching with 48 cords in 1 height unit.
[image: ]
They also come with a ‘Replaceable’ black Latch Protector, which can be used for colour coding of different services.
The coloured retrofit latch protectors shall be available as accessory in 8 colours for colour coding of different services.
[image: ]

The cords shall be fitted with Category 6 RJ45 screened plugs, with a Self-latching connector. All pairs must have an impedance of 100 Ohms. The characteristic impedance of the pairs must be identical to that of the horizontal cables. The Patch Cords shall have a guaranteed performance level of greater than 750 insertions without degradation to the performance level of the solution.

The cable used for the Patch Cords shall be Category 6 LSZH screened patch cable. The cable shall be a 4 twisted pair cable with stranded conductors. Traceability numbers should accompany the cables supplied from the manufacturers packaging to assist in quality validation of the installed cable. 

When used with the LANmark-6 system, Cat 6/Class E channel performance complies with the channel limits of TIA/EIA-568-C2 and ISO/IEC 11801: 2017 and it exceeds the requirements of the ISO/IEC 4-connector model.
Detailed product information

[image: Cat6A%20screened%20LSZH_200]

Example of products
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Cat.6A screened data patch cords
All Data patch cords shall be fully screened. 
The standard colours offered for the LSZH flame retardant jacket shall be orange and dark grey.
Red, Blue, Green and Yellow colours shall also be available on demand.

The default lengths available from stock shall be 1, 2, 3, 5, 10 and 20m. in order to ensure quick delivery of the cords on site. Other lengths shall be available on demand.

The patch cords feature a slim over-moulded boot which is kept inside the RJ45 boundaries to enable High Density Patching with 48 cords in 1 height unit.
[image: ]
They also come with a ‘Replaceable’ black Latch Protector, which can be used for colour coding of different services.
The coloured retrofit latch protectors shall be available as accessory in 8 colours for colour coding of different services.
[image: ]

The cords shall be fitted with Category 6A RJ45 screened plugs, with a Self-latching connector. All pairs must have an impedance of 100 Ohms. The characteristic impedance of the pairs must be identical to that of the horizontal cables. The Patch Cords shall have a guaranteed performance level of greater than 750 insertions without degradation to the performance level of the solution.

The cable used for the Patch Cords shall be Category 6A LSZH U/FTP patch cable. The cable shall be a 4 twisted pair cable with individually screened stranded conductors. Traceability numbers should accompany the cables supplied from the manufacturers packaging to assist in quality validation of the installed cable. 

When used with the LANmark-6A system, Cat 6A/Class EA channel performance complies with the channel limits of TIA/EIA-568-C2 and ISO/IEC 11801: 2017and it exceeds the requirements of the ISO/IEC 4-connector model.
Detailed product information

[image: Cat6A%20screened%20LSZH_200]

Example of products
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Cat.6A screened small diameter patch cords
Cat. 6A Slimflex cords are developed to support 10 Gigabit Ethernet (IEEE 802.3an) and any other Cat.6A application and require 44 % less space than regular Cat6A patch cords. 
They use thin AWG30 wires inside a cable with an outer diameter of only 4.5mm. When formed into bundles, this results into significant space savings.

[image: ]
LANmark-6A Slimflex Cords offer a frequency range up to 500MHz and are matched with other LANmark-6A components to provide improved data throughput in complex channel configurations. They use stranded cable to provide maximum flexibility.

The patch cords feature a slim over-moulded boot which is kept inside the RJ45 boundaries to enable High Density Patching with 48 cords in 1 height unit.
[image: ]
They also come with a ‘Replaceable’ black Latch Protector, which can be used for colour coding of different services.
The coloured retrofit latch protectors shall be available as accessory in 8 colours for colour coding of different services.
[image: ]

The cords shall be fitted with Category 6A RJ45 screened plugs, with a Self-latching connector. All pairs must have an impedance of 100 Ohms. The characteristic impedance of the pairs must be identical to that of the horizontal cables. The Patch Cords shall have a guaranteed performance level of greater than 750 insertions without degradation to the performance level of the solution.

The cable used for the Patch Cords shall be Category 6A LSZH screened patch cable. The cable shall be a 4 twisted pair cable with stranded conductors. Traceability numbers should accompany the cables supplied from the manufacturers packaging to assist in quality validation of the installed cable. 

The LANmark-6A Slimflex cords fully comply and exceed the requirements of ISO11801:2017, except the maximum length requirements. The maximum length of channels is reduced to 96m. The cord derating factor is 2.6.
Used with other Cat. 6A components of the same manufacturer, very short Cat 6A link and channel configurations with up to 3 connection points within 10 meters can be supported.
Detailed product information
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Example of products
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Cat.7A screened data patch cord
All Cat.7A Data patch cords shall be full screened. The standard colour offered for the LSZH flame retardant jacket shall be orange.

The cords shall be fitted with Category 7A GG45 plugs, booted at each connector. 
The Cat.7A plugs shall be compliant to the IEC 61076-3-110 standard.
[image: ]
The characteristic impedance of the pairs must be identical to that of the horizontal cables. The Patch Cords shall have a guaranteed performance level of greater than 750 insertions without degradation to the performance level of the solution.

The cable used for the Patch Cords shall be Category 7A S/FTP patch cable. The cable shall be a 4 twisted pair cable with stranded conductors. Traceability numbers should accompany the cables supplied from the manufacturers packaging to assist in quality validation of the installed cable.

All pairs must have an impedance of 100 Ohms.

When used with the LANmark-7A system, Cat 7A/Class FA channel performance complies with the channel limits of TIA/EIA-568-C2 and ISO/IEC 11801: 2017 and it exceeds the requirements of the ISO/IEC 4-connector model.
Detailed product information

[image: LM7A%202%20x%20GG45]

Example of products
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Cat.6A Secure Lock RJ45 Patch cords
Security being of paramount importance for the current project the copper sub-system shall be equipped with a system restricting the removal of the RJ45 patch cords.
The range of Secure Lock patch cords shall be designed to meet the needs of applications such as:
· PoE connector protection (damage caused by mating/unmating under load)
· Theft prevention (Hotels/Schools/Libraries)
· Critical circuit protection
· Patch Cord availability (Meeting rooms)
· Redundant Copper links
· Connection of IP security cameras
· Use in high-density switches.
There are two variants in the LANmark-6A Secure Lock Patch Cords:
· Patch Cords with locks on both the plugs
· Patch Cords with lock on only one plug
Each cord comes preassembled with a red locking boot. 
The cord can be disconnected when the matching red key is used to unlock the boot.
The standard cord colour of the LSZH jacket shall be orange.
Standard cords (cat.6A S/FTP) are stocked in lengths of 1, 2, 3 and 5m - other lengths are available on demand.
Detailed product information
[image: ]
Example of products
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[image: ]

Example of products
LANmark Secure Lock Copper Patch Cord Key
Aginode reference: N1LA.KEY

Secure Lock RJ45 port blockers
Port Blockers shall secure the network infrastructure by blocking out unused or unauthorised ports. 
They also protect the hardware from incoming dust and harmful foreign objects.
RJ45 Port Blockers shall fit into any standard RJ45 jack without the use of a tool.
The insertion shall be tool-free onto any standard RJ45 Jack used for outlets and Patch Panels
A dedicated black coloured key must be needed to unlock and remove Port Blockers.

[image: ]  
Features
· Exchangeable and re-usable
· Individual packaging for Secure Lock RJ45 Port blockers should contain 100pcs
· Individual packaging for Secure Lock RJ45 Port Key should contain 5pcs
· Material: Plastic
· UL Rating: UL94V-2
· RoHS 2 compliant
· Colour of the RJ45 Port Blocker: Red, Blue and Black
· Colour of the RJ45 Port Key: Black
· Operating temperature range: -10°C~60°C
· Storage temperature range: -40°C~60°C
· Humidity: 10%~90%RH
Detailed product information
[image: https://www.nexans.be/UK/2020/Keys%20and%20Clips%2001_2.jpg]
Example of products
LANmark Secure Lock RJ45 Port Blocker – Blue
Aginode reference: N110.SRJPBB
LANmark Secure Lock RJ45 Port Blocker – Red
Aginode reference: N110.SRJPBR
LANmark Secure Lock RJ45 Port Blockers – Black
Aginode reference: N110.SRJPBK
LANmark Secure Lock RJ45 Port Blocker Key
Aginode reference: N110.SRJPKK

[bookmark: _Toc533213841][bookmark: _Toc221004114] Link and Channel performance
Cat.6 performance

Manufacturer shall demonstrate guaranteed minimum worst-case (4-connector Link) performance to be compliant with class E link and channel performance according to the ISO/IEC 11801: 2017 standard. 

Components used must be compliant with the Category 6 standard mentioned above.

The performance of both the components and the link and channel should show stable performance up to 250MHz in order to allow for possible future applications requiring crosstalk cancellation up to 250MHz.

The system supplier must be able to demonstrate in house design and manufacturing expertise for all components used (e.g. cables, outlets, panels and cords) in order to ensure compatibility of system elements.

[image: ]

Cat.6A performance
Manufacturer shall demonstrate guaranteed minimum worst-case (4-connector Link) performance to be compliant with class EA link and channel performance according to the ISO/IEC 11801: 2017 ed.3 standard.
The system supplier must be able to demonstrate in house design and manufacturing expertise for all components used (e.g. cables, outlets, panels and cords) in order to ensure compatibility of system elements.
[bookmark: OLE_LINK1]Regarding short links, the standard channel performance shall be warranted for a 10 meters / 3 connectors link with 5 meters of cable length for both Patch Panel to Consolidation Point and Consolidation Point to Terminal Outlet segments.

The Cat.6A channel shall comply to the following electrical performances. 
Maximum and Minimum values shall be warranted by the manufacturer.




All values are based on Worst Case 4 Connector Channel configurations according to ISO11801:2011.
 Standard (Std) values are based on ISO11801:2017 Class EA.
Minimal and maximum values represent guaranteed channel performance.




Cat.7A performance
Components used must be compliant with both the Category 6A and Category 7A standards mentioned above.
The performance of both the components and the link should show stable performance up to 1,000MHz in order to allow for possible future applications.
The performance of the channel should show stable performance 
· Up to 500MHz when using Cat.6A patch cords
· Up to 1,250MHz when using Cat.7A patch cords
The system supplier must be able to demonstrate in house design and manufacturing expertise for all components used (e.g. cables, outlets, panels and cords) in order to ensure compatibility of system elements.
All components shall be produced by the same system manufacturer.
Electrical Performance Class FA 4 Connectors Channels:
[image: ]
[bookmark: _Toc221004115]
Intra-Building Backbone Cabling

This backbone will link the Switches located in the Floor Distributors (FD) to the Data Centre switches  through the Building Distributor (BD).

[bookmark: _Toc221004116]Optical Fibre
OM3 fibre characteristics
The multi-core optical fibre cable shall consist of multimode OM3 - 50/125µ fibre with fibres colour coding for identification.

The OM3 fibres shall be compliant to the following standards:
· EC 60793-1-49: differential mode delay (DMD) to measure effective modal bandwidth (EMB) 
· EC 60793-1-41: overfilled mode launch bandwidth (OFL BW) 
· ISO/IEC 11801: 2017 ed.3 as OM3 fibre 
· IEC 60793-2-10 as fibre type A1a.2b
· Compliant to annex D2 (DMD template requirements) and annex D3 (EMBc: calculated effective modal bandwidth) of IEC 60793-2-10 ed. 4.

The OM3 fibres shall meet the following specifications:

Geometrical Characteristics of OM3 fibres

[image: A white and orange rectangular object with black text

AI-generated content may be incorrect.]

Optical parameters of OM3 fibres
Effective modal bandwidth shall be measured according to the templates method of IEC 60793-2-10 section D2 and the calculated effective modal bandwidth of IEC 60793-2-10 section D3.
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OM4 fibre characteristics
The multi-core optical fibre cable shall consist of multimode OM4 - 50/125µ fibre with fibres colour coding for identification.

The OM4 fibres shall be compliant to the following standards:
· EC 60793-1-49: differential mode delay (DMD) to measure effective modal bandwidth (EMB) 
· EC 60793-1-41: overfilled mode launch bandwidth (OFL BW) 
· ISO/IEC 11801: 2017 ed.3 as OM4 fibre 
· IEC 60793-2-10 as fibre type A1a.3b

The OM4 fibres shall meet the following specifications:

Geometrical Characteristics of OM4 fibres
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Optical parameters of OM4 fibres
Effective modal bandwidth shall be measured according to the templates method of IEC 60793-2-10 section D4 and the calculated effective modal bandwidth of IEC 60793-2-10 section D5.
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OM5 fibre characteristics

The multi-core optical fibre cable shall consist of multimode OM5 - 50/125µ fibre with fibres colour coding for identification.

The OM5 fibres shall be compliant to the following standards:
· EC 60793-1-49: differential mode delay (DMD) to measure effective modal bandwidth (EMB) 
· EC 60793-1-41: overfilled mode launch bandwidth (OFL BW) 
· ISO/IEC 11801: 2017 ed.3 as OM5 fibre 
· IEC 60793-2-10 as fibre type A1a.4b

The OM5 fibres shall meet the following specifications:

Geometrical Characteristics of OM5 fibres
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Optical parameters of OM5 fibres

Effective modal bandwidth shall be measured according to the templates method of IEC 60793-2-10 section D4 and the calculated effective modal bandwidth of IEC 60793-2-10 section D5.
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OS2 fibre characteristics
The multi-core optical fibre cable shall consist of singlemode OS2 - 9/125µ fibre with fibres colour coding for identification.

The OS2 fibres shall be compliant to the following standards:
· ITU-T as fibre type G.657.A1 
· Singlemode OS2 cable defined in ISO/IEC 11801 - 3rd edition
· IEC 60793-1 
· IEC 60793-2-50 as fibre type B6.a1

The OS2 fibres shall meet the following specifications:

Geometrical Characteristics of OS2 fibres
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Optical parameters of OS2 fibres
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[bookmark: _Toc221004117]Fibre pre-terminated cable assembly
UHD LC fibre pre-terminated cable assembly
The Ultra High Density (UHD) assembly consists of a Bundle construction Indoor cable terminated with connectors on each side in a factory. 
Cable structure
Every fibre shall be 250µm diameter secondary coated each being a different colour or suitably identified for termination identification.
The cable shall be a Bundle construction, limited filled with gel, containing 12 fibres, with a maximum of 12 -Bundles. The jacket material shall be LSZH.
The cable shall be dielectric construction, i.e. with no metallic content.

The cable shall be flame and fire retardant according to IEC 60332-1 and IEC 60332-3.
The cable shall be compliant to the IEC 60794-2-20 standard.
The Pre-Term shall have a dual stage fan-out design.
[image: A close-up of a cable
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The first fan-out stage is the transition point between the cable and the legs of the fan-out. Each leg of the fan-out contains 1 Bundle with 12 fibres inside. This fan-out has been reinforced with aramid yarns.
The second fan-out stage distributes the reinforced Bundle into 12 buffered fibres. The second fan-out together with the 12 buffered fibres and connectors are optimized for installation and fixation into the UHD adaptor modules.
The connectors on the Tight Buffered fibres have coloured boots for identification in compliance with the TIA/EIA standard. In manufacturing a fibre pair flip has been implemented.  When installing the connectors inside the modules of the patch panel the coloured boots need to match the colours of the integrated strip inside the module to obtain transmit-receive polarity in the channel.
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The fan-out is protected with a bubble foam for protection during transport and installation. In addition every bundle of 12 connectors has an additional individual protection to avoid mixing them up with connectors from another bundle.
The Pre-Terms are optimized for both laying and pulling. A pulling eye system is positioned at one side of the Pre-Term to facilitate the installation. This pulling eye is connected to the internal strength element of the cable. The maximum pulling force on the pulling eye is 450N.
The LC/LC Pre-Terms come with a PG-13 cable gland that fits into the patch panel slots.
In order to reduce overlengths in data centres the Pre-Terms are custom made and available with 1m increments.
The typical value for the insertion loss for the low loss LC/LC connection is 0,15 dB. The limit value is 0,25 dB measured according to standard IEC61300-3-4. The minimum return loss is measured according to standard IEC 61300-3-6.  For a multimode LC connection the RL is 30 dB, for a singlemode LC connection it is 40 dB and for a LC/APC connection it is 55 dB.
All Pre-term assemblies are fully terminated and tested in a quality assured factory environment. The test results are delivered in the box with the Pre-Term.

Performances
The following performances shall be warranted by the manufacturer:
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CPR grade compliance requirement (Cca s1,d0,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1,d0,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information

[image: ]

Example of product
LANmark-OF ENSPACE LC/LC Pre-Term
Aginode references

[image: ]

[bookmark: _Toc510947162][bookmark: _Toc221004118]OF cable
Tight Buffered Universal OF cable
This optical fibre cable shall be used for indoor home run back to patch panel routes in risers, horizontal applications and for outdoor duct applications where ducts can be temporarily flooded. This cable shall be selected where the required fibre count is from 6 to 24. 
The cable shall be suitable for connector manufacturer field termination processes (SC or LC connectors) and for OF pigtails splicing.
The cable shall be a dry construction i.e. with no gel content. The jacket material shall be waterproof and UV resistant LSZH. 
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The Tight Buffer Universal cable is a fibre cable that can be used indoor and outdoor in a duct.
It complies with the indoor fire requirements and can be installed indoor both vertically and horizontally.
The Tight Buffer Universal can also be used for outdoor installation in a duct: the watertight glass yarns make the cables fully waterproof and rodent retardant.
The Tight Buffer Universal cable has 900 um buffered fibres. This second 900 um coating provides additional protection of the fibres and facilitates the handling when terminating the fibres in a patch panel. The easy strip tight buffer design allows stripping the fibre over 10 cm in one action.
The cable is most suitable for direct termination by either anaerobic or hot melt connectors. The tight buffered fibres can also be terminated with splicing of pigtails.

Construction characteristics
Fibre optic type OM3 50/125, OM4 50/125 or OS2 9/125
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CPR grade compliance requirement (Cca s1,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s1,d1,a1)
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Example of product
LANmark-OF Tight Buffer Universal 12x Multimode 50/125 OM3 LSZH Cca Aqua
Aginode reference: N165.TBUN12-AC
LANmark-OF Tight Buffer Universal 24x Multimode 50/125 OM3 LSZH Cca Aqua
Aginode reference: N165.TBUN24-AC
LANmark-OF Tight Buffer Universal 12x Multimode 50/125 OM4 LSZH Cca Aqua
Aginode reference: N167.TBUN12-VC
LANmark-OF Tight Buffer Universal 24x Multimode 50/125 OM4 LSZH Cca Aqua
Aginode reference: N167.TBUN24-VC
LANmark-OF Tight Buffer Universal 12x Singlemode 9/125 OS2 LSZH Cca Yellow
Aginode reference: N164.TBUN12-YC
LANmark-OF Tight Buffer Universal 24x Singlemode 9/125 OS2 LSZH Cca Yellow
Aginode reference: N164.TBUN24-YC
Loose Tube Universal OF cable (6 – 12 – 24 FO)

The Loose Tube technology shall be specifically engineered for both indoor building and outdoor environments where high performance and fire safety are essential. Designed with a loose tube construction, it provides excellent protection for fibres against mechanical stress and environmental factors.

[image: A diagram of a fiber optic cable
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The cable shall be:
· Loose Tube Gel-Filled Design providing excellent protection against mechanical stress, water ingress, and temperature variations
· Designed for Indoor & Outdoor Application such as structured cabling in residential, commercial, and public buildings, as well as outdoor environments
· High Performance: Reliable, high-speed data transmission over long distances.
· Flexible and Robust: Easy to install in ducts, conduits, and technical spaces.
· UV-Resistant & Waterproof: Designed to withstand outdoor conditions when required.

The central tube contains up till 24 fibres with up to 2 bundles of 12 fibres well identified to make installation easy and simple. 

Construction characteristics
Fibre optic type OM3 50/125, OM4 50/125 and OS2 9/125
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CPR grade compliance requirement (Cca s2,d1,a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s2,d1,a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Cca s2,d1,a1)
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Example of product
[bookmark: _Hlk27467756]LANmark-OF Loose Tube Universal 12xMultimode 50/125 OM3 LSZH Cca Aqua
Aginode reference: N165.LTUN12-AC
LANmark-OF Loose Tube Universal 12xMultimode 50/125 OM4 LSZH Cca Violet
Aginode reference: N167.LTUN12-VC
LANmark-OF Loose Tube Universal 12xSinglemode 9/125 OS2 LSZH Cca Yellow
Aginode reference: 164.LTUN12-YC
LANmark-OF Loose Tube Universal 24xMultimode 50/125 OM3 LSZH Cca Aqua
Aginode reference: N165.LTUN24-AC
LANmark-OF Loose Tube Universal 24xMultimode 50/125 OM4 LSZH Cca Violet
Aginode reference: N167.LTUN24-VC
LANmark-OF Loose Tube Universal 24xSinglemode 9/125 OS2 LSZH Cca Yellow
Aginode reference: N164.LTUN24-YC
Loose Tube Universal OF cable (48 - 72 - 96 - 144 F0)

The Loose Tube technology is specifically engineered for indoor buildings & outdoor where installations require both high performance and fire safety. Designed with a loose tube construction, the cable shall offer excellent protection for fibres against mechanical stresses and environmental factors.

Characteristics of the cable:

· Loose Tube Construction: Excellent fiber protection against mechanical stress and temperature variations.
· Indoor & Outdoor Versatility: Ideal for structured cabling in residential, commercial, and public buildings, with environmental resistance for exposed sections.
· High Performance: Reliable, high-speed data transmission over long distances.
· Flexible and Robust
· UV-Resistant & Waterproof: Built to withstand challenging installation conditions when necessary.
· The central tube contains up to 144 fibers organized in bundles of 12 fibers, each clearly identified to simplify installation.

Applications:
· Building backbone networks
· Data centers
· Outdoor installations
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Construction characteristics
Fibre optic type OM3 50/125, OM4 50/125 or OS2 9/125
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CPR grade compliance requirement (Cca s1a, d1, a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Cca s1a, d1, a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade s2,d1,a1)
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Example of product
LANmark-OF Loose Tube Universal 48xSinglemode 9/125 OS2 LSZH Cca Yellow
Aginode reference: N164.LTUN48-YC
LANmark-OF Loose Tube Universal 48xMultimode 50/125 OM4 LSZH Cca Violet
Aginode reference: N167.LTUN48-VC
LANmark-OF Loose Tube Universal 48xMultimode 50/125 OM3 LSZH Cca Aqua
Aginode reference: N165.LTUN48-AC
LANmark-OF Loose Tube Universal 96xSinglemode 9/125 OS2 LSZH Cca Yellow
Aginode reference: N164.LTUN96-YC
LANmark-OF Loose Tube Universal 96xMultimode 50/125 OM4 LSZH Cca Violet
Aginode reference: N167.LTUN96-VC
LANmark-OF Loose Tube Universal 96xMultimode 50/125 OM3 LSZH Cca Aqua
Aginode reference: N165.LTUN96-AC

Universal OF cable with metallic armour - LSZH
This optical fibre cable is suitable for indoor and outdoor use in ducts and for also for direct burial. 
This cable is Campus oriented.
The cable shall be suitable for OF pigtails splicing.
The cable shall be a central loose tube construction with reinforced watertight glass yarns. The jacket material shall be waterproof LSZH and UV resistant.
Every fibre shall be 250µm diameter secondary coated each being a different colour or suitably identified for termination identification. 

[image: ] [image: ]

The armour shall consist of a corrugated steel tape armouring providing full rodent protection. The tube is gel filled and has a capacity of 4 up to 24 fibres. 
The cable shall be flame and fire retardant according to IEC 60332-1 and IEC 60332-3.  

Construction characteristics
Fibre optic type OM3 50/125, OM4 50/125 or OS2 9/125
[image: A white and blue rectangular table with black text

AI-generated content may be incorrect.]
[image: A table with numbers and letters

AI-generated content may be incorrect.]
CPR grade compliance requirement (Dca -s2, d2, a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca -s2, d2, a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.
Detailed product information (CPR grade Dca -s2, d2, a1)
[image: E:\CABLES.JPG\UC_DET.JPG]

Example of product
LANmark-OF UC Universal 12x Multimode 50/125 OM3 LSZH Dca Black
Aginode reference: N165.UCUN12B
LANmark-OF UC Universal 12x Multimode 50/125 OM4 LSZH Dca Black
Aginode reference: N167.UCUN12B
LANmark-OF UC Universal 12x Singlemode 9/125 OS2 LSZH Dca Black
Aginode reference: N164.UCUN12B
LANmark-OF UC Universal 24x Multimode 50/125 OM3 LSZH Dca Black
Aginode reference: N165.UCUN24B
LANmark-OF UC Universal 24x Multimode 50/125 OM4 LSZH Dca Black
Aginode reference: N167.UCUN24B
LANmark-OF UC Universal 24x Singlemode 9/125 OS2 LSZH Dca Black
Aginode reference: N164.UCUN24B
Outdoor OF cable with lateral Strength Members - LSZH
The  cable is designed for robust, non-metallic, UV-resistant applications in both indoor and outdoor environments, where mechanical protection and long-term reliability are key. Its unique construction with horizontally embedded FRP rods ensures enhanced durability without compromising flexibility or safety.

· High Performance fibre: Reliable, high-speed data transmission over long distances.
· Non-metallic armored design: Horizontally laid FRP rods embedded in the outer jacket provide excellent crush resistance and tensile strength, while keeping the cable fully dielectric.
· Gel-filled loose tube: Protects optical fibers from mechanical stress, water ingress, and temperature variations.
· UV-Resistant & Waterproof: Designed to withstand outdoor conditions when required.
· Compact and lightweight: With a 6 mm nominal diameter and only 50 kg/km, it is easy to handle and install.
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The cable shall be flame and fire retardant according to IEC 60332-1 and IEC 60332-3.  

Construction characteristics
Fibre optic type OM3 50/125, OM4 50/125 or OS2 9/125
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CPR grade compliance requirement (Dca -s2, d2, a1)
The CPR regulations came into force in July 2016 and with effect from the 1st July 2017, cable jacket
materials must be of the appropriate Construction Product Regulations Class to meet the
requirements of EN 50399 and EN 50575 2014/A:2016 standards. In particular the cables proposed for this project must conform with EN50575 for certification and labelling. 
The proposed cables must meet Class Dca Dca -s2, d2, a1 and the bidder must provide a statement from the chosen manufacturer detailing their 3rd party verification of their product and its classification.

Detailed product information
[image: https://www.nexans.be/UK/2017/SP1880%20744x744.jpg]

Example of product
LANmark-OF UGUN 12x Multimode 50/125 OM3 LSZH Dca Black
Aginode reference: N165.UGUN12-BD
LANmark-OF UGUN 12x Multimode 50/125 OM4 LSZH Dca Black
Aginode reference: N167. UGUN12-BD
LANmark-OF UGUN 12x Singlemode 50/125 OS2 LSZH Dca Black
Aginode reference: N164. UGUN12-BD
LANmark-OF UGUN 24x Multimode 50/125 OM3 LSZH Dca Black
Aginode reference: N165.UGUN24-BD
LANmark-OF UGUN 24x Multimode 50/125 OM4 LSZH Dca Black
Aginode reference: N167. UGUN24-BD
LANmark-OF UGUN 24x Singlemode 50/125 OS2 LSZH Dca Black
Aginode reference: N164. UGUN24-BD

[bookmark: _Toc221004119]Optical Fibre Patch Panel
Sliding modular OF Patch Panel
The 1U Optical Fibre Patch Panel must be modular having 2” empty ports that can be loaded with SC or LC Snap-In adaptors and  fits in a 19” rack or cabinet.
The modular OF panel has extended cable management with multiple entries to provide maximum flexibility. It accommodates both cable glands and tie wraps for strain relief of the cables. The cable gland sizes holes are 20 mm (8x) and 25 mm (2x).
The patch panel shall be designed with an enhanced sliding mechanism enabling front side installation and maintenance work to be carried out without having to remove the entire panel.
The front adaptor plate is fixed in a recessed position in the chassis of the panel. When set in recess position the front connector plate is deeper than the front of the 19" rails of the cabinet. This will provide sufficient bend radius for the patch cords once connected to the panel. This shall also prevent damages to the patch cords when the cabinet doors are closed.
Direct Termination of the connectors (SC & LC) on to the fibres as well as splicing of pigtails (SC & LC) shall be possible. 
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The patch panel chassis has multiple, specially designed, slots at the rear to fix the cable glands of  pre-terminated cables. There shall be ample space inside the patch panel to organise the flexible fan-out of the pre-terminated cables.
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The Patch Panel shall be supplied with 3 loop rings to neatly coil the terminated fibres.
Up to four optional splice cassettes should be supported to manage up to 48 splices with heat shrink protectors and with aluminium protectors.
The splice cassettes shall feature a lifting functionality for improved ease of installation and inspection.
[image: ]

The front plate of the 24 port modular Patch Panel shall be compatible with the following connector types:  24 single SC, 24 duplex LC and 12 duplex DSC.
Standard LC, SC and DSC Snap-In couplers shall be available to load the modular patch panel.
The colour of the Multimode Snap-In adaptors shall be aqua.
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Singlemode Snap-In adaptors shall be available in Blue and Green colour. Blue colour is going to be selected to connect PC polished SC or LC connectors while green is selected for APC polished connectors.



[image: N205628_600][image: N205625_600][image: N205624_600][image: N205627_600]

[image: ]The fully loaded panel (One height unit or 1U) shall support up to 24 fibres when working with SC Snap-In couplers and up to 48 fibres when working with LC Snap-In couplers.


Unused positions can be populated with optional blank fillers. 



Panels are fully painted for a professional look and feel. It t shall be available in both black and white colour.
In the panels, the fibres have to be wired in such a way that the dual OF channel polarity is maintained. Wiring of the fibres has to be done according to the guidelines provided by the manufacturer. 
 
Detailed product information
[image: ]
Example of product
LANmark-OF Patch Panel Snap-In Sliding Black
Aginode reference: N439.4SNB
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LANmark-OF splice cassette for heat shrink protectors
Aginode reference: N890.090
LANmark-OF splice cassette cover
Aginode reference: N890.092
[image: Smouve Cassette copy]

LANmark-OF splice cassette for Aluminium Protectors 
Aginode reference: N890.091
LANmark-OF splice cassette cover
Aginode reference: N890.092

[image: 2010_06_29_PBE__051 copy]

High density Plug&Play OF patch panel
The ' Plug and Play concept shall be specifically designed for installation in data centres where the high density, integrated patch cord guide and enhanced installation benefits of the patch panel meet the key requirements for implementation.

 The patch panel design allows to hold up to 4 MTP/LC modules or adaptor plates in 1U of the distribution rack. Depending on the type of the module a high density of up to 96 fibre connections can be accommodated.

[image: ] [image: ]

The patch cord guide sits in front of the modules and allows the patch cords to be managed within the same 1U saving expensive rack space. The patch cord guide also provides a labelling facility to identify connections. Additional labelling is provided by printed port numbers on the modules.

The tray shall slide and tilt for improved access to install new modules and adaptor plates.

The patch panel is optimised for installation of MTP/MTP or SC/LC Pre-Term assemblies. The cable glands of the Pre-Term allow a fast and solid fixing of the cable.  There is ample space inside the patch panel to organise the flexible fan-out of the Pre-Term.

Optional Fibre Organiser shall be available to facilitate the installation of the SC/LC Pre-Term.
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Up to 4 optional splice cassettes can be installed in the patch panel to accommodate up to 96 splices.
[image: 439splice_Page8 copy]
Panels are fully painted in black for a professional look and feel. 
Blank fillers are available as separate accessories for unused positions to give a finished look.

The front adaptor plate can be fixed in a flush or recessed position in the rack using the adjustable side brackets.  When the panel is installed recessed the distance between the rack vertical and the rear of the panel is 288 mm.  The front cord management projection is 67 mm. When the panel is installed flush the distance between the rack vertical and the rear of the panel is 248 mm.  The front cord management projection is 107 mm.
Detailed product information
[image: ]
Example of product
LANmark-OF Plug&Play Patch Panel Integrated Cord Guide Sliding Black
Aginode reference: N439.3MPP
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LANmark-OF fibre organiser 10x
Aginode reference: N890.070
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LANmark-OF splice cassette for heat shrink protectors
Aginode reference: N890.090
LANmark-OF splice cassette cover
Aginode reference: N890.092
[image: Smouve Cassette copy]

LANmark-OF splice cassette for Aluminium Protectors 
Aginode reference: N890.091
LANmark-OF splice cassette cover
Aginode reference: N890.092
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HD OF Patch Panel
The High Density (HD) concept is designed for data centres where the high density, integrated patch cord guides and enhanced installation benefits of the HD patch panel meet the key requirements for implementation. 
It shall allow quick changes with limited down time, easy migration to other applications and a transition path to parallel optics.

[image: ]

The Aginode’ unique ENSPACE HD 1U panel design has 2 fixed trays. Each tray can have up to 4 ENSPACE modules. The panel can accommodate up to 8 modules allowing 96 LC connections when modules with LC adaptors are used. With LANmark-OF ENSPACE MTP adaptor modules 48 MTP connections within 1U can be installed.  ENSPACE modules need to be ordered separately.

The HD Patch Panels shall be available in 1U and 2U.  The panels are designed for installation inside 19-inch enclosures.

The trays are staggered to facilitate patching and have easier access to the latch of the patch cord.  The trays have printed letters for identification.
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On the rear tray 1 cable fixing kit is provided. The slots are suitable for a PG-13 cable gland. The orientation of the fixing kit can be modified to allow for side, angled or rear entry.  An optional third cable fixing kit can be installed on the tray as well.

[image: ]

The patch panel is optimised for installation of the LANmark-OF ENSPACE Pre-Terms: the cable gland of the Pre-Term allows a fast and solid fixing of the cable. There is ample space inside the patch panel to organise the flexible fan-out of the Pre-Terms.

A labelling hinged front cover sits in front of the modules. It can rotate almost 180° even when UHD patch panels are installed underneath. This facilitates port identification when the panel is mounted at the top of the rack.

[image: ]

Panels are fully painted in black for a professional look and feel.

The total depth of the panel is 493mm.  The panels are delivered with the labeling front projection 129mm in front of the rack vertical. The rear of the panel is 364mm recessed compared to the rack vertical. The position of the panel inside the rack can be changed with adjustable side brackets.  It can be moved backwards compared to the rack vertical by 37.5mm or forward by 37,5mm or 75mm.

[image: ] [image: ]
Detailed product information
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Example of product
LANmark-OF ENSPACE HD Patch Panel 1U 8x Modules Black
Aginode reference: NSPACE.PPHD1U

[image: ]
Example of product
LANmark-OF ENSPACE HD Patch Panel 2U 16x Modules Black
Aginode reference: NSPACE.PPHD2U




Optional modules and accessories
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UHD  OF Patch Panel
The Ultra High Density (UHD) concept is designed for data centres where the very high density, integrated patch cord guides and enhanced installation benefits of the UHD patch panel meet the key requirements for implementation. 
It shall allow quick changes with limited down time, easy migration to other applications and a transition path to 40G/100G.

[image: ]

The UHD system consists of 3 sub-components: Pre-Terms, modules and patch panels.

The patch panel design shall have 3 sliding trays within 1U. Each tray can accommodate up to 4 modules. The panels can be loaded within 1U with up to 12 modules allowing 144 LC connections when modules with LC adaptors are used. With MTP adaptor modules 72 MTP connections within 1U can be installed.  Modules have to be ordered separately.

The UHD Patch Panels shall be available in 1U, 2U and 4U.  The panels are designed for installation inside 19 inch enclosures.

The tray slides shall have 3 locking positions.

The operational position (1)  when the trays are completely in the rack.
The patching position (2) when the tray is moved forward by 75 mm. This allows easy access to the patch cords.
The final stop position (3) before removal of the  tray.
 
[image: ]

The sliding  trays shall have printed letters to identify the individual trays.  Additional side handles on the left and right sides enhance the pulling forward of the tray.

[image: ]

The UHD Pre-Terms shall be fixed on a separate, sliding and tilting tray located at the rear of the panel. For installation of the cables the tray can be slid out of the patch panel by about 15 cm. This allows easy access to the fixing points for the cables without being in the small space formed by the panel above and underneath when working in a high density rack.
On this rear tray 2 cable fixing kits are provided. The slots are suitable for a PG-13 cable gland. The orientation of the fixing kit can be modified to allow for side, angled or rear entry.  An optional third cable fixing kit can be installed on the tray as well.

[image: ]

The patch panel is optimised for installation of the UHD Pre-Terms: the cable gland of the Pre-Term shall allow a fast and solid fixing of the cable. Ample space is available inside the patch panel to organise the flexible fan-out of the Pre-Terms, including the additional fan-out overlength required to allow the individual trays to slide to the patching or installation position.

A labelling hinged front cover sits in front of the modules. It can rotate almost 180° even when UHD patch panels are installed underneath. This facilitates port identification when the panel is mounted at the top of the rack.

[image: ]

Panels are fully painted in black for a professional look and feel.

The total depth of the panel is 526mm.  The panels are delivered with the labelling front projection 129mm in front of the rack vertical. The rear of the panel is 397mm recessed compared to the rack vertical. The L shaped chassis support brackets can be fitted in 5 different positions to move the position of the panel inside the rack.  It can be moved backwards compared to the rack vertical by 37.5mm or forward by 37,5mm or 75mm.

[image: ][image: ]
Detailed product information
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Example of product
LANmark-OF ENSPACE UHD Patch Panel 1U 12x Modules Black
Aginode reference: NSPACE.PP1U

[image: ]
Example of product
LANmark-OF ENSPACE UHD Patch Panel 2U 12x Modules Black
Aginode reference: NSPACE.PP2U
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Example of product
LANmark-OF ENSPACE UHD Patch Panel 4U 12x Modules Black
Aginode reference: NSPACE.PP4U

Optional modules ad accessories

[image: ]

[image: ]

[image: ]
[image: ]
[image: ]

[bookmark: _Toc221004120]Maxistrip Optical Fibre pigtails
Fusion spliced pigtails shall be used to terminate both multimode and singlemode fibres.

[image: ]

The use of Maxistrip pigtails is recommended. Maxistrip pigtail is made up of a 250µm coated fibre being loose inside a 900µm tube.

[image: ]

Whenever possible set of 12 coloured pigtails having colours that match the ones of the fibres of the cable shall be selected for easy identification.

[image: ] [image: ]

Optical performances

[image: ]

Pigtails shall be available with the following types of fibre: OM3, OM4, OM5 and OS2.

Pigtails shall be have Bend Insensitive fibre:
· OM3 compliant to IEC 60793-2-10, fibre model A1a.2b
· OM4 compliant to IEC 60793-2-10, fibre model A1a.3b
· OM5 compliant to IEC 60793-2-10, fibre model A1a.4b
· OS2 compliant to IEC 60793-2-50, fibre model B6.a1

Bend insensitive fibre performances

[image: ]
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Detailed product information
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Example of product
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[bookmark: _Toc221004121]Tight Buffer Optical Fibre pigtails
Fusion spliced pigtails shall be used to terminate both multimode and singlemode fibres.

[image: ]

Tight buffer pigtails are recommended to be used with tight buffer cables, i.e. with 900 um fibres.
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Whenever possible set of 12 coloured pigtails having colours that match the ones of the fibres of the cable shall be selected for easy identification.
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Optical performances
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Pigtails shall be available with the following types of fibre: OM3, OM4, OM5 and OS2.

Pigtails shall be have Bend Insensitive fibre:
· OM3 compliant to IEC 60793-2-10, fibre model A1a.2b
· OM4 compliant to IEC 60793-2-10, fibre model A1a.3b
· OM5 compliant to IEC 60793-2-10, fibre model A1a.4b
· OS2 compliant to IEC 60793-2-50, fibre model B6.a1

Bend insensitive fibre performances

[image: ]
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Detailed product information
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Example of product
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[bookmark: _Toc221004122]OM3 & OM4 BIMMF Optical Fibre Patch cords
The patch cords shall be available in lengths of 1m, 2m, 3m, 5m, 7m, 10m, 15m, 20m, 25m, 30m, 40m and 50m and have a LSHF-FR outer sheath.
The cable shall be flame and fire retardant according to IEC 60332-1.   
When using OM3 or OM4 optical fibres, patch cords produced with the same OM3 or OM4 fibre have to be installed.
The patch cords have GIGAliteFLEX fibre inside. This bend insensitive multimode fibre (BIMMF) has a small bend radius of 10mm and is compliant to IEC 60793-2-10, fibre model A1a.2b et 3b.
[image: ]
Duplex LC-LC, duplex LC-SC and duplex SC-SC patch cords have a duplex cable construction with a diameter of 2 X 2.0 mm and short connector boots of 19mm.
[image: ]
A label shall be affixed close to the duplex connector for traceability of the factory measurement results.
Insertion Loss and Return Loss test results shall be available on request.
[image: IMG_5693_600 aqua label.jpg]
Patch cord cable is according to IEC 60794-2-50. The colour of Jacket and of the connectors shall be Aqua for both OM3 and OM4 patch cords.

The Fibre Snap-In adapters will be connected to the active equipment OF ports by means of “Cross-over” duplex patch cords in order to maintain the duplex OF channel polarity in accordance with the requirements of ISO/IEC 11801:2017 and EN 50174-1 Ed.3.
[image: ]

The "butterfly" duplex clip allows to easily change the polarity on site by simply removing the 2 connectors and put them in a reverse order back into the same clip. No tool shall be required for this polarity change.
[image: ]
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Detailed product information
[image: ]
Example of products
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[bookmark: _Toc221004123]	OS2 BI Optical Fibre Patch cords

The patch cords shall be available in lengths of 1m, 2m, 3m, 5m, 7m, 10m, 15m, 20m, 25m, 30m, 40m and 50m and have a LSHF-FR outer sheath.
The cable shall be flame and fire retardant according to IEC 60332-1.
UPC polishing performance of the connectors with RL > 50 dB is required.
APC polishing style shall be available with RL > 65 dB.
The patch cords have GIGAliteFLEX fibre inside. This bend insensitive (BI) fibre  has a small bend radius of 10mm and is compliant to ITU-T G.657.A1 and to IEC 60793-2-50, fibre model B6.a1.
[image: ]
Duplex LC-LC, duplex LC-SC and duplex SC-SC patch cords have a duplex cable construction with a diameter of 2 X 2.0 mm and short connector boots of 19mm.
[image: ]
A label shall be affixed close to the duplex connector for traceability of the factory measurement results.
Insertion Loss and Return Loss test results shall be available on request.
[image: ]
The Fibre Snap-In adapters will be connected to the active equipment OF ports by means of “Cross-over” duplex patch cords in order to maintain the duplex OF channel polarity in accordance with the requirements of ISO/IEC 11801:2017 and EN 50174-1 Ed.3.
[image: ]
The "butterfly" duplex clip allows to easily change the polarity on site by simply removing the 2 connectors and put them in a reverse order back into the same clip. No tool shall be required for this polarity change.
[image: ]
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Detailed product information
[image: ]
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Example of products
[image: ]

[bookmark: _Toc221004124]UHD bend insensitive LC OF Patch cords
The UHD (ultra High Density) patch cords shall be optimised for use in Data Centres environments. 
These patch cords shall have a very small bend radius of 10 mm due to the use of bend insensitive fibre and very small diameter of 2 mm.
[image: ]
The round design of the UHD patch cord results in a small bend radius in any direction. Traditional patch cords based on a zipcord design have a bend radius that is dependent on the orientation and are therefore not accepted.
The patch cords shall be available in lengths of 1m, 2m, 3m, 5m, 7m and 10m and have a LSHF-FR outer sheath.
For the support of the advanced high speed Ethernet protocols with stringent power budgets the UHD patch cord features a low loss performance of 0.25 dB. This increases the headroom in the channel and reduces the risk of down time.
CHARACTERISTICS
· Patch cord cable is according to IEC 60794-2-50
· Maximum insertion loss according to IEC 61300-3-4: 0.25 dB
· Typical insertion loss: 0.125 dB
· Bend insensitive fibre
· A label is added close to the uniboot connector for traceability of the factory measurement results
DESIGN
The Fibre Snap-In adapters will be connected to the active equipment OF ports by means of “Cross-over” duplex patch cords in order to maintain the duplex OF channel polarity in accordance with the requirements of ISO/IEC 11801:2017 and EN 50174-1 Ed.3.
[image: ]
The polarity of the patch cord can be changed by opening the uniboot connector on one side and change the position of the 2 LC connectors. A black and yellow plastic square identify the fibre inside the patch cord.  The patch cords are delivered with the black square on the left on side A and the yellow square on the right on side B.  This is required for cross-over or optical crossed patch cords. By changing the position of the black square on side A from the left to the right the patch cord becomes an optical straight patch cord.
[image: ]

The colour of the jacket shall be Aqua for OM4 fibres and Yellow for OS2 fibres.

[image: ]
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Detailed product information
[image: LANmark-OF ENSPACE Patch Cord DLC-DLC OM4 LSZH xm Aqua]
Example of products
[image: ]

[bookmark: _Toc533213845][bookmark: _Toc221004125]
Secure Lock LC port blockers
Port Blockers shall secure the network infrastructure by blocking out unused or unauthorised Duplex LC Adaptors. They also protect the hardware from incoming dust and harmful foreign objects.
LC Port Blockers shall fit into any standard Duplex LC Adaptors without the use of a tool and shall not interfere or lead to the degradation of network performance.
The insertion shall be tool-free onto any standard Duplex LC Adaptors used for outlets and Patch Panels
A dedicated black coloured key must be needed to unlock and remove Port Blockers.

[image: ]  
Features
· Exchangeable and re-usable
· Individual packaging for a LANmark-OF Secure Lock - LC Port blockers should contain 100pcs
· Individual packaging for a LANmark-OF Secure Lock LC Port Key should contain 5pcs
· Material: Plastic
· UL Rating: UL94V-2
· RoHS 2 compliant
· Colour of the LC Port Blocker: Transparent Red and Transparent Blue 
· Colour of the LC Port Key: Transparent Black
· Operating temperature range: -10°C~60°C
· Storage temperature range: -40°C~68°C
· Humidity: 10%~90%RH
Detailed product information
[image: https://www.nexans.be/UK/2020/Keys%20and%20Clips%2003.jpg] 
Example of products
LANmark Secure Lock LC Port Blockers - Blue 
Aginode reference: N124.SLCPBB
LANmark Secure Lock LC Port Blockers - Red
Aginode reference: N124.SLCPBR
LANmark-OF Secure Lock key for LC Port Block key (5pcs)
Aginode reference: N124.SLCPKK

[bookmark: _Toc221004126]Inter-Building Backbone Cabling
This backbone will link the active equipment located in the Building Distributors (BD) of every building of the campus to the Data centre through the Campus Distributor (BD).

[bookmark: _Toc221004127]Optical Fibre
Refer to former chapter: Intra-building Backbone Cabling
Or Paste here the OM3, OM4, OM5 or OS2 version from the Intra-building Backbone chapter.

[bookmark: _Toc221004128]OF cable
Refer to former chapter: Intra-building Backbone Cabling
Or Paste here the OM3, OM4, OM5 or OS2 version from the Intra-building Backbone chapter.

[bookmark: _Toc221004129]Optical Fibre Patch Panel
Refer to former chapter: Intra-building Backbone Cabling

[bookmark: _Toc221004130]Optical Fibre pigtails
Refer to former chapter: Intra-building Backbone Cabling

[bookmark: _Toc221004131]Optical Patch cords
Refer to former chapter: Intra-building Backbone Cabling
[bookmark: _Toc476730564]

[bookmark: _Toc221004132]Rack unit solution
[bookmark: _Toc221004133]Smart Building racks
The proposed 19’’ rack shall be a high-performance cabling rack engineered for structured network configurations in corporate environments.
The rack is designed to perfectly answer to the enterprise cabling configuration, with smart cable management and to support current and future IT densities with efficiency and precision.
Offering loading capacity of 1500kg, the rack is equipped with double front glass door and double rear full metal door.
The specific metal frame sh	all be developed to support high loading capacity up to 1500kg, and so
supporting 19-inch switches and all LAN equipment to secure and organized the network installation.
The rack is optimized for efficient cable routing and maintenance in enterprise networks.
The rack is equipped with a digital thermometer for a view on the internal temperature in order to allow a quick intervention in case of high temperature. 
The rack shall be equipped with side panels divided into upper and lower sections. For safety and ergonomic reasons, the upper section shall be opened first to allow access to the lower section. This two-part design reduces the lifting effort compared to a single large panel and facilitates easier handling during installation. The upper section shall be equipped with a lock.

[image: A close-up of a grey cabinet
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Equipped with double glass door, with a full opening at 180°, to allow a quick check on the correct operation of the IT network.
The rack shall be available in both standard and extension executions. Extension executions shall be supplied without side panels for use in row configurations, as only the first and last racks in the line require side panels.
A width of 800 mm shall provide adequate lateral space for enhanced cable management through dedicated lateral cable managers. An optional internal cable tray may be added to support internal cable routing.
[image: A close up of a computer
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The rack shall be available in 800mm and 1000mm depth
[image: A black cabinet with a red knob
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Detailed product information
[image: A black computer server cabinet
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Example of products
LANMARK RACK UNIT SOLUTION CSB 42U 800X800 GLASS FRONT DOOR 
Aginode reference: NRCK.420808.261-B

LANMARK RACK UNIT SOLUTION CSB 42U 800X1000 GLASS FRONT DOOR
Aginode reference: NRCK.420810.261-B

[bookmark: _Toc221004134]Server DC racks
The proposed 19’’ rack shall be a high-performance cabling rack engineered for Data Centre environments. It shall ensure optimal airflow through an 80% perforation ratio. With the growing use of AI configurations and heavier GPU servers, the rack’s metallic frame shall be designed to support a high load capacity of up to 1500 kg.
The integrated smart cable management system shall ensure proper bending radius for all cables and patch cords, maintaining optimal performance. A double front door shall provide full access to the cabling area, facilitating technical interventions inside the rack. The doors shall be equipped with a three‑point locking system to guarantee a high security level. 
A smart handle with RFID card access may be offered as an option to eliminate the need for key management.
The rack shall be offered with the following dimensions
· Heights: 42U and 47U
· Depths: 800, 1000 and 1200 mm
· Width: 800 mm
The rack shall be equipped with side panels divided into upper and lower sections. For safety and ergonomic reasons, the upper section shall be opened first to allow access to the lower section. This two-part design reduces the lifting effort compared to a single large panel and facilitates easier handling during installation. The upper section shall be equipped with a lock.
The rack shall be available in both standard and extension executions. Extension executions shall be supplied without side panels for use in row configurations, as only the first and last racks in the line require side panels.
A width of 800 mm shall provide adequate lateral space for enhanced cable management through dedicated lateral cable managers. An optional internal cable tray may be added to support internal cable routing.

[image: A close-up of a black server cabinet
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Detailed product information
[image: A black computer server cabinet
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Example of products
DCMARK RACK UNIT SOLUTION SERVER DC 42U 800X800 
Aginode reference: NRCK.420808.441-B

DCMARK RACK UNIT SOLUTION SERVER DC 47U 800X1000
Aginode reference: NRCK.470810.441-B




[bookmark: _Toc221004135]Earthing requirements
Earthing shall be implemented according to EN 50174-2:2018 Ed.3 & EN 50310:2016/A1:2020 standards and to local relevant regulations.
The method of achieving all earth connections at the same safe potential is to bond them together and physically connect them in the soil or ground at the same point i.e. the MET. 
This is known as equipotential bonding. The MET (Main Earthing Terminal) shall be provided by the local electricity supplier as a drilled copper bus-bar and sized in accordance with local wiring regulations, existing building requirements and future growth expectations.
This procedure applies to unshielded, shielded and fibre optic cabling systems alike. All metal parts regardless of the type of cabling must be earthed for personnel safety reasons and to avoid potential damage to equipment.
All metallic parts of the system (mainly cabinets and patch panels) shall be bonded throughout back to a local (Secondary) Bonding Busbar (SBB) usually located in the cabling distributors rooms / computer room. All those SBBs are linked back to the MET (Main Earthing Terminal) bonding point.  The bonding network will normally be provided by the local Electricity supplier in accordance with country-specific wiring regulations. 
The metal frame of the Patch Panel must not be bonded to the cabinet with a separate bond connection if the patch panels automatically make contact with the 19” metal frame of the Cabinets.
The bonding bar of the cabinet must be connected to the local SBB. The dimension of the bonding conductor is 6mm². 
If racks are adjacent to each other they shall not be bonded together using a daisy chaining structure.
Every rack has to be directly connected to the local bonding bar (SBB) or to the main bonding backbone conductor circulating in the room. 
Main bond runs back to the local SBB shall utilise larger bonding conductor. 
Earth runs should be kept as short as practically possible, with the wire as straight as is practically possible.
Please refer to local bonding regulation documents in order to ensure that the bonding conductors are sized accordingly.
If no or only a poor protective bonding system is present in the building, a separate bonding conductor to the MET of the building is required. The dimensions of the conductor should then be 16mm².
[bookmark: _Toc476730565][bookmark: _Toc221004136]
Testing
[bookmark: _Toc392386423]The manufacturer of the cabling system shall provide copper (Data) and optical fibre testing procedures that 
clearly describes the tools and settings to be used to ensure correct measurements of the system. 
[bookmark: _Toc476730566][bookmark: _Toc221004137]Data Copper Testing
100 % of the installed horizontal links have to be tested in accordance with IEC 61935-1 and with the field testing procedure of the manufacturer.

Link testing is required in accordance with the updated EN 50174 Ed.3 cabling standard.
Channel testing is only permitted if the actual cords used to create the channel are used and installed in the as-built configuration.

The cabling system shall to be tested against ISO Class E, EA, FA link limits. (Keep the right class only)
The measurements shall be done using Level IV testing equipment.
The testing equipment must be yearly calibrated by the manufacturer and the copy of the calibration certificate must be included in the warranty request.
The following parameters have to be tested:
· Wire-map
· Continuity
· Signal conductors
· Screen conductors (if present)
· Short circuits
· Open circuits
· Length
· Internal transmission Return loss
· Insertion loss
· Pair-to-pair NEXT
· PSNEXT
· Pair-to-pair ACR-N
· PSACR-N
· Pair-to-pair ACR-F
· PSACR-F
· Direct current (d.c.) loop resistance
· Propagation delay
· Delay skew

The PSANEXT, PSANEXTavg, PSAACR-F, and PSAACR-Favg (A-NEXT and A-ELFEXT) don’t have to be tested for screened cabling systems. The conformance to those Alien crosstalk parameters is met by design for screened systems in accordance with ISO11801.
The complete test results of all the installed channels have to be collected in a certification file. It is preferred to have the test result in electronic format to facilitate the certification procedure.
Apart from all the test results mentioned above, a few more documents have to be added to the file:  a list of material used for the project, a design of the network, a Cable schedule per distributor and finally all the necessary co-ordinates of the persons responsible of the project.
[bookmark: _Toc476730567][bookmark: _Toc221004138] Fibre testing
In order to avoid contamination and potential damage of optical fibre end-faces and/or connecting hardware
due to the build-up of static charge during transport, manufacturers recommended cleaning procedures (compliant to the ISO 62627 standard – Fibre optic connector cleaning methods) shall be applied before any connection is made to any fibre connector.
Although pre-terminated assemblies (LC or MTP) are supplied with test certificates, it is a requirement under the manufacturer warranty procedure to supply test results for the installed system and applies for both Multimode and  Singlemode installations.
The testing procedure shall comply with the ISO/IEC 14763-3:2006/A1 2009 and IEC 61280-4-1/Ed.3 and IEC 61280-4-2/Ed.2 standards and be in accordance with the latest issue of the ‘Field testing procedure’ document to be provided by the cabling manufacturer.
The ISO/IEC 14763 standard specifies the implementation and operation of customer premises cabling. 
The part 3 of this ISO document (14763-3) details test procedures for optical fibre cabling designed in accordance with ISO/IEC 11801: 2017 ed.3 and installed according to the recommendations of ISO/IEC 14763-2 (Planning and installation of customer premises cabling).
For Multimode fibres, the test procedure is based on the use of the “one-jumper method” specified by Method 2 of IEC 61280-4-1. This procedure is used for testing links for which the connector loss is a significant portion of the total link attenuation. This is the case for LAN premises links.
For singlemode fibres, the test procedure to be applied is the same and is based on the use of the “one-jumper method” specified by Method 1a of IEC 61280-4-2.
Fibre-optic Tests applied to links and exclude equipment and work area cord.
All 100 % of the installed OF links have to be tested and must pass the acceptance criteria.
Test cords shall be equipped with reference connectors and ISO 14763-3:2006 limits shall be selected on the tester.
The attenuation of the link is measured using the insertion loss method. This method uses an optical source and an optical power meter to compare the difference between two optical power levels.
When testing multimode optical fibre links with a Light Source and a Power Meter, this measurement equipment has to be capable of operating at 
· 850nm and 1300nm for multimode fibres (OM3, OM4 & OM5)
· 1310nm and 1550nm for singlemode fibres (OS2)
Encircled Flux compliance shall be provided through the use of a Modal Controller Device that is either integrated into the test equipment (light source), or an external device. 
The test scenario with an OTDR shall be one of the following for each link:
· Dual direction @ 850nm and @ 1300nm for multimode fibres
· Dual direction @ 1310nm and @ 1550nm for singlemode fibres
The use of launch and receiving reels is required. (Refer to manufacturer testing procedure)
The use of certification tool is recommended. Those tools are capable of producing a report logging the time of the test the link identification under test, the link length, the attenuation at the window tested and the acceptable link attenuation. The report shall also identify in which direction the testing was implemented.
when testing with basic optical source and power meter, the operator will fill up a report logging 
· the time of the test, 
· the link identification under test, 
· the link length and attenuation at the window tested. 
· The report shall also identify in which direction the testing was implemented.
· Acceptable link attenuation (To be calculated)

The measured attenuation of the links shall have a lower value than the acceptable link attenuation calculated.
The testing equipment must be yearly calibrated by the manufacturer and the copy of the calibration certificate must be included in the warranty request.
[bookmark: _Toc221004139]
Procedures
[bookmark: _Toc221004140]Installation Guide
All the components have to be installed according to the procedures prescribed by the supplier. During the whole period of installation, the installer has to put an Installation Guide at the disposal of the client, so that he can verify the compliance of the installation to the guidelines of the supplier.

[bookmark: _Toc533213849][bookmark: _Toc221004141]Fire Protection
The installer has to closely follow the local regulations concerning fire protection. 
The integrity of the fire barrier has to be maintained or restored.
Where fire-stopping compounds are used to restore integrity around data cables , they must be to an approved material so as not to damage the cable.(Cable manufacturer can advise approved compounds).

[bookmark: _Toc221004142]Earthing
For the earthing of all the proposed products, the installer has to closely follow the related recommendations of the supplier, in accordance with local regulations. The earthing procedure that has to be followed shall be put at the disposal by the supplier under an official document. 

[bookmark: _Toc221004143]Management of the Project
[bookmark: _Toc533213852][bookmark: _Toc221004144]Design of the Project and labelling
The vendor will first make a site survey. This will allow him to propose a complete turnkey solution without any additional costs for unforeseen labour. If possible, the installer will try to use the existing infrastructure as much as possible. If cable supports or cable trays are lacking, then the vendor will have to evaluate the necessary quantities and price and take up a detailed description in his offer.
To ensure the transparency of the installation and the maintenance of the structured cabling, the vendor has to develop a numbering and labelling scheme in agreement with the owner or his representative in order to identify all the components without ambiguity. After the temporary reception of the project, all the cabinets’ layouts and the drawings of the building will be completed referring to this numbering scheme.

[bookmark: _Toc533213853][bookmark: _Toc221004145]Project Management
For the complete duration of the project the vendor will appoint a Project Manager, who will work on his behalf. He will be the single point of contact to ensure a smooth co-ordination.

For project with an estimated duration over 2 weeks, the vendor will appoint a Site Manager, who will be permanently present on site on behalf of the vendor. The Site Manager will report to the Project Manager, in order to ensure that the correct information is communicated from the commencement of the project until the hand-over of the network to the client


[bookmark: _Toc533213854][bookmark: _Toc221004146]
Warranty

The following copper and fibre sub-system warranties apply to both standard AND AIM products.
Telecommunications contractor must register the project and submit test data for approval, per the requirements of the cabling manufacturer certification program guidelines.   
Once approved, the manufacturer will extend a 25-year Warranty to the end user.
Copper and fibre patch cords are considered as replaceable items and are specifically excluded from the 25 year product guarantee due to the normal wear and tear that can occur.
[bookmark: _Toc221004147]Copper sub-system
Cat.6 sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (Class E System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· Are guaranteed to exceed the Class E Channel and Permanent Link requirements as specified in ISO/IEC 11801: 2017 ed.3
· Supports the following application (not limited):
• 10baseT Ethernet
• 100baseT Fast Ethernet
• 1000baseTX Gigabit Ethernet
• 155Mbit ATM
• 1.2Gbit ATM
· For a duration of 25 years

All components including the patch cords have to be produced by the same cabling system manufacturer to ensure warranted performances and applications against the standards.

Cat.6A sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (Class EA System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· Are guaranteed to exceed 
· Class EA Channel and Permanent Link as specified in ISO/IEC 11801: 2017 ed.3
· Augmented Cat 6 Link and Channel requirements as specified in ANSI/TIA -568.2-D: 2018
· Supports the following application (not limited):
• 10baseT Ethernet
• 100baseTX Fast Ethernet
• 1000baseTX Gigabit Ethernet
• 10G base-T Ethernet IEEE 802.3an 
• 155Mbit ATM
• 1200Mbit ATM
 • POE type 1 to 4
· For a duration of 25 years
· Provide a guaranteed headroom
• of at least 10 dB on A-NEXT 
• of at least 15 dB on A-ELFEXT
All components including the Cat6A patch cords have to be produced by the same cabling system manufacturer to ensure warranted performances and applications against the standards.
Cat.7A sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (Class FA System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· Are guaranteed to exceed the Class FA Channel and Category 7A mated component requirements as specified in ISO/IEC 11801: 2017 ed.3
· Supports the following application (not limited):
• 10baseT - Ethernet
• 100baseTX - Fast Ethernet
• 1000MbaseTX - Gigabit Ethernet
• 10GBaseT – 10Gigabit Ethernet over copper
• 25GBASE-T Ethernet (IEEE 802.3bq draft) Maximum Channel length 30 Meters
• 155Mbit ATM
• 1.2 Gbit ATM
• POE type 1 to 4
· For a duration of 25 years
Class FA Channel performance is only warranted when Cat.7A patch cords are used and these have not been subjected to any damage which can occur due to normal wear & tear.

Due to the backwards compatibility of Cat.7A/8 GG45 connector it is possible to use Cat.5e, Cat.6 and Cat.6A patch cords.
In this case the following Channel performance shall be warranted:
- Class EA using Cat.6A patch cords
- Class E using Cat.6 patch cords
- Class D using Cat.5e patch cords
All components including the patch cords have to be produced by the same cabling system manufacturer to ensure warranted performances and applications against the standards.

To ensure correct installation in accordance with the guidelines, the installer shall attend to a specific Cat.7A installation training organised by the manufacturer.
The warranty will only be issued if the installer has received the official Cat.7A installation training certificate from the cabling system manufacturer.

[bookmark: _Toc221004148]Fibre sub-system
OM3 sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (OM3 pre-terminated fibre System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· support any current or future application designed to be supported by fibres according to  IEC 60793-2-10 A1a.2b

Fibre systems are warranted for 25 years.

 Guaranteed distances vary depending on the number of connections and shall comply to the following table:
[image: ]
All components including the patch cords  and pigtails have to be produced by the same cabling system manufacturer to ensure warranted performances and applications distances against the standards.

OM4 sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (OM4 pre-terminated fibre System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· support any current or future application designed to be supported by fibres according to  IEC 60793-2-10 A1a.3b

Fibre systems are warranted for 25 years.

 Guaranteed distances vary depending on the number of connections and shall comply to the following table:
[image: ]
All components including the patch cords  and pigtails have to be produced by the same cabling system manufacturer to ensure warranted performances and applications distances against the standards.

manufacturer to ensure warranted performances and applications distances against the standards.

OM5 sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (OM5 pre-terminated fibre System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· support any current or future application designed to be supported by fibres according to  IEC 60793-2-10 A1a.4b
Fibre systems are warranted for 25 years.
 Guaranteed distances vary depending on the number of connections and shall comply to the following table:
[image: ]
All components including the patch cords  and pigtails have to be produced by the same cabling system manufacturer to ensure warranted performances and applications distances against the standards.

OS2 sub-system
The manufacturer must guarantee to the End User that the products referenced within the specific Warranty Modules (OS2 pre-terminated fibre System) when correctly installed in accordance with installation guidelines: 
· Will be free from product defects in materials and workmanship
· support any current or future application designed to be supported by Singlemode G657.A1 fibres

Fibre systems are warranted for 25 years.

 Guaranteed distances vary depending on the number of connections and shall comply to the following table:
[image: ]
All components including the patch cords  and pigtails have to be produced by the same cabling system manufacturer to ensure warranted performances and applications distances against the standards.


[bookmark: _Toc533213855][bookmark: _Toc476730578][bookmark: _Toc221004149]Documentation
[bookmark: _Toc533213856][bookmark: _Toc476730579][bookmark: _Toc221004150]Response inclusions to the bid price
· Datasheets of the proposed components
· Table with the guaranteed values for the proposed twisted pair and FO cables
· Detailed warranty conditions
· Certificate of Approved/Certified Installer granted by the supplier
· Schedule of execution with the expected start and end dates
· Summarised plan of the cabling design philosophy + cabinets layouts that have to be submitted to the customer for approval.

[bookmark: _Toc533213857][bookmark: _Toc476730580][bookmark: _Toc221004151]During the Presentation of the Offer
· Presentation of the proposed products
· Technical justification of the backbone concept
[bookmark: _Toc392386438]
[bookmark: _Toc533213858][bookmark: _Toc476730581][bookmark: _Toc221004152]Kick-off of the Project
· Installation guide of the supplier
· Schedule of execution in agreement with the customer
[bookmark: _Toc392386439]
[bookmark: _Toc533213859][bookmark: _Toc476730582][bookmark: _Toc221004153]On completion of the installation
· Certification file
· 25-year “Link & Channel Warranty” delivered by the supplier
· Plans “as built”

Disclaimer
This document is intended to be used as technical guidelines to develop specific requirements for LAN cabling Systems.
Aginode reserves the right to change the technical specifications at any time without notice.
The user should review the information to ensure conformity to the current applicable standards and to the project requirements.
Aginode assumes no liability due to the use of these specifications and is not responsible for any error or omission.
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LANmark coloured latch protectors

[N110.LPK [LANmark Latch Protector Black 50x

[N170.LPB |LANmark Latch Protector Blue 50x

[N170.LPD |LANmark Latch Protector Dark Grey 50x

[N170.LPG |LANmark Latch Protector Green 50x

[N170.PO |LANmark Latch Protector Orange 50x

[NT70.LPR |LANmark Latch Protector Red 50x

[N170.LPW |LANmark Latch Protector White 60x

[N110.LPY |LANmark Latch Protector BlueYellow 50x
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N186.P1A005WK

LANmark-6 Slimflex Patch Cord Unscreened LSZH 0.5m White

N186.P1A010WK

LANmark-6 Slimflex Patch Cord Unscreened LSZH 1m White

N186.P1A020WK

LANmark-6 Slimflex Patch Cord Unscreened LSZH 2m White

N186.P1A030WK

LANmark-6 Slimflex Patch Cord Unscreened LSZH 3m White

N186.P1A050WK

LANmark-6 Slimflex Patch Cord Unscreened LSZH 5m White
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LANmark-10G Paich Cord Cat 6A Screened LSZH 0.5m Orange

| LANmark-10G Pach Cord Cat 6A Screened LSZH 1m Orange

LANmark-10G Pach Cord Cat 6A Screened LSZH 2m Orange

| LANmark-10G Patch Cord Cat 6A Screened LSZH 3m Orange

LANmark-10G Patch Cord Cat 6A Screened LSZH 5m Orange

| LANmark-10G Paich Cord Cat 6A Screened LSZH 10m Orange

LANmark-10G Paich Cord Cat 6A Screened LSZH 20m Orange
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LANmark.6A Uttim Patch Cord Cat 6A
Screened LSZH 10m Orange
LANmark-6A Ultim Patch Cord Cat 6A
Screened LSZH 1m Orange
LANmark-6A Ultim Patch Cord Cat 6A
Screened LSZH 20m Orange
LANmark-6A Ultim Patch Cord Cat 6A
Screened LSZH 2m Orange
LANmark-6A Ultim Patch Cord Cat 6A
Screened LSZH 3m Orange
LANmark-6A Ultim Patch Cord Cat 6A
Screened LSZH 5m Orange
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LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 0.5m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 1m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 1.5m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 2m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 2.5m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 3m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 3.5m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 4m
LANmark-6A Slimflex Patch Cord S/FTP Cat 6A RJ45 LSZH White 5m
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N101.23ARO

N101.23AE0
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N101.23AHO

LANmark-7A Patch Cord Cat 7A 1GHz GG45
8C Screened LSZH Orange 10m
LANMark-7A Patch Cord Cat 7A 1GHz GG45
8C Screened LSZH Orange 20m
LANmark-7A Patch Cord Cat 7A 1GHz GG45
8C Screened LSZH Orange 2m

LANMark-7A Patch Cord Cat 7A 1GHz GG45
8C Screened LSZH Orange 3m

LANmark-7A Patch Cord Cat 7A 1GHz GG45
8C Screened L SZH Orange 5m
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LANmark-6A Secure Lock Patch Cord Category 6A S/FTP LSZH Secure
Boots 1m Orange
LANmark-6A Secure Lock Patch Cord Category 6A SIFTP LSZH Secure
Boots 2m Orange.
LANmark-6A Secure Lock Patch Cord Category 6A SIFTP LSZH Secure
Boots 3m Orange.

LANmark-6A Secure Lock Patch Cord Category 6A SIFTP LSZH
SecureBoots 5m Orange.
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Class E Permanent Link - Specific values for links guaranteed as in ISO/IEC 11801: DIS Ed.3.

PS Prop.
Freq. | IL | NEXT PSNEXT| ACR |PSACR|ELFEXT|ELFEXT| RL | delay

(B) | (dB) | (dB) | (dB) | (dB) | (dB) | (dB) | (dB) (ns)
3 40 641 | 618 | 601 | 578 | 501 | 491 | 210 | 504

10 56 | 578 | 555 | 522 | 49.9 | 442 | 412 | 210 | 4%

16 71 | 546 | 522 | 475 | 451 | 404 | 371 | 200 | 4%

20 79 | 531 | 507 | 451 | 427 | 382 | 352 | 195 | 4%

3125 | 100 | 500 | 475 | 40.0 | 375 | 343 | 313 | 185 | 494

625 | 144 | 451 | 427 | 307 | 282 | 283 | 253 | 16.0 | 4%

100 | 185 | 418 | 393 | 233 | 208 | 242 | 21.2 | 140 | 491

155 | 235 | 387 | 362 | 152 | 126 | 204 | 17.4 | 1214 | 491

200 | 271 | 369 | 343 | 99 | 72 | 182 | 152 | 11.0 | 4%

250 | 307 [ 353 | 327 | 47 | 20 | 162 | 132 | 100 | 4%

Class E Channel - Specific values for links guaranteed as in ISO/IEC 11801: DIS Ed.3.

[ ps
Freq. IL| NEXT| NEXT | ACR |PSACR|ELFEXT| etFext| RL |prop. dey|
(dB)) (dB) | (dB) | (dB) | (dB) | (dB) (dB) | (dB) (ns)
4 42 | 630 | 605 | 589 | 564 | 512 | 482 | 190 | 562

0 66 | 566 | 54.0 | 50.0 | 474 | 433 | 403 | 19.0 | 555

16 83 | 532 | 506 | 449 | 423 | 392 | 362 | 180 | 553

20 93 | 516 | 49.0 | 423 | 397 | 372 | 342 | 175 | 552

3125 | 117 | 484 | 457 | 367 | 340 | 334 | 304 | 165 | 550

625 | 169 | 434 | 40.6 | 265 | 237 | 273 | 243 | 140 | 549

100 [ 217 | 399 | 374 | 8.2 | 154 | 233 | 203 | 120 | 548

155 | 276 | 367 | 338 | 91 | 62 | 195 | 165 | 101 | 547

200 | 317 | 348 | 319 | 3.4 04 [ 172 | 142 | 90 547

250 | 359 | 334 | 302 | 28 8 | 153 | 123 | 80 546





image107.emf
Max Typ Std Min Typ Std Min Typ Std Typ

1 <4 4.0 65.0 67.0 85.0 62.0 64.0 74.8 63.3 69.9

4 4.1 4.1 63.0 65.0 72.9 60.5 62.5 65.0 51.2 57.9

10 6.4 6.3 56.6 58.6 65.0 54.0 56.0 58.5 43.3 49.9

16 8.1 8.0 53.2 55.2 60.9 50.6 52.6 55.1 39.2 45.9

20 9.1 9.0 51.6 53.6 59.0 49.0 51.0 53.5 37.2 43.9

31.25 11.4 11.2 48.4 50.4 55.1 45.7 47.7 50.2 33.4 40.0

62.5 16.3 15.9 43.4 45.4 49.1 40.6 42.6 45.1 27.3 34.0

100 20.8 20.2 39.9 41.9 45.0 37.1 39.1 41.6 23.3 29.9

155 26.2 25.4 36.7 38.7 41.2 33.8 35.8 38.3 19.5 26.1

200 30.0 28.9 34.8 36.8 39.0 31.9 33.9 36.4 17.2 23.9

250 33.8 32.5 33.1 35.1 37.0 30.2 32.2 34.7 15.3 22.0

300 37.3 35.7 31.7 33.7 35.4 28.8 30.8 33.3 13.7 20.4

500 49.3 46.7 27.9 29.9 31.0 24.8 26.8 24.9 9.3 16.0

Electrical Performance Cat.6A - 4 Connector Channel - Part 1

Frequency

MHz

Attn NEXT (dB) PSNEXT (dB) ACR-F (dB)
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				Characteristics		Spec. Values		Unit				Characteristics		Spec Values		Unit

				Core Diameter		50 ± 2.5 		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core/Clad Concentricity		≤ 1.5		µm				Transmission link lengths for 1 Gb/s (SX/LX)		550/550		m

				Cladding Diameter		125 ± 1.0		µm				Transmission link lengths for 10 Gb/s (SR/LX4)		82/300		m

				Cladding Non-Circularity		≤ 1.0		%				Attenuation 850 nm		3.0		dB/km

				Coating Diameter		250 ± 15.0		µm				Attenuation 1300 nm		1.0		dB/km

				Coating/Clad Concentricity Error		≤ 10.0		µm				Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

				Characteristic		Spec Values		Unit

				Mode Field Diameter		9.2 ± 0.5 		µm				Characteristics		Spec Values		Unit

				Cladding Diameter		125 ± 1.0		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 1500		Mhz.km

				Coating Diameter		245 ± 10.0		µm				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Effective Modal Bandwidth (EMB) 850 nm		≥ 2000		Mhz.km

				Cladding Non-Circularity		≤ 2.0		%				Transmission link lengths for 1 Gb/s (SX/LX)		880/550		m

				Proof test		100		psi				Transmission link lengths for 10 Gb/s (SR/LX4)		330/300		m

												Transmission link lengths for 40 Gb/s (SR4)		100		m

												Transmission link lengths for 100 Gb/s (SR10)		100		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												Characteristics		Spec Values		Unit

												Bandwidth (Overfilled Launch) 850 nm		≥ 3500		Mhz.km

												Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

												Effective Modal Bandwidth (EMB) 850 nm		≥ 4700		Mhz.km

												Transmission link lengths for 1 Gb/s (SX/LX)		900/550		m

												Transmission link lengths for 10 Gb/s (SR/LX4)		550*/300		m

												Transmission link lengths for 40 Gb/s (SR4)		150*		m

												Transmission link lengths for 100 Gb/s (SR10)		150*		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												* with engineered link of maximum 1.0 dB connector insertion loss

												Characteristics		Spec Values		Unit

												Fibre type		G.652.D

												Transmission link length for 1000Base-LX		5000		m

												Transmission link length for 10GBase-LR		10000		m

												Transmission link length for 10GBase-LX4		10000		m

												Transmission link length for 10Gbit-FC		10000		m

												Attenuation 1300 nm		0.40		dB/km

												Attenuation 1385 nm		0.40		dB/km

												Attenuation 1550 nm		0.28		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Cut-off wavelength		1150 - 1330		nm

												Dispersion 1285-1330 nm		≤ 3.5		ps/nm.km

												Dispersion 1550 nm		≤ 18		ps/nm.km

												Zero dispersion 		1310 ± 10		nm

												Dispersion mode polarisation		≤ 0.2		ps/√km
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				Microbundle

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum pulling force (IEC 60794-1-2-E1)		1000N

				Maximum operating pulling force		250N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-10 .. 60°C

				Storage temperature, range		-20 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				TB universal

				Mechanical characteristics

				Mechanical resistance to impacts		100 impacts of 1 N.m						4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Usage characteristics								38		38		47		68		135

				Flame retardant		IEC 60332-1						90		90		100		120		160

				Fire retardant		IEC 60332-3						120		120		130		150		210

				Ambient installation temperature, range		0 .. 40°C						1000		1000		1300		1700		2300

				Operating temperature, range		-40 .. 70°C						300		300		400		500		550

				Storage temperature, range		-40 .. 70°C

				TB indoor

				Mechanical characteristics

				Mechanical resistance to impacts		100 impacts of 1 N.m						4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm						4.6		4.6		5.3		6.6		7.3		mm

				Usage characteristics								24		24		33		48		60

				Flame retardant		IEC 60332-1						45		45		70		70		75

				Fire retardant		IEC 60332-3						100		100		110		135		150

				Ambient installation temperature, range		0 .. 40°C						700		700		1200		1200		1900

				Operating temperature, range		-20 .. 60°C						200		200		300		300		550

				Storage temperature, range		-40 .. 60°C

												12		24		48		96

												5.4		5.4		5.4		6.4		mm

												37		37		37		50

												65		65		65		65

												80		80		80		100

												700		700		1200		1200

												200		200		300		300

				Microbundle universal 24-72 FO

				Mechanical characteristics

				Nominal outer diameter		7.2mm

				Approximate weight		64kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum operating pulling force		600N

				Maximum pulling force (IEC 60794-1-2-E1)		2000N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-30 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Minimum static operating bending radius		75mm

				Minimum dynamic operating bending radius		150mm

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				Microbundle universal 4-12 FO

				Mechanical characteristics

				Nominal outer diameter		5.6mm

				Approximate weight		42kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		1 impact of 3 N.m

				Crush resistance (IEC 60794-1-E3)		200N/cm

				Maximum operating pulling force		700N

				Maximum pulling force (IEC 60794-1-2-E1)		2200N

				Usage characteristics

				Flame retardant		IEC 60332-1

				Fire retardant		IEC 60332-3

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-40 .. 60°C

				Minimum static operating bending radius		60mm

				Minimum dynamic operating bending radius		60mm

				UD

												4		6		8		12		24

												8.1		8.1		8.1		8.1		9.1		mm

												50		50		50		50		73

												160		160		160		160		180

												205		205		205		205		225

										Crush resistance (IEC 60794-1-E3)		300		300		300		300		400		N/cm

										Mechanical resistance to impacts		100		100		100		100		100		impacts of 3Nm

												1150		1150		1150		1150		1450

												560		560		560		560		700

				UC LSZH

				Nominal outer diameter		9.5mm

				Approximate weight		129kg/km

				Mechanical characteristics

				Maximum pulling force (IEC 60794-1-2-E1)		1500N

				Maximum operating pulling force		450N

				Mechanical resistance to impacts		100 impacts of 3 N.m

				Crush resistance (IEC 60794-1-E3)		300N/cm

				Usage characteristics

				Minimum dynamic operating bending radius		210.0mm

				Minimum static operating bending radius		150mm

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1
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		OM2		Field Terminated fibres (Splicing or Direct Termination)

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections

		OM3		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		880		780		700		620		520				1GBase-SX		920		840		820		760		720				1GBase-SX		820		440				1GBase-SX		880		680		440		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350

				10GBase-SR		330		290		270		240		210				10GBase-SR		350		320		300		290		270				10GBase-SR		310		190				10GBase-SR		330		260		190		80

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220

				10GBase-LRM		220												10GBase-LRM		220												1GBit FC - serial		1020		460				1GBit FC - serial		1140		780		460		120

				1GBit FC - serial		1160		960		840		700		540				1GBit FC - serial		1240		1080		1020		940		860				2GBit FC - serial		580		120				2GBit FC - serial		660		400

				2GBit FC - serial		660		540		440		340		200				2GBit FC - serial		720		620		580		520		460				4GBit FC - serial		330						4GBit FC - serial		370		230

				4GBit FC - serial		380		300		250		190		90				4GBit FC - serial		400		350		330		300		260				10GBit FC - serial		310		190				10GBit FC - serial		330		260

				10GBit FC - serial		330		290		270		240		210				10GBit FC - serial		350		320		300		290		270				40GBase-SR4		100						40GBase-SR4		130		100

																																100GBase-SR10		100						100GBase-SR10		130		100

		OM4		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connectors		3 connectors		4 connectors		5 connectors		6 connectors				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		900		800		720		640		520				1GBase-SX		940		880		840		800		740				1GBase-SX		840		460				1GBase-SX		900		700		460		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350

				10GBase-SR		550		460		420		380		330				10GBase-SR		550		490		470		450		430				10GBase-SR		490		290				10GBase-SR		520		400		290		110

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220

				10GBase-LRM		220												10GBase-LRM		220												1GBit FC - serial		1060		480				1GBit FC - serial		1200		800		480		120

				1GBit FC - serial		1220		1000		860		720		560				1GBit FC - serial		1300		1140		1060		980		880				2GBit FC - serial		620		140				2GBit FC - serial		700		440		140

				2GBit FC - serial		720		580		480		360		220				2GBit FC - serial		780		680		620		560		500				4GBit FC - serial		360						4GBit FC - serial		400		250		20

				4GBit FC - serial		410		340		280		200		100				4GBit FC - serial		440		390		360		330		290				10GBit FC - serial		490		290				10GBit FC - serial		520		400		290		110

				10GBit FC - serial		550		460		420		380		330				10GBit FC - serial		550		490		470		450		430				40GBase-SR4		120						40GBase-SR4		150		120

																																100GBase-SR10		120						100GBase-SR10		150		120

		OS2

																																MPO Connectivity										Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections																		Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules
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				Cable Specifications

				Fibre
count		Diameter		Sheath		Min. bending radius

				6		6,10mm		LSZH		150 mm

				12		6,60mm		LSZH		150 mm

				24		8,1mm		LSZH		150 mm

				Fibre
count		Max
Pulling force		Compression		Impacts		Temp.range

				6		100daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				12		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				24		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				Measurement Standard Mechanical Performances

				Min.bending radius   						IEC-60794-1-E10

				Maximum pulling force						IEC-60794-1-E1

				Compression						IEC-60794-1-E3

				Impacts						IEC-60794-1-E4

				Operating temperatures   						IEC-60794-1-F1

				Connector specifications

				Type		Max
 Insertion Loss		Min
 Return Loss

				Multimode

				SC/PC		0.35 dB		35 dB

				LC/PC		0.35 dB		35 dB

				Single Mode

				SC/PC		0.35 dB		50 dB

				LC/PC		0.35 dB		50 dB

																		Insertion loss for individual MPO connection

																		Fibre type		Multimode
(OM3 or OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Typical loss		0.3 dB		0.3 dB

																		Normal loss connection
Max loss		0.6 dB		0.6 dB

																		Low loss connection
Typical loss		0.15 dB		0.15 dB

																		Low loss connection
Max loss		0.35 dB		0.35 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Insertion loss for MPO cassette

																		Fibre type		Multimode
(OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Max loss		0.9 dB		0.9 dB

																		Low loss connection
Max loss		0.6 dB		0.6 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Cable Characteristics

																		Fibre count		12F/24F/48F		96F

																		Cable Diameter		5.4 mm		6.4 mm

																		Cable Weight (kg/km)		31 kg		50 kg

																		Minimum bending radius during installation		80 mm		100 mm

																		Minimum bending radius installed		65 mm		65 mm

																		Mechanical characteristics

																		Maximum tensile load		1000N

																		Max. Load. Long Term		250.0N

																		Crush resistance
(IEC 60794-1-E3)		100N/cm

																		Mechanical resistance
to impacts		10 impacts of 1 N.m

																		Usage characteristics

																		Operating temperature
Range		-10 .. 60°C

																		Storage temperature
Range		-20 .. 60°C

																		Fire retardant		IEC 60332-3

																		Flame retardant		IEC 60332-1

																		Construction characteristics

																		Cabinet format		19"

																		Colour		Black

																		Material		Steel

																		Dimensional characteristics

																		Width		900mm

																		Depth		600mm

																		Height		2150mm

																		Heightunit		42U

																		Approximate net weight		110.0kg

																		Mechanical characteristics

																		Carrying capacity		1000kg

																		Usage characteristics

																		Field of application		Data Centre

																		Type of cabinet		HD Cross-Connect

																		Packaging		Box

																		Water proof		IP 20
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				Electrical Performance Cat.6A - 4 Connector Channel - Part 1																								Electrical Performance Cat.6A - 4 Connector Channel - Part 2																										Electrical Performance Cat.6A F/FTP cable

				Frequency
MHz		Attn				NEXT (dB)						PSNEXT (dB)						ACR-F (dB)						Frequency
MHz		PS ACR-F (DB)				PS ANEXT (dB)						PS AACR-F (dB)						RL (dB)								Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

						Max		Typ		Std		Min		Typ		Std		Min		Typ		Std		Typ						Std		Typ		Std		Min		Typ		Std		Min		Typ		Std		Min		Typ						Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

				1		<4		4.0		65.0		67.0		85.0		62.0		64.0		74.8		63.3		69.9				1		60.3		66.9		80.0		90.0		92.0		77.0		92.0		94.0		19.0		21.0		21.0				1		2.1		2.1		74.3		104.3		72.3		102.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

				4		4.1		4.1		63.0		65.0		72.9		60.5		62.5		65.0		51.2		57.9				4		48.2		54.9		74.0		89.0		91.0		65.0		80.0		82.0		19.0		21.0		32.0				4		3.8		3.8		65.3		95.3		63.3		93.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

				10		6.4		6.3		56.6		58.6		65.0		54.0		56.0		58.5		43.3		49.9				10		40.3		46.9		70.0		85.0		87.0		57.0		72.0		74.0		19.0		21.0		28.0				10		5.9		5.9		59.3		89.3		57.3		87.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

				16		8.1		8.0		53.2		55.2		60.9		50.6		52.6		55.1		39.2		45.9				16		36.2		42.9		68.0		83.0		85.0		52.9		67.9		69.9		18.0		20.0		26.0				16		7.5		7.5		56.2		86.2		54.2		84.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

				20		9.1		9.0		51.6		53.6		59.0		49.0		51.0		53.5		37.2		43.9				20		34.2		40.9		67.0		82.0		84.0		51.0		66.0		68.0		17.5		19.5		25.0				20		8.4		8.4		54.8		84.8		52.8		82.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

				31.25		11.4		11.2		48.4		50.4		55.1		45.7		47.7		50.2		33.4		40.0				31.25		30.4		37.0		65.1		80.1		82.1		47.1		62.1		64.1		16.5		18.5		23.1				31.25		10.5		10.5		51.9		81.9		49.9		79.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

				62.5		16.3		15.9		43.4		45.4		49.1		40.6		42.6		45.1		27.3		34.0				62.5		24.3		31.0		62.0		77.0		79.0		41.1		56.1		58.1		14.0		16.0		20.0				62.5		15.0		15.0		47.4		77.4		45.4		75.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

				100		20.8		20.2		39.9		41.9		45.0		37.1		39.1		41.6		23.3		29.9				100		20.3		26.9		60.0		75.0		77.0		37.0		52.0		54.0		12.0		14.0		18.0				100		19.1		19.1		44.3		74.3		42.3		72.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

				155		26.2		25.4		36.7		38.7		41.2		33.8		35.8		38.3		19.5		26.1				155		16.5		23.1		57.1		72.1		74.1		33.2		48.2		50.2		10.1		12.1		16.1				155		24.1		24.1		41.4		71.4		39.4		69.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

				200		30.0		28.9		34.8		36.8		39.0		31.9		33.9		36.4		17.2		23.9				200		14.2		20.9		55.5		70.5		72.5		31.0		46.0		48.0		9.0		11.0		15.0				200		27.6		27.6		39.8		69.8		37.8		67.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

				250		33.8		32.5		33.1		35.1		37.0		30.2		32.2		34.7		15.3		22.0				250		12.3		19.0		54.0		69.0		71.0		29.0		44.0		46.0		8.0		10.0		14.0				250		31.1		31.1		38.3		68.3		36.3		66.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

				300		37.3		35.7		31.7		33.7		35.4		28.8		30.8		33.3		13.7		20.4				300		10.7		17.4		52.8		67.8		69.8		27.5		42.5		44.5		8.0		10.0		13.2				300		34.3		34.3		37.1		67.1		35.1		65.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

				500		49.3		46.7		27.9		29.9		31.0		24.8		26.8		24.9		9.3		16.0				500		6.3		13.0		49.5		64.5		66.5		23.0		38.0		40.0		8.0		10.0		11.0				500		45.3		45.3		33.8		63.8		31.8		61.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2

																																																						Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

																																																								Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

																																																						1		2.1		2.1		74.3		79.3		72.3		77.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

																																																						4		3.8		3.8		65.3		70.3		63.3		68.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

																																																						10		5.9		5.9		59.3		64.3		57.3		62.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

																																																						16		7.5		7.5		56.2		61.2		54.2		59.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

																																																						20		8.4		8.4		54.8		59.8		52.8		57.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

																																																						31.25		10.5		10.5		51.9		56.9		49.9		54.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

																																																						62.5		15.0		15.0		47.4		52.4		45.4		50.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

																																																						100		19.1		19.1		44.3		49.3		42.3		47.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

																																																						155		24.1		24.1		41.4		46.4		39.4		44.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

																																																						200		27.6		27.6		39.8		44.8		37.8		42.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

																																																						250		31.1		31.1		38.3		43.3		36.3		41.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

																																																						300		34.3		34.3		37.1		42.1		35.1		40.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

																																																						500		45.3		45.3		33.8		38.8		31.8		36.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2
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image108.emf
Std Typ Std Min Typ Std Min Typ Std Min Typ

1 60.3 66.9 80.0 90.0 92.0 77.0 92.0 94.0 19.0 21.0 21.0

4 48.2 54.9 74.0 89.0 91.0 65.0 80.0 82.0 19.0 21.0 32.0

10 40.3 46.9 70.0 85.0 87.0 57.0 72.0 74.0 19.0 21.0 28.0

16 36.2 42.9 68.0 83.0 85.0 52.9 67.9 69.9 18.0 20.0 26.0

20 34.2 40.9 67.0 82.0 84.0 51.0 66.0 68.0 17.5 19.5 25.0

31.25 30.4 37.0 65.1 80.1 82.1 47.1 62.1 64.1 16.5 18.5 23.1

62.5 24.3 31.0 62.0 77.0 79.0 41.1 56.1 58.1 14.0 16.0 20.0

100 20.3 26.9 60.0 75.0 77.0 37.0 52.0 54.0 12.0 14.0 18.0

155 16.5 23.1 57.1 72.1 74.1 33.2 48.2 50.2 10.1 12.1 16.1

200 14.2 20.9 55.5 70.5 72.5 31.0 46.0 48.0 9.0 11.0 15.0

250 12.3 19.0 54.0 69.0 71.0 29.0 44.0 46.0 8.0 10.0 14.0

300 10.7 17.4 52.8 67.8 69.8 27.5 42.5 44.5 8.0 10.0 13.2

500 6.3 13.0 49.5 64.5 66.5 23.0 38.0 40.0 8.0 10.0 11.0

PS ACR-F (DB) PS ANEXT (dB) PS AACR-F (dB) RL (dB)

Electrical Performance Cat.6A - 4 Connector Channel - Part 2

Frequency

MHz
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				Characteristics		Spec. Values		Unit				Characteristics		Spec Values		Unit

				Core Diameter		50 ± 2.5 		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core/Clad Concentricity		≤ 1.5		µm				Transmission link lengths for 1 Gb/s (SX/LX)		550/550		m

				Cladding Diameter		125 ± 1.0		µm				Transmission link lengths for 10 Gb/s (SR/LX4)		82/300		m

				Cladding Non-Circularity		≤ 1.0		%				Attenuation 850 nm		3.0		dB/km

				Coating Diameter		250 ± 15.0		µm				Attenuation 1300 nm		1.0		dB/km

				Coating/Clad Concentricity Error		≤ 10.0		µm				Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

				Characteristic		Spec Values		Unit

				Mode Field Diameter		9.2 ± 0.5 		µm				Characteristics		Spec Values		Unit

				Cladding Diameter		125 ± 1.0		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 1500		Mhz.km

				Coating Diameter		245 ± 10.0		µm				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Effective Modal Bandwidth (EMB) 850 nm		≥ 2000		Mhz.km

				Cladding Non-Circularity		≤ 2.0		%				Transmission link lengths for 1 Gb/s (SX/LX)		880/550		m

				Proof test		100		psi				Transmission link lengths for 10 Gb/s (SR/LX4)		330/300		m

												Transmission link lengths for 40 Gb/s (SR4)		100		m

												Transmission link lengths for 100 Gb/s (SR10)		100		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												Characteristics		Spec Values		Unit

												Bandwidth (Overfilled Launch) 850 nm		≥ 3500		Mhz.km

												Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

												Effective Modal Bandwidth (EMB) 850 nm		≥ 4700		Mhz.km

												Transmission link lengths for 1 Gb/s (SX/LX)		900/550		m

												Transmission link lengths for 10 Gb/s (SR/LX4)		550*/300		m

												Transmission link lengths for 40 Gb/s (SR4)		150*		m

												Transmission link lengths for 100 Gb/s (SR10)		150*		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												* with engineered link of maximum 1.0 dB connector insertion loss

												Characteristics		Spec Values		Unit

												Fibre type		G.652.D

												Transmission link length for 1000Base-LX		5000		m

												Transmission link length for 10GBase-LR		10000		m

												Transmission link length for 10GBase-LX4		10000		m

												Transmission link length for 10Gbit-FC		10000		m

												Attenuation 1300 nm		0.40		dB/km

												Attenuation 1385 nm		0.40		dB/km

												Attenuation 1550 nm		0.28		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Cut-off wavelength		1150 - 1330		nm

												Dispersion 1285-1330 nm		≤ 3.5		ps/nm.km

												Dispersion 1550 nm		≤ 18		ps/nm.km

												Zero dispersion 		1310 ± 10		nm

												Dispersion mode polarisation		≤ 0.2		ps/√km





Sheet2

				Microbundle

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum pulling force (IEC 60794-1-2-E1)		1000N

				Maximum operating pulling force		250N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-10 .. 60°C

				Storage temperature, range		-20 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				TB universal

				Mechanical characteristics

				Mechanical resistance to impacts		100 impacts of 1 N.m						4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Usage characteristics								38		38		47		68		135

				Flame retardant		IEC 60332-1						90		90		100		120		160

				Fire retardant		IEC 60332-3						120		120		130		150		210

				Ambient installation temperature, range		0 .. 40°C						1000		1000		1300		1700		2300

				Operating temperature, range		-40 .. 70°C						300		300		400		500		550

				Storage temperature, range		-40 .. 70°C

				TB indoor

				Mechanical characteristics

				Mechanical resistance to impacts		100 impacts of 1 N.m						4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm						4.6		4.6		5.3		6.6		7.3		mm

				Usage characteristics								24		24		33		48		60

				Flame retardant		IEC 60332-1						45		45		70		70		75

				Fire retardant		IEC 60332-3						100		100		110		135		150

				Ambient installation temperature, range		0 .. 40°C						700		700		1200		1200		1900

				Operating temperature, range		-20 .. 60°C						200		200		300		300		550

				Storage temperature, range		-40 .. 60°C

												12		24		48		96

												5.4		5.4		5.4		6.4		mm

												37		37		37		50

												65		65		65		65

												80		80		80		100

												700		700		1200		1200

												200		200		300		300

				Microbundle universal 24-72 FO

				Mechanical characteristics

				Nominal outer diameter		7.2mm

				Approximate weight		64kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum operating pulling force		600N

				Maximum pulling force (IEC 60794-1-2-E1)		2000N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-30 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Minimum static operating bending radius		75mm

				Minimum dynamic operating bending radius		150mm

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				Microbundle universal 4-12 FO

				Mechanical characteristics

				Nominal outer diameter		5.6mm

				Approximate weight		42kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		1 impact of 3 N.m

				Crush resistance (IEC 60794-1-E3)		200N/cm

				Maximum operating pulling force		700N

				Maximum pulling force (IEC 60794-1-2-E1)		2200N

				Usage characteristics

				Flame retardant		IEC 60332-1

				Fire retardant		IEC 60332-3

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-40 .. 60°C

				Minimum static operating bending radius		60mm

				Minimum dynamic operating bending radius		60mm

				UD

												4		6		8		12		24

												8.1		8.1		8.1		8.1		9.1		mm

												50		50		50		50		73

												160		160		160		160		180

												205		205		205		205		225

										Crush resistance (IEC 60794-1-E3)		300		300		300		300		400		N/cm

										Mechanical resistance to impacts		100		100		100		100		100		impacts of 3Nm

												1150		1150		1150		1150		1450

												560		560		560		560		700

				UC LSZH

				Nominal outer diameter		9.5mm

				Approximate weight		129kg/km

				Mechanical characteristics

				Maximum pulling force (IEC 60794-1-2-E1)		1500N

				Maximum operating pulling force		450N

				Mechanical resistance to impacts		100 impacts of 3 N.m

				Crush resistance (IEC 60794-1-E3)		300N/cm

				Usage characteristics

				Minimum dynamic operating bending radius		210.0mm

				Minimum static operating bending radius		150mm

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1
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		OM2		Field Terminated fibres (Splicing or Direct Termination)

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections

		OM3		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		880		780		700		620		520				1GBase-SX		920		840		820		760		720				1GBase-SX		820		440				1GBase-SX		880		680		440		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350

				10GBase-SR		330		290		270		240		210				10GBase-SR		350		320		300		290		270				10GBase-SR		310		190				10GBase-SR		330		260		190		80

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220

				10GBase-LRM		220												10GBase-LRM		220												1GBit FC - serial		1020		460				1GBit FC - serial		1140		780		460		120

				1GBit FC - serial		1160		960		840		700		540				1GBit FC - serial		1240		1080		1020		940		860				2GBit FC - serial		580		120				2GBit FC - serial		660		400

				2GBit FC - serial		660		540		440		340		200				2GBit FC - serial		720		620		580		520		460				4GBit FC - serial		330						4GBit FC - serial		370		230

				4GBit FC - serial		380		300		250		190		90				4GBit FC - serial		400		350		330		300		260				10GBit FC - serial		310		190				10GBit FC - serial		330		260

				10GBit FC - serial		330		290		270		240		210				10GBit FC - serial		350		320		300		290		270				40GBase-SR4		100						40GBase-SR4		130		100

																																100GBase-SR10		100						100GBase-SR10		130		100

		OM4		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connectors		3 connectors		4 connectors		5 connectors		6 connectors				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		900		800		720		640		520				1GBase-SX		940		880		840		800		740				1GBase-SX		840		460				1GBase-SX		900		700		460		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350

				10GBase-SR		550		460		420		380		330				10GBase-SR		550		490		470		450		430				10GBase-SR		490		290				10GBase-SR		520		400		290		110

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220

				10GBase-LRM		220												10GBase-LRM		220												1GBit FC - serial		1060		480				1GBit FC - serial		1200		800		480		120

				1GBit FC - serial		1220		1000		860		720		560				1GBit FC - serial		1300		1140		1060		980		880				2GBit FC - serial		620		140				2GBit FC - serial		700		440		140

				2GBit FC - serial		720		580		480		360		220				2GBit FC - serial		780		680		620		560		500				4GBit FC - serial		360						4GBit FC - serial		400		250		20

				4GBit FC - serial		410		340		280		200		100				4GBit FC - serial		440		390		360		330		290				10GBit FC - serial		490		290				10GBit FC - serial		520		400		290		110

				10GBit FC - serial		550		460		420		380		330				10GBit FC - serial		550		490		470		450		430				40GBase-SR4		120						40GBase-SR4		150		120

																																100GBase-SR10		120						100GBase-SR10		150		120

		OS2

																																MPO Connectivity										Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections																		Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules
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				Cable Specifications

				Fibre
count		Diameter		Sheath		Min. bending radius

				6		6,10mm		LSZH		150 mm

				12		6,60mm		LSZH		150 mm

				24		8,1mm		LSZH		150 mm

				Fibre
count		Max
Pulling force		Compression		Impacts		Temp.range

				6		100daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				12		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				24		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				Measurement Standard Mechanical Performances

				Min.bending radius   						IEC-60794-1-E10

				Maximum pulling force						IEC-60794-1-E1

				Compression						IEC-60794-1-E3

				Impacts						IEC-60794-1-E4

				Operating temperatures   						IEC-60794-1-F1

				Connector specifications

				Type		Max
 Insertion Loss		Min
 Return Loss

				Multimode

				SC/PC		0.35 dB		35 dB

				LC/PC		0.35 dB		35 dB

				Single Mode

				SC/PC		0.35 dB		50 dB

				LC/PC		0.35 dB		50 dB

																		Insertion loss for individual MPO connection

																		Fibre type		Multimode
(OM3 or OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Typical loss		0.3 dB		0.3 dB

																		Normal loss connection
Max loss		0.6 dB		0.6 dB

																		Low loss connection
Typical loss		0.15 dB		0.15 dB

																		Low loss connection
Max loss		0.35 dB		0.35 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Insertion loss for MPO cassette

																		Fibre type		Multimode
(OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Max loss		0.9 dB		0.9 dB

																		Low loss connection
Max loss		0.6 dB		0.6 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Cable Characteristics

																		Fibre count		12F/24F/48F		96F

																		Cable Diameter		5.4 mm		6.4 mm

																		Cable Weight (kg/km)		31 kg		50 kg

																		Minimum bending radius during installation		80 mm		100 mm

																		Minimum bending radius installed		65 mm		65 mm

																		Mechanical characteristics

																		Maximum tensile load		1000N

																		Max. Load. Long Term		250.0N

																		Crush resistance
(IEC 60794-1-E3)		100N/cm

																		Mechanical resistance
to impacts		10 impacts of 1 N.m

																		Usage characteristics

																		Operating temperature
Range		-10 .. 60°C

																		Storage temperature
Range		-20 .. 60°C

																		Fire retardant		IEC 60332-3

																		Flame retardant		IEC 60332-1

																		Construction characteristics

																		Cabinet format		19"

																		Colour		Black

																		Material		Steel

																		Dimensional characteristics

																		Width		900mm

																		Depth		600mm

																		Height		2150mm

																		Heightunit		42U

																		Approximate net weight		110.0kg

																		Mechanical characteristics

																		Carrying capacity		1000kg

																		Usage characteristics

																		Field of application		Data Centre

																		Type of cabinet		HD Cross-Connect

																		Packaging		Box

																		Water proof		IP 20
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				Electrical Performance Cat.6A - 4 Connector Channel - Part 1																								Electrical Performance Cat.6A - 4 Connector Channel - Part 2																										Electrical Performance Cat.6A F/FTP cable

				Frequency
MHz		Attn				NEXT (dB)						PSNEXT (dB)						ACR-F (dB)						Frequency
MHz		PS ACR-F (DB)				PS ANEXT (dB)						PS AACR-F (dB)						RL (dB)								Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

						Max		Typ		Std		Min		Typ		Std		Min		Typ		Std		Typ						Std		Typ		Std		Min		Typ		Std		Min		Typ		Std		Min		Typ						Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

				1		<4		4.0		65.0		67.0		85.0		62.0		64.0		74.8		63.3		69.9				1		60.3		66.9		80.0		90.0		92.0		77.0		92.0		94.0		19.0		21.0		21.0				1		2.1		2.1		74.3		104.3		72.3		102.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

				4		4.1		4.1		63.0		65.0		72.9		60.5		62.5		65.0		51.2		57.9				4		48.2		54.9		74.0		89.0		91.0		65.0		80.0		82.0		19.0		21.0		32.0				4		3.8		3.8		65.3		95.3		63.3		93.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

				10		6.4		6.3		56.6		58.6		65.0		54.0		56.0		58.5		43.3		49.9				10		40.3		46.9		70.0		85.0		87.0		57.0		72.0		74.0		19.0		21.0		28.0				10		5.9		5.9		59.3		89.3		57.3		87.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

				16		8.1		8.0		53.2		55.2		60.9		50.6		52.6		55.1		39.2		45.9				16		36.2		42.9		68.0		83.0		85.0		52.9		67.9		69.9		18.0		20.0		26.0				16		7.5		7.5		56.2		86.2		54.2		84.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

				20		9.1		9.0		51.6		53.6		59.0		49.0		51.0		53.5		37.2		43.9				20		34.2		40.9		67.0		82.0		84.0		51.0		66.0		68.0		17.5		19.5		25.0				20		8.4		8.4		54.8		84.8		52.8		82.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

				31.25		11.4		11.2		48.4		50.4		55.1		45.7		47.7		50.2		33.4		40.0				31.25		30.4		37.0		65.1		80.1		82.1		47.1		62.1		64.1		16.5		18.5		23.1				31.25		10.5		10.5		51.9		81.9		49.9		79.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

				62.5		16.3		15.9		43.4		45.4		49.1		40.6		42.6		45.1		27.3		34.0				62.5		24.3		31.0		62.0		77.0		79.0		41.1		56.1		58.1		14.0		16.0		20.0				62.5		15.0		15.0		47.4		77.4		45.4		75.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

				100		20.8		20.2		39.9		41.9		45.0		37.1		39.1		41.6		23.3		29.9				100		20.3		26.9		60.0		75.0		77.0		37.0		52.0		54.0		12.0		14.0		18.0				100		19.1		19.1		44.3		74.3		42.3		72.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

				155		26.2		25.4		36.7		38.7		41.2		33.8		35.8		38.3		19.5		26.1				155		16.5		23.1		57.1		72.1		74.1		33.2		48.2		50.2		10.1		12.1		16.1				155		24.1		24.1		41.4		71.4		39.4		69.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

				200		30.0		28.9		34.8		36.8		39.0		31.9		33.9		36.4		17.2		23.9				200		14.2		20.9		55.5		70.5		72.5		31.0		46.0		48.0		9.0		11.0		15.0				200		27.6		27.6		39.8		69.8		37.8		67.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

				250		33.8		32.5		33.1		35.1		37.0		30.2		32.2		34.7		15.3		22.0				250		12.3		19.0		54.0		69.0		71.0		29.0		44.0		46.0		8.0		10.0		14.0				250		31.1		31.1		38.3		68.3		36.3		66.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

				300		37.3		35.7		31.7		33.7		35.4		28.8		30.8		33.3		13.7		20.4				300		10.7		17.4		52.8		67.8		69.8		27.5		42.5		44.5		8.0		10.0		13.2				300		34.3		34.3		37.1		67.1		35.1		65.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

				500		49.3		46.7		27.9		29.9		31.0		24.8		26.8		24.9		9.3		16.0				500		6.3		13.0		49.5		64.5		66.5		23.0		38.0		40.0		8.0		10.0		11.0				500		45.3		45.3		33.8		63.8		31.8		61.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2

																																																						Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

																																																								Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

																																																						1		2.1		2.1		74.3		79.3		72.3		77.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

																																																						4		3.8		3.8		65.3		70.3		63.3		68.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

																																																						10		5.9		5.9		59.3		64.3		57.3		62.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

																																																						16		7.5		7.5		56.2		61.2		54.2		59.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

																																																						20		8.4		8.4		54.8		59.8		52.8		57.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

																																																						31.25		10.5		10.5		51.9		56.9		49.9		54.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

																																																						62.5		15.0		15.0		47.4		52.4		45.4		50.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

																																																						100		19.1		19.1		44.3		49.3		42.3		47.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

																																																						155		24.1		24.1		41.4		46.4		39.4		44.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

																																																						200		27.6		27.6		39.8		44.8		37.8		42.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

																																																						250		31.1		31.1		38.3		43.3		36.3		41.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

																																																						300		34.3		34.3		37.1		42.1		35.1		40.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

																																																						500		45.3		45.3		33.8		38.8		31.8		36.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2
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Al values are based on Worst Case 4 Connector Channel configurations according ISO11801 Class FA
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10 | 64 | 63 | 650 878|650 | 700 190 | 280 | 600 860 | 670 910 | 759

16 | 80 | 79 | 650 842 | 633 | 683 180 | 260 | 559 819 | 670 900 | 738

20 | 90 | 89 | 650 825|614 |664 175|250 | 540 800 | 670 894 | 729

3125 | 12 | 111|650 791 575 | 625 165 | 231 | 501 761 | 67.0 880 | 710 | 740
625 | 159 | 166 | 650 737 | 515 | 665 140 | 200 | 441 701 | 670 853 | 680 | 710
100 | 203 | 197 | 650 700 | 474 | 524 120 | 180 | 400 660 | 670 831 | 659 | 689
155 | 254 | 245 | 630 666 | 436 | 486 101 | 161 | 32 622 | 670 808 | 639 | 669
200 | 289 | 279 | 609 646 | 414 |464 90 | 150 | 340 600 | 670 794 | 628 | 658
250 | 325 | 312 | 591 628 | 394 | 444 80 | 140 | 320 560 | 670 781 | 618 | 648
300 | 357 341|577 613|378 |428 80 | 132|305 565|670 771 | 609 | 639
500 | 467 | 441|536 572 | 334 | 384 80 | 110 | 260 520 | 645 750 | 586 | 616
600 | 514 | 483|521 558|318 |368 80 | 102|244 504 | 633 750 | 578 | 608
700 | 558 | 521 | 508 545 305 | 365 75 | 95 | 231 491 | 623 750 | 67.1 | 601
800 | 599 | 557 | 497 535|203 | 343 70 | 90 | 219 479 | 615 750 | 564 | 594
900 | 638 | 591 | 488 525 | 283 | 333 65 | 85 | 200 469 | 607 740 | 659 | 569
1000 | 676 | 623 | 479 516 | 274 | 324 60 | 80 | 200 460 | 600 730 | 554 | 584
1250 20 250 80 400 700 500

‘Standard Values according 15011801 ClassFA.
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Core Diameter 50+ 2.5 um
Core Non-Circularity <50 %
Core/Clad Concentricity <10 ym
Cladding Diameter 125+ 1.0 ym
Cladding Non-Circularity <07 %
Coating Diameter 242 £ 5.0 um
Coating Non-Circularity <50 %
Coating/Clad Concentricity Error <10.0 um





image111.png
Core Diameter 50=25 um
Core Non-Circularit <50 %
Core/Clad Concentricit <1.0 um
Cladding Diameter 125 1.0 pm

=07 %

Cladding Non-Circularity





image112.png
Mode Field Diameter (1310 nm) 9.0%05 um
Cladding Diameter 125 1.0 pm
Coating Diameter 250 = 10.0 pm
Core/Cladding concentricity error =04 %
Cladding Non-Circularit <05 %
Proof test 700 psi
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Connector specifications

Type Max Min
Insertion Loss | Return Loss
Multimode
LCIPC 03dB 30d8
Single Mode
LCIPC 0.3d8 2048
LC/APC| __ 03dB 55dB
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Crossconnect — CP — TO model

Fixed horizontal cable.
<—CP link’

o
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N15a.DnnnccExxx-eC:
ENSPACE LC/LC Pre-Term

o fibre category 4: Singlemode 052
7: Muliimode OM4
9: Mullimode OMS

D: ENSPACE LC/IC PreTerm

- fibre count 12,24, 48 or 96

<: Connector fype. L: LC-connector
P: LC/APC connector

: Fan-out optimised for ENSPACE panel

o length in m

<: colour cable jacket Y : Yellow for Singlemode
A’ Aqua for OM4
V: Violet for OM4
L Lime Green for OMS

C: fire performance class Cca s1,d0,al
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1. LSZH outer sheath with UV resistant additive
2. Watertight glass yarns
3. Optical fibres (900 um)
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Mechanical and Dimensional Character

ics for Tight Buffer Universal
Number of optical fibres 6 [ 12 [

Norminal outer diameter 59 71| 85 mm
Approximate weight ERERES kgkm
Minimum static operating bending radius___| 886 | 106.5 [ 1275 mm
Minimum dynamic operating bending radius_| 118 | 142 | 170 mm
Maximum pulling force (IEC 60794-1-2-61) _| 600 | 800 | 1200 N
Mechanical resistance to impacts 10 impacts of 3 N.m
Crush resistance (IEC 60794-1E3) 1000 N/100mm
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Usage characteristics

Flame retardant IEC 60332-12
Fire retardant IEC 60332-3
[ Smoke densit IEC 61034
[Gases toxicit IEC 60754-1, 2
[ Ambient installation temperature, range 30_60°C
Operating temperature, range 40_70°C
[Storage temperature, range 40.70°C
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Fiber

Thixotropic Gel

Polybutylene Terephthalate (PBT) single loose tube

Water-swellable Glass Yarn

Polyester Ripcord

Halogen Free Flame Retardant (HFFR) UV resistant
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Mechanical and Dimensional Characteristics for Loose Tube Universal

Number of optical fibres 6 [ 12 [ 24

Nominal outer diameter 62 62 | 72 mm
Approsimate weight 56 | 56 | 70 kglkm
Minimum static operating bending radius 114 [ 114 | 120 mm
Minimum dynamic operating bending radius | 162 | 162 | 160 mm
Waximum pulling force (IEC 60794-1-2-£1) | 2000] 2000 | 2000 N

Crush resistance (IEC 60794-1-E3)

2000 N/100mm
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Characteristics

Bandwidth (Overfilled Launch) 850 nm

Bandwidth (Overfilled Launch) 1300 nm

Effective Modal Bandwidth (EMB) 850 nm

Transmission link length for 1GBASE-SR

1100
Transmission link length for 10GBASE-SR 350 (%) 550 (%) m
Transmission link length for 40GBASE-SR4 / 100GBASE-SR10 140 (%) 170 (%) m
Attenuation 850 nm =23 =24 dB/km
Attenuation 1300 nm <05 <06 dB/km
Numerical Aperture 0.20 = 0.015

Bending Loss 2 turns, Radius 7.5 mm - 850/1300nm <02/=05 dB
Bending Loss 2 turns, Radius 15 mm - 850/1300nm <01/=<03 dB
Group Index of Refraction (Typical) 850 nm 1,482

Group Index of Refraction (Typical) 1300 nm 1,477

*with engineered link of maximum 1.0 dB connector insertion loss
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Mechanical and Dimensional Characteristics for Looste Tube Universal

Number of optical fibres 48 [ 72 | 9% 144
Norminal outer diameter 104 104 | 118 15.0 mm
Approsimate weight 105 | 115 | 145 240 kafkm
Minimum static operating bending radius 104 | 104 | 118 150 mm
Minimum dynamic operating bending racius | 208 | 208 | 236 300 mm
Maximum pulling force (EC 50794-1-2€1) | 1800 | 1800 [ 1800 1800 N

Crush resistance (IEC 60794-1-E3)

2000 N/100mm
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Usage characteristi

Flame retardant IEC 60332-12
Fire retardant IEC 60332-3
[ Smoke densit IEC 61034
[Gases toxicit IEC 60754-1, 2
| Ambient installation temperature, range 30_70°C
Operating temperature, range 40_70°C
[Storage temperature._range 40_70°C
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1. Optical fibres (250 um)

2.Gel

3.Loose tube

4.Reinforced watertight glass yams

5. Cormugated steel tape armour

6.LSZH outer jacketwith UV resistant additive
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Mechanical and Dimensional Characteristics for armoured Loose Tube Universal]

‘Number of optical fibres 6 [ 12 [ 24

Nominal outer diameter 76| 76 | 84 mm
Approsimate weight 82 | 82 | 100 kglkm
Minimum static operating bending radius 114 | 114 | 126 mm
Winimum dynamic operating bending radius_| 162 | 162 | 168 mm
Waximum pulling force (IEC 60794-12.£1) | 1600] 1500 | 1500 N
Crush resistance (IEC 60794-1-E3) 1500 N/100mm
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+ 1.Central loose tube with 250 um fibres
«2.Gel

« 3.Reinforcing yams

« 4 Lateral strengths members

« 5.LS7H Outer sheath
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Mechanical and Dimensional Characteristics for Loose Tube UGUN

Number of optical fibres 6 [ 12 [ 24
Nominal outer diameter 60 60 | 60 mm
Approsimate weight 50 | 50 | 50 kgkm
Minimum static operating bending radius 9 [ 90 | % mm
Minimum dynamic operating bending radius | 120 | 120 | 120 mm
Waximum pulling force (IEC 60794-1-2-£1) | 1000] 1000 | 1000 N

Crush resistance (IEC 60794-1-E3)

2000 /100mm
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Ethernet distances

Applications Pre-Terminated ST/SC/LC Assemblies Direct termination or splicing with ST/SC/LC
# Connections 2 4 6 2 4 6
1GBase-SX 940m 930m 920m 900m 860m 800m
10GBase-SR 350m 350m 340m 340m 320m 300m
25GBase-SR 85m 80m 80m 75m 70m 60m
40G BDI 130m 125m 120m 115m 110m 100m

Fibre Channel Distances

Applications Pre-Terminated ST/SC/LC Assemblies Direct termination or splicing with ST/SC/LC
# Connections 2 4 6 2 4 6
1GFC (P-4 100-M5ESNH) 1200m 1180m 1140m 1100m 940m 800m
2GFC (P-4 200-M5E-SNH) 700m 680m 660m 640m 540m 440m
4GFC (P15 400-M5E-SNH) 440m 435m 430m 420m 380m 340m
8GFC (PI-5 800-MSE-SN-) 200m 195m 185m 180m 150m 125m
16GFC [PL5 1600-M5E-SNH) 135m 130m 125m 120m 95m 70m
32GFC (PH6 3200-5MFE-SNH) 85m 85m 80m 75m 65m 50m
10GFC (10GFC 1200M5ESNY]  350m 350m 340m 340m 320m 300m





image137.png




image138.png




image139.png




image140.emf

image141.jpeg




image142.jpeg
\n L




image143.jpeg




image144.jpeg




image145.jpeg




image146.jpeg




image7.png
Ethernet distances

Applications Pre-Terminated ST/SC/LC Assemblies Direct termination or splicing with ST/SC/LC
# Connections 2 4 6 2 4 6
1GBaseSX 970m 960m 940m 930m 880m 820m
10GBase SR 550m 540m 530m 520m 490m 460m
25GBase SR 120m 110m 105m 110m 90m 70m
40G BIDI 175m 150m 130m 140m NA NA
40G SWDM 350m 350m 350m 350m NA NA
100G BiDi 100m 100m 100m 100m NA NA
100G SWDM 100m 100m 100m 100m NA NA

Fibre Channel Distances

Applications PreTerminated ST/SC/LC Assemblies Direct termination or splicing with ST/SC/IC
# Connections 2 4 6 2 4 6
1GFC (PL4 100-MSFSNJ) 1250m 1230m 1200m 1140m 1000m 800m
2GFC (PL4 200 MSFSN) 750m 740m 720m 680m 560m 460m
AGFC [PL5 400MSFSNJ) 500m 475m 450m 470m 420m 370m
8GFC (PL5 800MSF-SN) 250m 230m 220m 220m 190m 130m
16GFC (P15 1600MSF-SN1) 170m 150m 145m 150m 125m 60m
32GFC [PL6 3200.5MF SN) 125m 115m 110m 110m 95m 65m
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Specified

Charact s Values

Bandwidth (Overfilled Launch) 850 nm > 3500

Bandwidth (Overfilled Launch) 953 nm > 1850

Bandwidth (Overfilled Launch) 1300 nm > 500

Effective Modal Bandwidth (EMB) 850 nm > 4700

Effective Modal Bandwidth (EMB) 953 nm > 2470

Transmission link length for 10GBASE-SR 550

Transmission link length for 40GBASE-SR4 190 m
Transmission link length for 25GBASE-SR 100 m
Transmission link length for 100GBASE-SR4 100 m
Transmission link length for 400GBASE-SR4.2 150 m
Transmission link length for 40G-BiDi 200 m
Transmission link length for 100G-BIiDi 150 m
Transmission link length for 40G SWDM4 440 m
Transmission link length for 100G SWDM4 150 m
Attenuation 850 nm =23 dB/km
Attenuation 953 nm <17 dB/km
Attenuation 1300 nm <06 dB/km
Numerical Aperture 0.200 = 0.015

Bending Loss 2 turns, Radius 7.5 mm - 850/1300nm <02/=05 dB
Bending Loss 2 turns, Radius 15 mm - 850/1300nm <01/=<03 dB
Bending Loss 100 turns, Radius 37.5 mm - 850/1300nm <05/=<05 dB
Group Index of Refraction (Typical) 850 nm 1.482

Group Index of Refraction (Typical) 1300 nm 1477

* with engineered link of maximum 1.0 dB connector insertion loss
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2. Adaptor plates for splicing, direct termination and pre-term

Part Number Description

N205 AMTP6MMUD  LANmark-OF Adaptor Plate 6 MTP Mulimode Key Up Key Down Aqua
N205 AMTPSMMUU ~ LANmark-OF Adaptor Plate 6 MTP Multimode Key Up Key Up Grey
N205ALC12MMA  LANmark-OF Adaptor Plate 12 LC Mulimode Aqua
N205ALC24MMA  LANmark-OF Adaptor Plate 24 LC Mulimode Aqua
N205ALC12SMB  LANmark-OF Adaptor Plate 12 LC Singlemode Blue
N205ALC24SMB  LANmark-OF Adaptor Plate 24 LC Singlemode Blue
N205ALC12SAG  LANmark-OF Adaptor Plate 12 LC APC Singlemode Green
N205ALC24SAG  LANmark-OF Adaptor Plate 24 LC APC Singlemode Green
N205ASCOBMMA ~ LANmark-OF Adaptor Plate 06 SC Mutimode Aqua
N205ASC12MMA  LANmark-OF Adaptor Plate 12 SC Muttimode Aqua
N205ASC0BSMB  LANmark-OF Adaptor Plate 06 SC Singlemode Blue
N205ASC12SMB  LANmark-OF Adaptor Plate 12 SC Singlemode Blue
N205ASC06SAG  LANmark-OF Adaptor Plate 06 SC Singlemode APC Green
N205ASC12SAG  LANmark-OF Adaptor Plate 12 SC Singlemode APC Green

m Gy
—R=N A =
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Ethernet distances

Applications Pre-Terminated ST/SC/LC Assemblies Direct termination or splicing with ST/SC/LC
# connections 2 4 6 2 4 6
1GBaseSX 970m 960m 940m 930m 880m 820m
10GBase SR 550m 540m 530m 520m 490m 460m
25GBase SR 120m 110m 105m 110m 90m 70m
40G BIDI 175m 150m 130m 140m NA NA
40G SWDM 440m 440m 440m 440m NA NA
100G BiDi 100m 100m 100m 100m NA NA
100G SWDM 150m 150m 150m 150m NA NA

Fibre Channel Distances

Applications PreTerminated ST/SC/IC Assemblies Direct termination or splicing with ST/SC/IC
# connections 2 4 6 2 4 6
TGFC (Pl4 100M5FSNI) 1250m 1230m 1200m 1140m 1000m 800m
2GFC (PL4 200 MSF-SN) 750m 740m 720m 680m 560m 460m
4GFC [PL5 400M5FSNI) 500m 475m 450m 470m 420m 370m
8GFC (PL5 800MSF.SN) 250m 230m 220m 220m 190m 130m
T6GFC (PL5 1600M5F-SN1) 170m 150m 145m 150m 125m 60m
32GFC (PL6 3200 5MF SN) 125m 115m 110m 110m 95m 65m

Applications are only warranted if LANmark-OF OMS patch cords and pigtails or connectors are used.
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A. LC adaptor modules

Part Number Deseription

[NSPACEPLC12AS | LANmark-OF ENSPACE Adaptor Module 12 LC Multimode Aqua Shutters Integrated

[NSPACEPLC12VS | LANmark OF ENSPACE Adaptor Module 12 LC Multimode Violet Shutters Integrated

[NsPACEPLC12LS | LANMark-OF ENSPACE Adaptor Module 12 LC Multimode Lime Green Shutters Integrated

[NSPACEPLC12BS | LANmaricOF ENSPACE Adaptor Module 12 LC Singlemade Blue Shuters Intagrated

[NSPACEPLC12GS | LANmark-OF ENSPACE Adaptor Module 12 LC/APC Singlemode Green Shutters Integrated

NSPACE PLC12AS NSPACE.PLC12VS NSPACE.PLCLS

<!

NSPACE PLC12BS NSPACE PLC12GS

»
&
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B. MTP adaptor modules

Part Nomber

T Do

[seaCE PhTeon

AN mark OF ENSPACE Adaplor Modl 2 VTP Miltimode ey Up Key Do A

space purpan

ANk OF ENSPACE Adaptor iodul éx MTP Mistmode Key Up key Dovin v

[seace pnareon

[LANmark OF ENSPACE Adaptor iodul bx MTP Mltimode Key Up key Dorin Aaua

[seace ey

AN mark OF ENSPACE Adaplor Miodle 2 VTP Mtimod ey Us Key Down Vet

[space.ouToay

[Nk OF ENSPACE Adsptor Module 4« MTP Multimod Koy Up Koy Dov Voot

[seace eV

[LANmrk OF ENSPACE Adaptor iodul bx MTF Mtmode Key Us key Dovin Vot

[spacc rhteau

AN mark OF ENSPACE Afaptor Mol VTP Mistmode ey Uy Key Up Grey

[space ooy

[LANemark OF ENSPACE Adaptor ol 4« MTP Muitimode Koy Up Key Up Grey

[space arrou

[LANmrk OF ENSPACE Afaptor iodul bx MTF Mistmode Key Up key Up Grey

[spACE phToaG

[CANmark OF ENSPACE Aaptor iodls 2 VTP il Koy Us Key Dovn Groen

[nsoace pmrvac

[LANmrc OF ENSPACE Adspror iadule 4« MTP Singlemode Key Us Key Dovin Green

[hspace oG

[iNmark OF ENSPACE Adsptor il 6« MTP Siglomode Key Us Key Down roen

NSPACE PMTP2A NSPACE PMTP4A

NSPACE PMTP8A NSPACE PMTP6G
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C. MTP/LC modules

Part Number

Description

NSPACEMSLCI2AS

[LANmark-OF ENSPACE MTP-Module Straight 12 LC Multimode Aqua Shutters Integrated

NSPACEMSLCIZVS

|LANmark-OF ENSPACE MTP-Module Straight 12 LC Multimode Violet Shutters Integrated

NSPACE.MSLCI2LS

|LANmark-OF ENSPACE MTP-Module Straight 12 LC Multimode Lime Green Shutters Integrated

NSPACE.MSLC12B5

[LANmerk-OF ENSPACE MTP-Module Straight 12 LC Singlemode Blue Shutters Integrated

NSPACE.MSLC12GS

[LANmark-OF ENSPACE MTP-Module Straight 12 LC/APC Singlemode Green Shutters Integrated

NSPACE.MCLC12A5

[ANmark-OF ENSPACE MTP-Module Crossed 12 LC Multimode Aqua Shutters Integrated

NSPACE.MCLC12VS

|LANmark-OF ENSPACE MTP-Module Crossed 12 LC Multimoge Violet Shutters Integrated

NSPACE MCLC12LS

[LANmark-OF ENSPACE MTP-Module Crossad 12 LC Multimode Lime Graen Shutters Integratad

NSPACE.MCLC1285

[LANmark-OF ENSPACE MTP-Module Crossed 12 LC Singlemode Blue Shutters Integrated

NSPACE.MCLC12GS

[LANmark-OF ENSPACE MTP-Module Crossed 12 LC/APC Singlemode Green Shutters Integrated

NSPACE MSLC12AS

NSPACE.MSLC12BS NSPACE.MSLC12GS
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Cable brackets

Fort Nomber Deseription

[NSPACE £PCB1UAS |LANmarkOF ENSPACE Paten Pane! Cabls Bracket 1043l

[NSPACE SPCE2LSS |LANmark-OF ENSPACE Patcn Panel Cable racket 20 A siots

Cable glands
Fort Nomber Deseripion
[Reso.18 [Cmar-OF Casle Gland Rboar Boct 20 101

Note: suitable for cable diameter from 4.0 mm to 7.8 mm

Fibre protection tube

Port Nomber Doceription
[neso00s1 [ CmarkcOF Faaut mm Tube 25m Aavs

[hasocsz [CANmar OF Fr it 3mm e Z5m Vilet.
[neso0s3 [Lahmar.OF Faout 3mm Tube 26m Lime Grean
[ieso0050 [CShmarc-OF Pt Smm Tube Zom vallow,

QOO O
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Adhesive heat shrinkable sleeve

Fart Nomber Desaripiion
[Feso.060 [C5RmricOr Feas Sk Fam Gt 0%
Labelling strips
Part Number Description

INspACE pPriDLBIU

[CARmarkOF ENSPACE D Port Labes 10 108

[NspacE pPrLE2U

[LARmaricOF ENSPACE D Port Labes 20 108
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Tray labeling

Side handies forimproved Tray locks
grip on trays.
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Character

Spec Values

Fibre type G.657.A1

Transmission link length for 1000Base-LX 5000 m
Transmission link length for 10GBase-LR 10000 m
Transmission link length for 10GBase-LX4 10000 m
Transmission link length for 10GbitFC 10000 m
Attenuation 1310 nm 0.36 dB/km
Attenuation 1550 nm 0.22 dB/km
Zero Dispersion Wavelength 1300 - 1320 nm
Zero Dispersion Slope <0092 | ps/nmzkm
Polarization Mode Dispersion <01 ps/dkm
Concatenated Polarization Mode Dispersion <0.08 ps/jkm
Cable cut-off Wavelength = 1260 nm
Chromatic Dispersion (1550 nm) =18 ps/nm.km)
Bending diameter loss (@ 1550/1625 nm) 20mm x 1 turn <0.75/15 dB
Bending diameter loss (@ 1550/1625 nm) 30mm x 10 turn <0.25/1.0 dB
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125 pm fibre

Primary coating

250 ym coating

900 pm tube
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Insertion

9 loss max.
SCLC  PC 02548 >30dB
02548 >50dB
>65dB

Multimode
Singlemode  SCLC  UPC
Singlemode SCAC _ APC__ 0.25dB
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LANmark-OF SM / Direct Termination, Splicing and Pre-Terminated *

Applications 2 connections 3 connections 4 connections 5 connections 6 connections
TGBaselX 5000 4900 4500 4000 3500
10GBaselR 10 000 9000 7500 6000 4500
10GBaselW 10 000 9000 7500 6000 4500
AGBItFC (P15 400-SMLCL) 10 000 10 000 7500 6000 4000
BGBItFC (PI-5 800-SMACL) 10 000 10 000 7500 6000 4000
10GBaseFC (1200-SMALL) 10 000 9000 7500 6000 4500
10GBaseFC (1200-SMAC41) 10 000 8500 6750 5250 3500
16GbitFC [PL5 1600-SMACL) 10 000 10 000 7500 6000 4000
40GbaseR4 10 000 10 000 9000 7000 5000
100Gbase{R4 10 000 10 000 8000 6000 4000

* with one splice every 2 km between 2 connections if required.
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ultimode fibres / Wavelength mm

100tums on a 37,5 mm radius mandrel <0,5dB <0,5dB
2turns on a 15 mm radius mandrel <0,1dB <0,3dB
2turns on a 7,5 mm radius mandrel <0,2dB <0,5dB
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Singlemode fibres / Wavelength mm

10 tumns on a 15 mm radius mandrel <0,25dB <1,0dB
1tums on a 7,5 mm radius mandrel <0,75dB <15dB
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N121.4MCY LANmark-OF Pigtail SC/UPC Singlemode Maxistrip LSZH 9/125 1m Yellow
N121.4MLY LANmark-OF Pigtail LC/UPC Singlemode Maxistrip LSZH 9/125 1m Yellow
N121.4MDY LANmark-OF Pigtail SC/APC Singlemode Maxistrip LSZH 9/125 1m Yellow
N121.4MPY LANmark-OF Pigtail LC/APC Singlemode Maxistrip LSZH 9/125 1m Yellow
N121 5SMCA LANmark-OF Pigtail SC OM3 Maxistrip LS§ZH 50/125 1m Aqua
N121 5SMLA LANmark-OF Pigtail LC OM3 Maxistrip LS§ZH 50/125 1m Aqua
N121. 7MCA LANmark-OF Pigtail SC OM4 Maxistrip LS§ZH 50/125 1m Aqua
N121.7MLA LANmark-OF Pigtail LC OM4 Maxistrip LSZH 50/125 1m Aqua
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125 pm fibre

Primary coating

900 um buffer

Tight Buffer pigtail
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N121.4TCY
N121.4TLY

N121.4TDY
N121.4TPY
N121.5TCA
N121.5TLA
N121.7TCA
N121.7TLA

LANmark-OF Pigtail SC/UPC Singlemode Tight Buffer LSZH 9/125 1m Yellow
LANmark-OF Pigtail LC/UPC Singlemode Tight Buffer LSZH 9/125 1m Yellow
LANmark-OF Pigtail SC/APC Singlemode Tight Buffer LSZH 9/125 1m Yellow
LANmark-OF Pigtail LC/APC Singlemode Tight Buffer LSZH 9/125 1m Yellow
LANmark-OF Pigtail SC OM3 Tight Buffer LSZH 50/125 1m Aqua
LANmark-OF Pigtail LC OM3 Tight Buffer LSZH 50/125 1m Aqua
LANmark-OF Pigtail SC OM4 Tight Buffer LSZH 50/125 1m Aqua
LANmark-OF Pigtail LC OM4 Tight Buffer LSZH 50/125 1m Aqua
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Cross-over patch cord (A1to B2 & B1 to A2)
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LAN channel
PUTIEN L LY HSOEEl  Cat.6A | Cat.6A | Cat.7A | Cat.7A
AWG 23 |AWG 22| AWG 23 | AWG 22
10base-T Without PoE 177 177 177 177
Ethernet With PoE 135 160 165 177
100Base-T Without PoE 145 160 145 160
Fast Ethernet With PoE 135 160 135 160
1000BaseT | Without PoE 145 160 145 160
Gigabit Ethernet | With PoE 145 160 135 160
2.5GBase-T Without PoE 125 135 125 135
2.5 Gigabit Ethernet | With PoE 125 135 125 135
5GBase-T Without PoE 125 135 125 135
5Gigabit Ethernet | With PoE 125 135 125 135
10GBase-T Without PoE 105 125 105 125
10 Gigabit Ethernet) | With PoE 100 100 100 100
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Construction characteristics
Amour type
Fiber optictype
Outer sheath
Transmission characteristics
Return Loss, Minimum, d&
Insertion Loss, maximum, 6B
Mochanical characteristics
Maximum puling force (IEC 60794-1-2:€1)
Crush resistance (IEC 60764-1-£3)
Usage characteristics
Minimum static operating bending
Operating temperature, range:

Aramid yam
OM3 501125
LSZHFR

2008
02508

200N
100 Niem

10mm
-10..50°C
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LANark-OF Slimflex patch cords OM3 & OMA

N122.5LLAX [ANmark-OF Slimflex Patch Cord DLC-DLC OM3 LSZH Xm Aqua

N122.5CLAX LANmark-OF Slimflex Patch Cord DSC-DLC OM3 LSZH Xm Aqua
N122.5CCAX [LANmark-OF Slimflex Patch Cord DSC-DSC OM3 LSZH Xm Aqua

N122.7CLAX [LANmark-OF Slimflex Patch Cord DLC - DSC OM4 LSZH Aqua Xm
[N122.7CCAX

[LANmark-OF Slimflex Patch Cord DSC - DSC OMA4 LSZH Aqua Xm
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CONSTRUCTION CHARACTERISTICS
Armour type

Colour.

Outer sheatn
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Dimensional characteristics

Outer Diameter 2mm
Transmission characteristics.
Insertion Loss, maximum, d8 02508

Return Loss, Minimum, dB 3048
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Mechanical characteristics
Crush resistance (IEC 60794-1-E3)
Maximum puling force (IEC 60764-1-2-E1)
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Nexans ref. Name Fiber optic type.
N1227UUAX  LANmark-OF ENSPACE Patch Cord DLC-DLC OM4 LSZH xm Aqua OMa 50/125
N1224UUYx  LANmark-OF ENSPACE Patch Cord DLC-DLC SM LSZH xm Yellow SingleMode 9/125.
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Max Typ Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ.

1 2.1 2.1 74.3 79.3 72.3 77.3 67.8 92.8 64.8 >60 67.0 90.0 67.0 87.9 20.0 26.0

4 3.8 3.8 65.3 70.3 63.3 68.3 55.8 80.8 52.8 57.2 67.0 90.0 66.2 75.9 23.0 29.0

10 5.9 5.9 59.3 64.3 57.3 62.3 47.8 72.8 44.8 49.3 67.0 87.0 58.2 67.9 25.0 31.0

16 7.5 7.5 56.2 61.2 54.2 59.2 43.7 68.7 40.7 45.2 67.0 85.0 54.1 63.8 25.0 31.0

20 8.4 8.4 54.8 59.8 52.8 57.8 41.8 66.8 38.8 43.2 67.0 84.0 52.2 61.9 25.0 31.0

31.25 10.5 10.5 51.9 56.9 49.9 54.9 37.9 62.9 34.9 39.4 67.0 82.1 48.3 58.0 23.6 29.6

62.5 15.0 15.0 47.4 52.4 45.4 50.4 31.9 56.9 28.9 33.3 65.6 79.0 42.3 52.0 21.5 27.5

100 19.1 19.1 44.3 49.3 42.3 47.3 27.8 52.8 24.8 29.3 62.5 77.0 38.2 47.9 20.1 26.1

155 24.1 24.1 41.4 46.4 39.4 44.4 24.0 49.0 21.0 25.5 59.6 74.1 34.4 44.1 18.8 24.8

200 27.6 27.6 39.8 44.8 37.8 42.8 21.8 46.8 18.8 23.2 58.0 72.5 32.2 41.9 18.0 24.0

250 31.1 31.1 38.3 43.3 36.3 41.3 19.8 44.8 16.8 21.3 56.5 71.0 30.2 39.9 17.3 23.3

300 34.3 34.3 37.1 42.1 35.1 40.1 18.3 43.3 15.3 19.7 55.3 69.8 28.7 38.4 16.8 22.8

500 45.3 45.3 33.8 38.8 31.8 36.8 13.8 38.8 10.8 15.3 52.0 66.5 24.2 33.9 15.2 21.2

PS AACR-F (dB) RL (dB)
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1
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MHz
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Construction characteristics

Cabinet format

19°

Top cable entry

through brush panel

Bottom cable entry

through sliding access

Cable management

Lateral front cable manager

Material

Steel

Colour

Black

Type of front door

Double glass doors

Type of rear door

Double full metal doors

nal character

19" frame

Front & rear

[ Aprroximate net weight

120 kg /128 kg

Depth 800 mm / 1000 mm
width 800 mm
Height 2017 mm
Height units 42u
Loading capacity 1500 kg

IK rating

Usage characteristics

IP rating

1P 20

Locking system

3 locking points with mechanical handle

Packaging

Carton
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ruction characteristics

Cabinet format

19°

Top cable entry

Through brush panel

Bottom cable entry

Through sliding access

Cable management

Lateral front cable manager

Material

Steel

Colour

Black

Type of front door

Double perforated at 80%

Type of rear door

Double perforated at 80%

ensional characteri

19" frame

Front & rear

[ Aprroximate net weight

from 114 kg to 153 kg

Depth 800 mm / 1000 mm / 1200 mm
[Width 800 mm

Height 2017 mm / 2195 mm
Height units 4207470

Loading capacity 1500 kg

Mech

anical characteristics

IK rating

7

Usage characteristics

Locking system

3 loching points with mechanical handle

Packaging

Carton
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Sheet1

		

				Characteristics		Spec. Values		Unit				Characteristics		Spec Values		Unit

				Core Diameter		50 ± 2.5 		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core/Clad Concentricity		≤ 1.5		µm				Transmission link lengths for 1 Gb/s (SX/LX)		550/550		m

				Cladding Diameter		125 ± 1.0		µm				Transmission link lengths for 10 Gb/s (SR/LX4)		82/300		m

				Cladding Non-Circularity		≤ 1.0		%				Attenuation 850 nm		3.0		dB/km

				Coating Diameter		250 ± 15.0		µm				Attenuation 1300 nm		1.0		dB/km

				Coating/Clad Concentricity Error		≤ 10.0		µm				Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

				Characteristic		Spec Values		Unit

				Mode Field Diameter		9.2 ± 0.5 		µm				Characteristics		Spec Values		Unit

				Cladding Diameter		125 ± 1.0		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 1500		Mhz.km

				Coating Diameter		245 ± 10.0		µm				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Effective Modal Bandwidth (EMB) 850 nm		≥ 2000		Mhz.km

				Cladding Non-Circularity		≤ 2.0		%				Transmission link lengths for 1 Gb/s (SX/LX)		880/550		m

				Proof test		100		psi				Transmission link lengths for 10 Gb/s (SR/LX4)		330/300		m

												Transmission link lengths for 40 Gb/s (SR4)		100		m

												Transmission link lengths for 100 Gb/s (SR10)		100		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												Characteristics		Spec Values		Unit

												Bandwidth (Overfilled Launch) 850 nm		≥ 3500		Mhz.km

												Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

												Effective Modal Bandwidth (EMB) 850 nm		≥ 4700		Mhz.km

												Transmission link lengths for 1 Gb/s (SX/LX)		900/550		m

												Transmission link lengths for 10 Gb/s (SR/LX4)		550*/300		m

												Transmission link lengths for 40 Gb/s (SR4)		150*		m

												Transmission link lengths for 100 Gb/s (SR10)		150*		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												* with engineered link of maximum 1.0 dB connector insertion loss

												Characteristics		Spec Values		Unit

												Fibre type		G.652.D

												Transmission link length for 1000Base-LX		5000		m

												Transmission link length for 10GBase-LR		10000		m

												Transmission link length for 10GBase-LX4		10000		m

												Transmission link length for 10Gbit-FC		10000		m

												Attenuation 1300 nm		0.40		dB/km

												Attenuation 1385 nm		0.40		dB/km

												Attenuation 1550 nm		0.28		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Cut-off wavelength		1150 - 1330		nm

												Dispersion 1285-1330 nm		≤ 3.5		ps/nm.km

												Dispersion 1550 nm		≤ 18		ps/nm.km

												Zero dispersion 		1310 ± 10		nm

												Dispersion mode polarisation		≤ 0.2		ps/√km





Sheet2

				Microbundle

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum pulling force (IEC 60794-1-2-E1)		1000N

				Maximum operating pulling force		250N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-10 .. 60°C

				Storage temperature, range		-20 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				TB universal

				Mechanical characteristics						Mechanical and Dimensional Characteristics for Tight Buffer Universal

				Mechanical resistance to impacts		100 impacts of 1 N.m				Number of optical fibres		4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm				Nominal outer diameter		5.7		5.7		6.5		7.5		10.6		mm

				Usage characteristics						Approximate weight		38		38		47		68		135		kg/km

				Flame retardant		IEC 60332-1				Minimum static operating bending radius		90		90		100		120		160		mm

				Fire retardant		IEC 60332-3				Minimum dynamic operating bending radius		120		120		130		150		210		mm

				Ambient installation temperature, range		0 .. 40°C				Maximum pulling force (IEC 60794-1-2-E1)		1000		1000		1300		1700		2300		N

				Operating temperature, range		-40 .. 70°C				Maximum operating pulling force		300		300		400		500		550		N

				Storage temperature, range		-40 .. 70°C

				TB indoor

				Mechanical characteristics						Mechanical and Dimensional Characteristics for Tight Buffer Indoor

				Mechanical resistance to impacts		100 impacts of 1 N.m				Number of optical fibres		4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm				Nominal outer diameter		4.6		4.6		5.3		6.6		7.3		mm

				Usage characteristics						Approximate weight		24		24		33		48		60		kg/km

				Flame retardant		IEC 60332-1				Minimum static operating bending radius		45		45		70		70		75		mm

				Fire retardant		IEC 60332-3				Minimum dynamic operating bending radius		100		100		110		135		150		mm

				Ambient installation temperature, range		0 .. 40°C				Maximum pulling force (IEC 60794-1-2-E1)		700		700		1200		1200		1900		N

				Operating temperature, range		-20 .. 60°C				Maximum operating pulling force		200		200		300		300		550		N

				Storage temperature, range		-40 .. 60°C

										Mechanical and Dimensional Characteristics for Micro-bundle Indoor

										Number of optical fibres		12		24		48		96

										Nominal outer diameter		5.4		5.4		5.4		6.4		mm

										Approximate weight		37		37		37		50		kg/km

										Minimum static operating bending radius		65		65		65		65		mm

										Minimum dynamic operating bending radius		80		80		80		100		mm

										Maximum pulling force (IEC 60794-1-2-E1)		700		700		1200		1200		N

										Maximum operating pulling force		200		200		300		300		N

				Microbundle universal 24-72 FO

				Mechanical characteristics

				Nominal outer diameter		7.2mm

				Approximate weight		64kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum operating pulling force		600N

				Maximum pulling force (IEC 60794-1-2-E1)		2000N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-30 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Minimum static operating bending radius		75mm

				Minimum dynamic operating bending radius		150mm

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				Microbundle universal 4-12 FO

				Mechanical characteristics

				Nominal outer diameter		5.6mm

				Approximate weight		42kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		1 impact of 3 N.m

				Crush resistance (IEC 60794-1-E3)		200N/cm

				Maximum operating pulling force		700N

				Maximum pulling force (IEC 60794-1-2-E1)		2200N

				Usage characteristics

				Flame retardant		IEC 60332-1

				Fire retardant		IEC 60332-3

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-40 .. 60°C

				Minimum static operating bending radius		60mm

				Minimum dynamic operating bending radius		60mm

				UD

				Usage characteristics						Mechanical and Dimensional Characteristics for UD PE Outdoor cable

				Ambient installation temperature, range		0 .. 40 °C				Number of optical fibres		4		6		8		12		24

				Operating temperature, range		-30 .. 60 °C				Nominal outer diameter		8.1		8.1		8.1		8.1		9.1		mm

				Storage temperature, range		-40 .. 70 °C				Approximate weight		50		50		50		50		73		kg/km

										Minimum static operating bending radius		160		160		160		160		180		mm

										Minimum dynamic operating bending radius		205		205		205		205		225		mm

										Crush resistance (IEC 60794-1-E3)		300		300		300		300		400		N/cm

										Mechanical resistance to impacts		100		100		100		100		100		impacts of 3Nm

										Maximum pulling force (IEC 60794-1-2-E1)		1150		1150		1150		1150		1450		N

										Maximum operating pulling force		560		560		560		560		700		N

				UC LSZH

				Usage characteristics

				Nominal outer diameter		9.5mm

				Approximate weight		129kg/km

				Mechanical characteristics

				Maximum pulling force (IEC 60794-1-2-E1)		1500N

				Maximum operating pulling force		450N

				Mechanical resistance to impacts		100 impacts of 3 N.m

				Crush resistance (IEC 60794-1-E3)		300N/cm

				Usage characteristics

				Minimum dynamic operating bending radius		210.0mm

				Minimum static operating bending radius		150mm

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1





Sheet3

		

		OM2		Field Terminated fibres (Splicing or Direct Termination)

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections

				100 Base-SX		412m		-		-		-		-

				1Gbit SX		550m		550m		500m		440m		370m

				1Gbit LX		550m		550m		530m		460m		370m

				10Gbit SR		82m		82m		82m		76m		67m

				10Gbit LX4		300m		290m		270m		250m		230m

				10Gbit LRM		220m		-		-		-		-

				1Gbit FC - serial		500m		500m		500m		500m		430m

				2Gbit FC - serial		300m		300m		280m		230m		160m

				4Gbit FC - serial		150m		150m		140m		110m		65m

				10Gbit FC - serial		82m		82m		82m		76m		67m

		OM3		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		880		780		700		620		520				1GBase-SX		920		840		820		760		720				1GBase-SX		820		440				1GBase-SX		880		680		440		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350		-		-

				10GBase-SR		330		290		270		240		210				10GBase-SR		350		320		300		290		270				10GBase-SR		310		190				10GBase-SR		330		260		190		80

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220		-		-

				10GBase-LRM		220		-		-		-		-				10GBase-LRM		220		-		-		-		-				1GBit FC - serial		1020		460				1GBit FC - serial		1140		780		460		120

				1GBit FC - serial		1160		960		840		700		540				1GBit FC - serial		1240		1080		1020		940		860				2GBit FC - serial		580		120				2GBit FC - serial		660		400		-		-

				2GBit FC - serial		660		540		440		340		200				2GBit FC - serial		720		620		580		520		460				4GBit FC - serial		330		-				4GBit FC - serial		370		230		-		-

				4GBit FC - serial		380		300		250		190		90				4GBit FC - serial		400		350		330		300		260				10GBit FC - serial		310		190				10GBit FC - serial		330		260		-		-

				10GBit FC - serial		330		290		270		240		210				10GBit FC - serial		350		320		300		290		270				40GBase-SR4		100		-				40GBase-SR4		130		100		-		-

																																100GBase-SR10		100		-				100GBase-SR10		130		100		-		-

		OM4		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connectors		3 connectors		4 connectors		5 connectors		6 connectors				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		900		800		720		640		520				1GBase-SX		940		880		840		800		740				1GBase-SX		840		460				1GBase-SX		900		700		460		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350		-		-

				10GBase-SR		550		460		420		380		330				10GBase-SR		550		490		470		450		430				10GBase-SR		490		290				10GBase-SR		520		400		290		110

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220		-		-

				10GBase-LRM		220		-		-		-		-				10GBase-LRM		220		-		-		-		-				1GBit FC - serial		1060		480				1GBit FC - serial		1200		800		480		120

				1GBit FC - serial		1220		1000		860		720		560				1GBit FC - serial		1300		1140		1060		980		880				2GBit FC - serial		620		140				2GBit FC - serial		700		440		140		-

				2GBit FC - serial		720		580		480		360		220				2GBit FC - serial		780		680		620		560		500				4GBit FC - serial		360		-				4GBit FC - serial		400		250		20		-

				4GBit FC - serial		410		340		280		200		100				4GBit FC - serial		440		390		360		330		290				10GBit FC - serial		490		290				10GBit FC - serial		520		400		290		110

				10GBit FC - serial		550		460		420		380		330				10GBit FC - serial		550		490		470		450		430				40GBase-SR4		120		-				40GBase-SR4		150		120		-		-

																																100GBase-SR10		120		-				100GBase-SR10		150		120		-		-

		OS2

				Field Terminated fibres (Splicing or Direct Termination) with one splice every 2 km between 2 connections if required																												MPO Connectivity										Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections																		Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules

				100 Base-FX		2000m		-		-		-		-																		1GBase-LX		5000m		1000m		-				1GBase-LX		5000m		3000m		-

				1Gbase LX		5000m		4900m		4500m		4000m		3500m																		10Gbase LR		9000m		4000m		-				10Gbase LR		9000m		6500m		2500m

				10Gbase LR		10000m		9000m		7500m		6000m		4500m

				10Gbase LW		10000m		9000m		7500m		6000m		4500m

				10Gbase LX4		10000m		8500m		6750m		5250m		3500m

				10GBase FC (1200-SM-LL-L)		10000m		9000m		7500m		6000m		4500m

				10GBase FC (1200-SM-LC4-L)		10000m		8500m		6750m		5250m		3500m





Sheet4

		

				Cable Specifications

				Fibre
count		Diameter		Sheath		Min. bending radius

				6		6,10mm		LSZH		150 mm

				12		6,60mm		LSZH		150 mm

				24		8,1mm		LSZH		150 mm

				Fibre
count		Max
Pulling force		Compression		Impacts		Temp.range

				6		100daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				12		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				24		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				Measurement Standard Mechanical Performances

				Min.bending radius   						IEC-60794-1-E10

				Maximum pulling force						IEC-60794-1-E1

				Compression						IEC-60794-1-E3

				Impacts						IEC-60794-1-E4

				Operating temperatures   						IEC-60794-1-F1

				Connector specifications

				Type		Max
 Insertion Loss		Min
 Return Loss

				Multimode

				SC/PC		0.35 dB		35 dB

				LC/PC		0.35 dB		35 dB

				Single Mode

				SC/PC		0.35 dB		50 dB

				LC/PC		0.35 dB		50 dB

																		Insertion loss for individual MPO connection

																		Fibre type		Multimode
(OM3 or OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Typical loss		0.3 dB		0.3 dB

																		Normal loss connection
Max loss		0.6 dB		0.6 dB

																		Low loss connection
Typical loss		0.15 dB		0.15 dB

																		Low loss connection
Max loss		0.35 dB		0.35 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Insertion loss for MPO cassette

																		Fibre type		Multimode
(OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Max loss		0.9 dB		0.9 dB

																		Low loss connection
Max loss		0.6 dB		0.6 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Cable Characteristics

																		Fibre count		12F/24F/48F		96F

																		Cable Diameter		5.4 mm		6.4 mm

																		Cable Weight (kg/km)		31 kg		50 kg

																		Minimum bending radius during installation		80 mm		100 mm

																		Minimum bending radius installed		65 mm		65 mm

																		Mechanical characteristics

																		Maximum tensile load		1000N

																		Max. Load. Long Term		250.0N

																		Crush resistance
(IEC 60794-1-E3)		100N/cm

																		Mechanical resistance
to impacts		10 impacts of 1 N.m

																		Usage characteristics

																		Operating temperature
Range		-10 .. 60°C

																		Storage temperature
Range		-20 .. 60°C

																		Fire retardant		IEC 60332-3

																		Flame retardant		IEC 60332-1

																		Construction characteristics

																		Cabinet format		19"

																		Colour		Black

																		Material		Steel

																		Dimensional characteristics

																		Width		900mm

																		Depth		600mm

																		Height		2150mm

																		Heightunit		42U

																		Approximate net weight		110.0kg

																		Mechanical characteristics

																		Carrying capacity		1000kg

																		Usage characteristics

																		Field of application		Data Centre

																		Type of cabinet		HD Cross-Connect

																		Packaging		Box

																		Water proof		IP 20
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				Electrical Performance Cat.6A - 4 Connector Channel - Part 1																								Electrical Performance Cat.6A - 4 Connector Channel - Part 2																										Electrical Performance Cat.6A F/FTP cable

				Frequency
MHz		Attn				NEXT (dB)						PSNEXT (dB)						ACR-F (dB)						Frequency
MHz		PS ACR-F (DB)				PS ANEXT (dB)						PS AACR-F (dB)						RL (dB)								Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

						Max		Typ		Std		Min		Typ		Std		Min		Typ		Std		Typ						Std		Typ		Std		Min		Typ		Std		Min		Typ		Std		Min		Typ						Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

				1		<4		4.0		65.0		67.0		85.0		62.0		64.0		74.8		63.3		69.9				1		60.3		66.9		80.0		90.0		92.0		77.0		92.0		94.0		19.0		21.0		21.0				1		2.1		2.1		74.3		104.3		72.3		102.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

				4		4.1		4.1		63.0		65.0		72.9		60.5		62.5		65.0		51.2		57.9				4		48.2		54.9		74.0		89.0		91.0		65.0		80.0		82.0		19.0		21.0		32.0				4		3.8		3.8		65.3		95.3		63.3		93.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

				10		6.4		6.3		56.6		58.6		65.0		54.0		56.0		58.5		43.3		49.9				10		40.3		46.9		70.0		85.0		87.0		57.0		72.0		74.0		19.0		21.0		28.0				10		5.9		5.9		59.3		89.3		57.3		87.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

				16		8.1		8.0		53.2		55.2		60.9		50.6		52.6		55.1		39.2		45.9				16		36.2		42.9		68.0		83.0		85.0		52.9		67.9		69.9		18.0		20.0		26.0				16		7.5		7.5		56.2		86.2		54.2		84.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

				20		9.1		9.0		51.6		53.6		59.0		49.0		51.0		53.5		37.2		43.9				20		34.2		40.9		67.0		82.0		84.0		51.0		66.0		68.0		17.5		19.5		25.0				20		8.4		8.4		54.8		84.8		52.8		82.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

				31.25		11.4		11.2		48.4		50.4		55.1		45.7		47.7		50.2		33.4		40.0				31.25		30.4		37.0		65.1		80.1		82.1		47.1		62.1		64.1		16.5		18.5		23.1				31.25		10.5		10.5		51.9		81.9		49.9		79.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

				62.5		16.3		15.9		43.4		45.4		49.1		40.6		42.6		45.1		27.3		34.0				62.5		24.3		31.0		62.0		77.0		79.0		41.1		56.1		58.1		14.0		16.0		20.0				62.5		15.0		15.0		47.4		77.4		45.4		75.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

				100		20.8		20.2		39.9		41.9		45.0		37.1		39.1		41.6		23.3		29.9				100		20.3		26.9		60.0		75.0		77.0		37.0		52.0		54.0		12.0		14.0		18.0				100		19.1		19.1		44.3		74.3		42.3		72.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

				155		26.2		25.4		36.7		38.7		41.2		33.8		35.8		38.3		19.5		26.1				155		16.5		23.1		57.1		72.1		74.1		33.2		48.2		50.2		10.1		12.1		16.1				155		24.1		24.1		41.4		71.4		39.4		69.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

				200		30.0		28.9		34.8		36.8		39.0		31.9		33.9		36.4		17.2		23.9				200		14.2		20.9		55.5		70.5		72.5		31.0		46.0		48.0		9.0		11.0		15.0				200		27.6		27.6		39.8		69.8		37.8		67.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

				250		33.8		32.5		33.1		35.1		37.0		30.2		32.2		34.7		15.3		22.0				250		12.3		19.0		54.0		69.0		71.0		29.0		44.0		46.0		8.0		10.0		14.0				250		31.1		31.1		38.3		68.3		36.3		66.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

				300		37.3		35.7		31.7		33.7		35.4		28.8		30.8		33.3		13.7		20.4				300		10.7		17.4		52.8		67.8		69.8		27.5		42.5		44.5		8.0		10.0		13.2				300		34.3		34.3		37.1		67.1		35.1		65.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

				500		49.3		46.7		27.9		29.9		31.0		24.8		26.8		24.9		9.3		16.0				500		6.3		13.0		49.5		64.5		66.5		23.0		38.0		40.0		8.0		10.0		11.0				500		45.3		45.3		33.8		63.8		31.8		61.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2

				All values are based on Worst Case 4 Connector Channel configurations according to ISO11801:2002/A1:2008
 Standard (Std) values are based on ISO11801:2002/A1:2008 Class EA
Minimal and maximum values represent guaranteed channel performance

																																																						Electrical Performance Cat.6A F1/UTP cable

																																																						Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

																																																								Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

																																																						1		2.1		2.1		74.3		79.3		72.3		77.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

																																																						4		3.8		3.8		65.3		70.3		63.3		68.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

																																																						10		5.9		5.9		59.3		64.3		57.3		62.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

																																																						16		7.5		7.5		56.2		61.2		54.2		59.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

																																																						20		8.4		8.4		54.8		59.8		52.8		57.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

																																																						31.25		10.5		10.5		51.9		56.9		49.9		54.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

																																																						62.5		15.0		15.0		47.4		52.4		45.4		50.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

																																																						100		19.1		19.1		44.3		49.3		42.3		47.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

																																																						155		24.1		24.1		41.4		46.4		39.4		44.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

																																																						200		27.6		27.6		39.8		44.8		37.8		42.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

																																																						250		31.1		31.1		38.3		43.3		36.3		41.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

																																																						300		34.3		34.3		37.1		42.1		35.1		40.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

																																																						500		45.3		45.3		33.8		38.8		31.8		36.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2
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Max Typ Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ.

1 2.1 2.1 74.3 104.3 72.3 102.3 67.8 92.8 64.8 >60 67.0 90.0 67.0 87.9 20.0 26.0

4 3.8 3.8 65.3 95.3 63.3 93.3 55.8 80.8 52.8 57.2 67.0 90.0 66.2 75.9 23.0 29.0

10 5.9 5.9 59.3 89.3 57.3 87.3 47.8 72.8 44.8 49.3 67.0 87.0 58.2 67.9 25.0 31.0

16 7.5 7.5 56.2 86.2 54.2 84.2 43.7 68.7 40.7 45.2 67.0 85.0 54.1 63.8 25.0 31.0

20 8.4 8.4 54.8 84.8 52.8 82.8 41.8 66.8 38.8 43.2 67.0 84.0 52.2 61.9 25.0 31.0

31.25 10.5 10.5 51.9 81.9 49.9 79.9 37.9 62.9 34.9 39.4 67.0 82.1 48.3 58.0 23.6 29.6

62.5 15.0 15.0 47.4 77.4 45.4 75.4 31.9 56.9 28.9 33.3 65.6 79.0 42.3 52.0 21.5 27.5

100 19.1 19.1 44.3 74.3 42.3 72.3 27.8 52.8 24.8 29.3 62.5 77.0 38.2 47.9 20.1 26.1

155 24.1 24.1 41.4 71.4 39.4 69.4 24.0 49.0 21.0 25.5 59.6 74.1 34.4 44.1 18.8 24.8

200 27.6 27.6 39.8 69.8 37.8 67.8 21.8 46.8 18.8 23.2 58.0 72.5 32.2 41.9 18.0 24.0

250 31.1 31.1 38.3 68.3 36.3 66.3 19.8 44.8 16.8 21.3 56.5 71.0 30.2 39.9 17.3 23.3

300 34.3 34.3 37.1 67.1 35.1 65.1 18.3 43.3 15.3 19.7 55.3 69.8 28.7 38.4 16.8 22.8

500 45.3 45.3 33.8 63.8 31.8 61.8 13.8 38.8 10.8 15.3 52.0 66.5 24.2 33.9 15.2 21.2

NEXT (dB) PSNEXT (dB) ACR-F (dB) PS ACR-F (dB) PS ANEXT (dB)PS AACR-F (dB) Frequency

MHz

Attn RL (dB)

Electrical Performance Cat.6A F/FTP cable


Microsoft_Excel_97-2003_Worksheet1.xls
Sheet1

		

				Characteristics		Spec. Values		Unit				Characteristics		Spec Values		Unit

				Core Diameter		50 ± 2.5 		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core/Clad Concentricity		≤ 1.5		µm				Transmission link lengths for 1 Gb/s (SX/LX)		550/550		m

				Cladding Diameter		125 ± 1.0		µm				Transmission link lengths for 10 Gb/s (SR/LX4)		82/300		m

				Cladding Non-Circularity		≤ 1.0		%				Attenuation 850 nm		3.0		dB/km

				Coating Diameter		250 ± 15.0		µm				Attenuation 1300 nm		1.0		dB/km

				Coating/Clad Concentricity Error		≤ 10.0		µm				Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

				Characteristic		Spec Values		Unit

				Mode Field Diameter		9.2 ± 0.5 		µm				Characteristics		Spec Values		Unit

				Cladding Diameter		125 ± 1.0		µm				Bandwidth (Overfilled Launch) 850 nm		≥ 1500		Mhz.km

				Coating Diameter		245 ± 10.0		µm				Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

				Core Non-Circularity		≤ 6.0		%				Effective Modal Bandwidth (EMB) 850 nm		≥ 2000		Mhz.km

				Cladding Non-Circularity		≤ 2.0		%				Transmission link lengths for 1 Gb/s (SX/LX)		880/550		m

				Proof test		100		psi				Transmission link lengths for 10 Gb/s (SR/LX4)		330/300		m

												Transmission link lengths for 40 Gb/s (SR4)		100		m

												Transmission link lengths for 100 Gb/s (SR10)		100		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												Characteristics		Spec Values		Unit

												Bandwidth (Overfilled Launch) 850 nm		≥ 3500		Mhz.km

												Bandwidth (Overfilled Launch) 1300 nm		≥ 500		Mhz.km

												Effective Modal Bandwidth (EMB) 850 nm		≥ 4700		Mhz.km

												Transmission link lengths for 1 Gb/s (SX/LX)		900/550		m

												Transmission link lengths for 10 Gb/s (SR/LX4)		550*/300		m

												Transmission link lengths for 40 Gb/s (SR4)		150*		m

												Transmission link lengths for 100 Gb/s (SR10)		150*		m

												Attenuation 850 nm		3.0		dB/km

												Attenuation 1300 nm		1.0		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Numerical Aperture		0.20 ± 0.02

												* with engineered link of maximum 1.0 dB connector insertion loss

												Characteristics		Spec Values		Unit

												Fibre type		G.652.D

												Transmission link length for 1000Base-LX		5000		m

												Transmission link length for 10GBase-LR		10000		m

												Transmission link length for 10GBase-LX4		10000		m

												Transmission link length for 10Gbit-FC		10000		m

												Attenuation 1300 nm		0.40		dB/km

												Attenuation 1385 nm		0.40		dB/km

												Attenuation 1550 nm		0.28		dB/km

												Attenuation uniformity		≤ 0.2		dB

												Cut-off wavelength		1150 - 1330		nm

												Dispersion 1285-1330 nm		≤ 3.5		ps/nm.km

												Dispersion 1550 nm		≤ 18		ps/nm.km

												Zero dispersion 		1310 ± 10		nm

												Dispersion mode polarisation		≤ 0.2		ps/√km
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				Microbundle

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum pulling force (IEC 60794-1-2-E1)		1000N

				Maximum operating pulling force		250N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-10 .. 60°C

				Storage temperature, range		-20 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				TB universal

				Mechanical characteristics						Mechanical and Dimensional Characteristics for Tight Buffer Universal

				Mechanical resistance to impacts		100 impacts of 1 N.m				Number of optical fibres		4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm				Nominal outer diameter		5.7		5.7		6.5		7.5		10.6		mm

				Usage characteristics						Approximate weight		38		38		47		68		135		kg/km

				Flame retardant		IEC 60332-1				Minimum static operating bending radius		90		90		100		120		160		mm

				Fire retardant		IEC 60332-3				Minimum dynamic operating bending radius		120		120		130		150		210		mm

				Ambient installation temperature, range		0 .. 40°C				Maximum pulling force (IEC 60794-1-2-E1)		1000		1000		1300		1700		2300		N

				Operating temperature, range		-40 .. 70°C				Maximum operating pulling force		300		300		400		500		550		N

				Storage temperature, range		-40 .. 70°C

				TB indoor

				Mechanical characteristics						Mechanical and Dimensional Characteristics for Tight Buffer Indoor

				Mechanical resistance to impacts		100 impacts of 1 N.m				Number of optical fibres		4		6		8		12		24

				Crush resistance (IEC 60794-1-E3)		100N/cm				Nominal outer diameter		4.6		4.6		5.3		6.6		7.3		mm

				Usage characteristics						Approximate weight		24		24		33		48		60		kg/km

				Flame retardant		IEC 60332-1				Minimum static operating bending radius		45		45		70		70		75		mm

				Fire retardant		IEC 60332-3				Minimum dynamic operating bending radius		100		100		110		135		150		mm

				Ambient installation temperature, range		0 .. 40°C				Maximum pulling force (IEC 60794-1-2-E1)		700		700		1200		1200		1900		N

				Operating temperature, range		-20 .. 60°C				Maximum operating pulling force		200		200		300		300		550		N

				Storage temperature, range		-40 .. 60°C

										Mechanical and Dimensional Characteristics for Micro-bundle Indoor

										Number of optical fibres		12		24		48		96

										Nominal outer diameter		5.4		5.4		5.4		6.4		mm

										Approximate weight		37		37		37		50		kg/km

										Minimum static operating bending radius		65		65		65		65		mm

										Minimum dynamic operating bending radius		80		80		80		100		mm

										Maximum pulling force (IEC 60794-1-2-E1)		700		700		1200		1200		N

										Maximum operating pulling force		200		200		300		300		N

				Microbundle universal 24-72 FO

				Mechanical characteristics

				Nominal outer diameter		7.2mm

				Approximate weight		64kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		10 impacts of 1 N.m

				Crush resistance (IEC 60794-1-E3)		100N/cm

				Maximum operating pulling force		600N

				Maximum pulling force (IEC 60794-1-2-E1)		2000N

				Usage characteristics

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-30 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Minimum static operating bending radius		75mm

				Minimum dynamic operating bending radius		150mm

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1

				Microbundle universal 4-12 FO

				Mechanical characteristics

				Nominal outer diameter		5.6mm

				Approximate weight		42kg/km

				Mechanical characteristics

				Mechanical resistance to impacts		1 impact of 3 N.m

				Crush resistance (IEC 60794-1-E3)		200N/cm

				Maximum operating pulling force		700N

				Maximum pulling force (IEC 60794-1-2-E1)		2200N

				Usage characteristics

				Flame retardant		IEC 60332-1

				Fire retardant		IEC 60332-3

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-40 .. 60°C

				Minimum static operating bending radius		60mm

				Minimum dynamic operating bending radius		60mm

				UD

				Usage characteristics						Mechanical and Dimensional Characteristics for UD PE Outdoor cable

				Ambient installation temperature, range		0 .. 40 °C				Number of optical fibres		4		6		8		12		24

				Operating temperature, range		-30 .. 60 °C				Nominal outer diameter		8.1		8.1		8.1		8.1		9.1		mm

				Storage temperature, range		-40 .. 70 °C				Approximate weight		50		50		50		50		73		kg/km

										Minimum static operating bending radius		160		160		160		160		180		mm

										Minimum dynamic operating bending radius		205		205		205		205		225		mm

										Crush resistance (IEC 60794-1-E3)		300		300		300		300		400		N/cm

										Mechanical resistance to impacts		100		100		100		100		100		impacts of 3Nm

										Maximum pulling force (IEC 60794-1-2-E1)		1150		1150		1150		1150		1450		N

										Maximum operating pulling force		560		560		560		560		700		N

				UC LSZH

				Usage characteristics

				Nominal outer diameter		9.5mm

				Approximate weight		129kg/km

				Mechanical characteristics

				Maximum pulling force (IEC 60794-1-2-E1)		1500N

				Maximum operating pulling force		450N

				Mechanical resistance to impacts		100 impacts of 3 N.m

				Crush resistance (IEC 60794-1-E3)		300N/cm

				Usage characteristics

				Minimum dynamic operating bending radius		210.0mm

				Minimum static operating bending radius		150mm

				Ambient installation temperature, range		0 .. 40°C

				Operating temperature, range		-20 .. 60°C

				Storage temperature, range		-30 .. 60°C

				Fire retardant		IEC 60332-3

				Flame retardant		IEC 60332-1
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		OM2		Field Terminated fibres (Splicing or Direct Termination)

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections

				100 Base-SX		412m		-		-		-		-

				1Gbit SX		550m		550m		500m		440m		370m

				1Gbit LX		550m		550m		530m		460m		370m

				10Gbit SR		82m		82m		82m		76m		67m

				10Gbit LX4		300m		290m		270m		250m		230m

				10Gbit LRM		220m		-		-		-		-

				1Gbit FC - serial		500m		500m		500m		500m		430m

				2Gbit FC - serial		300m		300m		280m		230m		160m

				4Gbit FC - serial		150m		150m		140m		110m		65m

				10Gbit FC - serial		82m		82m		82m		76m		67m

		OM3		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		880		780		700		620		520				1GBase-SX		920		840		820		760		720				1GBase-SX		820		440				1GBase-SX		880		680		440		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350		-		-

				10GBase-SR		330		290		270		240		210				10GBase-SR		350		320		300		290		270				10GBase-SR		310		190				10GBase-SR		330		260		190		80

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220		-		-

				10GBase-LRM		220		-		-		-		-				10GBase-LRM		220		-		-		-		-				1GBit FC - serial		1020		460				1GBit FC - serial		1140		780		460		120

				1GBit FC - serial		1160		960		840		700		540				1GBit FC - serial		1240		1080		1020		940		860				2GBit FC - serial		580		120				2GBit FC - serial		660		400		-		-

				2GBit FC - serial		660		540		440		340		200				2GBit FC - serial		720		620		580		520		460				4GBit FC - serial		330		-				4GBit FC - serial		370		230		-		-

				4GBit FC - serial		380		300		250		190		90				4GBit FC - serial		400		350		330		300		260				10GBit FC - serial		310		190				10GBit FC - serial		330		260		-		-

				10GBit FC - serial		330		290		270		240		210				10GBit FC - serial		350		320		300		290		270				40GBase-SR4		100		-				40GBase-SR4		130		100		-		-

																																100GBase-SR10		100		-				100GBase-SR10		130		100		-		-

		OM4		Field Terminated fibres (Splicing or Direct Termination)														Pre-Terminated SC/LC Assemblies														MPO Connectivity								Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections				Applications
(not exhaustive)		2 connectors		3 connectors		4 connectors		5 connectors		6 connectors				Applications
(not exhaustive)		2 MPO modules		4 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules		8 MPO modules

				1GBase-SX		900		800		720		640		520				1GBase-SX		940		880		840		800		740				1GBase-SX		840		460				1GBase-SX		900		700		460		140

				1GBase-LX		550		550		530		460		370				1GBase-LX		550		550		550		550		530				1GBase-LX		470		170				1GBase-LX		520		350		-		-

				10GBase-SR		550		460		420		380		330				10GBase-SR		550		490		470		450		430				10GBase-SR		490		290				10GBase-SR		520		400		290		110

				10GBase-LX4		300		290		270		250		230				10GBase-LX4		320		310		300		290		280				10GBase-LX4		270		140				10GBase-LX4		300		220		-		-

				10GBase-LRM		220		-		-		-		-				10GBase-LRM		220		-		-		-		-				1GBit FC - serial		1060		480				1GBit FC - serial		1200		800		480		120

				1GBit FC - serial		1220		1000		860		720		560				1GBit FC - serial		1300		1140		1060		980		880				2GBit FC - serial		620		140				2GBit FC - serial		700		440		140		-

				2GBit FC - serial		720		580		480		360		220				2GBit FC - serial		780		680		620		560		500				4GBit FC - serial		360		-				4GBit FC - serial		400		250		20		-

				4GBit FC - serial		410		340		280		200		100				4GBit FC - serial		440		390		360		330		290				10GBit FC - serial		490		290				10GBit FC - serial		520		400		290		110

				10GBit FC - serial		550		460		420		380		330				10GBit FC - serial		550		490		470		450		430				40GBase-SR4		120		-				40GBase-SR4		150		120		-		-

																																100GBase-SR10		120		-				100GBase-SR10		150		120		-		-

		OS2

				Field Terminated fibres (Splicing or Direct Termination) with one splice every 2 km between 2 connections if required																												MPO Connectivity										Low Loss MPO Connectivity

				Applications
(not exhaustive)		2 connections		3 connections		4 connections		5 connections		6 connections																		Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules				Applications
(not exhaustive)		2 MPO modules		4 MPO modules		6 MPO modules

				100 Base-FX		2000m		-		-		-		-																		1GBase-LX		5000m		1000m		-				1GBase-LX		5000m		3000m		-

				1Gbase LX		5000m		4900m		4500m		4000m		3500m																		10Gbase LR		9000m		4000m		-				10Gbase LR		9000m		6500m		2500m

				10Gbase LR		10000m		9000m		7500m		6000m		4500m

				10Gbase LW		10000m		9000m		7500m		6000m		4500m

				10Gbase LX4		10000m		8500m		6750m		5250m		3500m

				10GBase FC (1200-SM-LL-L)		10000m		9000m		7500m		6000m		4500m

				10GBase FC (1200-SM-LC4-L)		10000m		8500m		6750m		5250m		3500m
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				Cable Specifications

				Fibre
count		Diameter		Sheath		Min. bending radius

				6		6,10mm		LSZH		150 mm

				12		6,60mm		LSZH		150 mm

				24		8,1mm		LSZH		150 mm

				Fibre
count		Max
Pulling force		Compression		Impacts		Temp.range

				6		100daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				12		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				24		140daN		100daN/dm		100 impacts of 1 N.m		-20°C +60°C

				Measurement Standard Mechanical Performances

				Min.bending radius   						IEC-60794-1-E10

				Maximum pulling force						IEC-60794-1-E1

				Compression						IEC-60794-1-E3

				Impacts						IEC-60794-1-E4

				Operating temperatures   						IEC-60794-1-F1

				Connector specifications

				Type		Max
 Insertion Loss		Min
 Return Loss

				Multimode

				SC/PC		0.35 dB		35 dB

				LC/PC		0.35 dB		35 dB

				Single Mode

				SC/PC		0.35 dB		50 dB

				LC/PC		0.35 dB		50 dB

																		Insertion loss for individual MPO connection

																		Fibre type		Multimode
(OM3 or OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Typical loss		0.3 dB		0.3 dB

																		Normal loss connection
Max loss		0.6 dB		0.6 dB

																		Low loss connection
Typical loss		0.15 dB		0.15 dB

																		Low loss connection
Max loss		0.35 dB		0.35 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Insertion loss for MPO cassette

																		Fibre type		Multimode
(OM4)		Singlemode
OS2 with G652D

																		Normal loss connection
Max loss		0.9 dB		0.9 dB

																		Low loss connection
Max loss		0.6 dB		0.6 dB

																		Factory tested according to IEC 61300-3-45 standard

																		Cable Characteristics

																		Fibre count		12F/24F/48F		96F

																		Cable Diameter		5.4 mm		6.4 mm

																		Cable Weight (kg/km)		31 kg		50 kg

																		Minimum bending radius during installation		80 mm		100 mm

																		Minimum bending radius installed		65 mm		65 mm

																		Mechanical characteristics

																		Maximum tensile load		1000N

																		Max. Load. Long Term		250.0N

																		Crush resistance
(IEC 60794-1-E3)		100N/cm

																		Mechanical resistance
to impacts		10 impacts of 1 N.m

																		Usage characteristics

																		Operating temperature
Range		-10 .. 60°C

																		Storage temperature
Range		-20 .. 60°C

																		Fire retardant		IEC 60332-3

																		Flame retardant		IEC 60332-1

																		Construction characteristics

																		Cabinet format		19"

																		Colour		Black

																		Material		Steel

																		Dimensional characteristics

																		Width		900mm

																		Depth		600mm

																		Height		2150mm

																		Heightunit		42U

																		Approximate net weight		110.0kg

																		Mechanical characteristics

																		Carrying capacity		1000kg

																		Usage characteristics

																		Field of application		Data Centre

																		Type of cabinet		HD Cross-Connect

																		Packaging		Box

																		Water proof		IP 20
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				Electrical Performance Cat.6A - 4 Connector Channel - Part 1																								Electrical Performance Cat.6A - 4 Connector Channel - Part 2																										Electrical Performance Cat.6A F/FTP cable

				Frequency
MHz		Attn				NEXT (dB)						PSNEXT (dB)						ACR-F (dB)						Frequency
MHz		PS ACR-F (DB)				PS ANEXT (dB)						PS AACR-F (dB)						RL (dB)								Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

						Max		Typ		Std		Min		Typ		Std		Min		Typ		Std		Typ						Std		Typ		Std		Min		Typ		Std		Min		Typ		Std		Min		Typ						Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

				1		<4		4.0		65.0		67.0		85.0		62.0		64.0		74.8		63.3		69.9				1		60.3		66.9		80.0		90.0		92.0		77.0		92.0		94.0		19.0		21.0		21.0				1		2.1		2.1		74.3		104.3		72.3		102.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

				4		4.1		4.1		63.0		65.0		72.9		60.5		62.5		65.0		51.2		57.9				4		48.2		54.9		74.0		89.0		91.0		65.0		80.0		82.0		19.0		21.0		32.0				4		3.8		3.8		65.3		95.3		63.3		93.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

				10		6.4		6.3		56.6		58.6		65.0		54.0		56.0		58.5		43.3		49.9				10		40.3		46.9		70.0		85.0		87.0		57.0		72.0		74.0		19.0		21.0		28.0				10		5.9		5.9		59.3		89.3		57.3		87.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

				16		8.1		8.0		53.2		55.2		60.9		50.6		52.6		55.1		39.2		45.9				16		36.2		42.9		68.0		83.0		85.0		52.9		67.9		69.9		18.0		20.0		26.0				16		7.5		7.5		56.2		86.2		54.2		84.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

				20		9.1		9.0		51.6		53.6		59.0		49.0		51.0		53.5		37.2		43.9				20		34.2		40.9		67.0		82.0		84.0		51.0		66.0		68.0		17.5		19.5		25.0				20		8.4		8.4		54.8		84.8		52.8		82.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

				31.25		11.4		11.2		48.4		50.4		55.1		45.7		47.7		50.2		33.4		40.0				31.25		30.4		37.0		65.1		80.1		82.1		47.1		62.1		64.1		16.5		18.5		23.1				31.25		10.5		10.5		51.9		81.9		49.9		79.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

				62.5		16.3		15.9		43.4		45.4		49.1		40.6		42.6		45.1		27.3		34.0				62.5		24.3		31.0		62.0		77.0		79.0		41.1		56.1		58.1		14.0		16.0		20.0				62.5		15.0		15.0		47.4		77.4		45.4		75.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

				100		20.8		20.2		39.9		41.9		45.0		37.1		39.1		41.6		23.3		29.9				100		20.3		26.9		60.0		75.0		77.0		37.0		52.0		54.0		12.0		14.0		18.0				100		19.1		19.1		44.3		74.3		42.3		72.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

				155		26.2		25.4		36.7		38.7		41.2		33.8		35.8		38.3		19.5		26.1				155		16.5		23.1		57.1		72.1		74.1		33.2		48.2		50.2		10.1		12.1		16.1				155		24.1		24.1		41.4		71.4		39.4		69.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

				200		30.0		28.9		34.8		36.8		39.0		31.9		33.9		36.4		17.2		23.9				200		14.2		20.9		55.5		70.5		72.5		31.0		46.0		48.0		9.0		11.0		15.0				200		27.6		27.6		39.8		69.8		37.8		67.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

				250		33.8		32.5		33.1		35.1		37.0		30.2		32.2		34.7		15.3		22.0				250		12.3		19.0		54.0		69.0		71.0		29.0		44.0		46.0		8.0		10.0		14.0				250		31.1		31.1		38.3		68.3		36.3		66.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

				300		37.3		35.7		31.7		33.7		35.4		28.8		30.8		33.3		13.7		20.4				300		10.7		17.4		52.8		67.8		69.8		27.5		42.5		44.5		8.0		10.0		13.2				300		34.3		34.3		37.1		67.1		35.1		65.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

				500		49.3		46.7		27.9		29.9		31.0		24.8		26.8		24.9		9.3		16.0				500		6.3		13.0		49.5		64.5		66.5		23.0		38.0		40.0		8.0		10.0		11.0				500		45.3		45.3		33.8		63.8		31.8		61.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2

				All values are based on Worst Case 4 Connector Channel configurations according to ISO11801:2002/A1:2008
 Standard (Std) values are based on ISO11801:2002/A1:2008 Class EA
Minimal and maximum values represent guaranteed channel performance

																																																						Electrical Performance Cat.6A F1/UTP cable

																																																						Frequency
MHz		Attn				NEXT (dB)				PSNEXT (dB)				ACR-F (dB)				PS ACR-F (dB)				PS ANEXT (dB)				PS AACR-F (dB)				RL (dB)

																																																								Max		Typ		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.		Min.		Typ.

																																																						1		2.1		2.1		74.3		79.3		72.3		77.3		67.8		92.8		64.8		>60		67.0		90.0		67.0		87.9		20.0		26.0

																																																						4		3.8		3.8		65.3		70.3		63.3		68.3		55.8		80.8		52.8		57.2		67.0		90.0		66.2		75.9		23.0		29.0

																																																						10		5.9		5.9		59.3		64.3		57.3		62.3		47.8		72.8		44.8		49.3		67.0		87.0		58.2		67.9		25.0		31.0

																																																						16		7.5		7.5		56.2		61.2		54.2		59.2		43.7		68.7		40.7		45.2		67.0		85.0		54.1		63.8		25.0		31.0

																																																						20		8.4		8.4		54.8		59.8		52.8		57.8		41.8		66.8		38.8		43.2		67.0		84.0		52.2		61.9		25.0		31.0

																																																						31.25		10.5		10.5		51.9		56.9		49.9		54.9		37.9		62.9		34.9		39.4		67.0		82.1		48.3		58.0		23.6		29.6

																																																						62.5		15.0		15.0		47.4		52.4		45.4		50.4		31.9		56.9		28.9		33.3		65.6		79.0		42.3		52.0		21.5		27.5

																																																						100		19.1		19.1		44.3		49.3		42.3		47.3		27.8		52.8		24.8		29.3		62.5		77.0		38.2		47.9		20.1		26.1

																																																						155		24.1		24.1		41.4		46.4		39.4		44.4		24.0		49.0		21.0		25.5		59.6		74.1		34.4		44.1		18.8		24.8

																																																						200		27.6		27.6		39.8		44.8		37.8		42.8		21.8		46.8		18.8		23.2		58.0		72.5		32.2		41.9		18.0		24.0

																																																						250		31.1		31.1		38.3		43.3		36.3		41.3		19.8		44.8		16.8		21.3		56.5		71.0		30.2		39.9		17.3		23.3

																																																						300		34.3		34.3		37.1		42.1		35.1		40.1		18.3		43.3		15.3		19.7		55.3		69.8		28.7		38.4		16.8		22.8

																																																						500		45.3		45.3		33.8		38.8		31.8		36.8		13.8		38.8		10.8		15.3		52.0		66.5		24.2		33.9		15.2		21.2
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Froquency (dB/100m) |(in dB) (nd8)  (ndB)  (ndB)  |(ndB) (in dB)
(MHz)  Max Typ. Min. [Typ. Min. Typ. Min. Typ. Min. [Typ. Min. Typ. Min. Typ.
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Cross-over patch cord (A1to B2 & B1 to A2)
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